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INTRODUCTION  

Physics is often considered to be one of the oldest academic disciplines since physics helps 

people to understand how our universe behaves. Physics is absolutely a very broad academic 

discipline including astronomy, mechanics, thermodynamics, optics, acoustics, magnetism, 

electricity, electromagnetism, energy, engineering physics, é 

A decent use of mathematics is very important but when studying physical systems, it is also 

very important to have decent observations and measurements of the phenomena one needs to 

study.  

The broad realm of physics includes fundamental physical research which supports a large 

number of applications. By applying physical insights, it is possible to design and develop a 

large number of new solutions. 

The present course on ñapplied physicsò reveals a broad range of applications. First, a physical 

foundation on electricity and magnetism has been included to support the entire course. Since 

performing accurate measurements and having a decent insight in measurement errors is 

mandatory when studying physical phenomena, an extended chapter deals with measurement 

principles and measurement errors. Especially the measurement of electric quantities has been 

studied. In a third chapter, electrical (power) systems have been discussed including electrical 

power measurements. 

Decent observations and measurements are needed when studying physics and engineering 

topics. Due to this reason, an entire chapter has been devoted to the working principles and the 

use of spectroscopic methods, microscopy, and magnetometry. 

When considering electrical engineering and more precisely the subdiscipline EMC 

(Electromagnetic compatibility), a large number of measurements are needed to verify whether 

electronic devices satisfy the EMC normalizations. These normalizations aim to ensure reliable 

operations of electronic devices. The last chapter deals with system theory and its applicability 

to design electronic filters. Electronic filters have a broad range of applications including EMC 

filters intended to reduce EMC related problems.  
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1 ELECTRICITY AND MAGNETISM  
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 Basics of electrostatics 

The electric charges interact with each other, thus the same charges repel but the opposite 

charges attract each other. Each charge produces an electric field around itself therefore the 

interaction takes place by means of electric field.  

Electric field is a material environment with a forced action onto the charged particles or bodies. 

Electric field is assumed to picture with the help of electric force lines the direction of which 

correlates with that of the forces acting. The environment is characterised with a parameter 

called dielectric permeability. An absolute dielectric permeability is 

‐ ‐Ͻ‐ ,          (1.1) 

where ‐ is a constant parameter equal to a dielectric permeability of vacuum (ψȢψφϽ

ρπ  &Ⱦά); ‐ ï is a relative dielectric permeability indicating the how many times weaker 

the charges are interacting in a particular environment than in vacuum.  

The force of interaction of two point charges is determined with the Coulomb's Law and 

directed along a straight line connecting these charges (a point charge is a charge the linear size 

of which are negligibly small in comparison with the distances under consideration). The 

Coulombôs Law states that the force of interaction of two point charges is directly proportional 

to the product of these charges, opposite proportional to the square distance between them and 

depends on the environment the charges are placed in, i.e. 

Ὂ
Ͻ

Ͻ
                                   (1.2) 

where F is the force of the charges interaction, N; Q1, Q2 are the charges, C (1 C contains φȢσϽ

ρπ of electrons charges, coulomb is an amount of electricity flowing through cross-section 

area of a conductor per one second at an unchangeable force of current of 1 A, i.e. ὅ  ὃϽί); 

r is a distance between the charges, m; ‐ is an absolute dielectric permeability of the 

environment, F/m. 

An electric field impacts an electrically charged body placed into it. Therefore the electric field 

can perform a work, i.e. it is described with energy. Each point of the electric field can be 

characterised with an intensity E and potential ű. 

Intensity of electric field E is determined with 

Ὁ Ὂ
ὗ,                                                 (1.3) 

where F is a force of the field action onto the charge placed into this field. The measurement 

unit of the intensity of the field is V/m. 

The reserve of energy of a electricity quantity unit at a particular point of the electric field is 

potential. This a work equal to potential energy of a 1 C charge at this point, i.e. 

• ὃ
ὗ, V                                           (1.4) 

the measurement unit is volt (V). 



16 

 

Moving a positive charge Q from one point of the uniform electric field to another point at some 

distance l the forces of the field perform a work ὃ ὊϽὰ. This work is called a voltage across 

these two points 

Ὗ ὃ
ὗ.                                                 (1.5) 

If two points of the field have own potentials, •  and •  the work to move a single charge 

between these two points is a difference of two charges 

Ὗ • • .                                             (1.6) 
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 Magnetism and electromagnetism  

Any constant magnet has two poles: North (N) and South (S). A magnetic flux exists between 

the poles and is described by means of magnetic lines in the direction from N to S (fig.1.1). The 

force of the magnetic flux corresponds to the number of these magnetic lines. The same type of 

magnetic flux exists around a wire with an electrical current. The direction of the magnetic flux 

lines in this case can be determined by means of screwdriver rule.  

 

Figure 1.1. Permanent magnet and wire with electric current 

Well-known is the fact that like magnetic poles repel but unlike magnetic poles attract each 

other. Conductors with electric current could be represented as a kind of coil. Then a total 

magnetic flux is equal to the sum of separate fluxes of all the conductors (fig.1.2) : 

ɰ ɮϽύ,      (1.7) 

where w is a number of turns in the winding, Ɋ ï value called flux linkage. 

 

Figure 1.2. Magnetic flux of the coil 

 

 Faradayôs Law 

If a constant magnet is moved within a coil with current then the magnetic power lines cross 

the conductors and an EMF is induced in the coil 
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Ὡ ύϽ  .      (1.8) 

Therefore the faster is changing the flux the larger is EMF induced in the coil. The measurement 

unit for the magnetic flux is Wb (Weber).  

Voltage is directed positively from plus to minus, but EMF ï in the opposite direction If both 

voltage and EMF are in the same direction then 

ό Ὡ ύϽ  .     (1.9) 

Taking this into account Faradayôs Law could be rewritten as the following: 

ό ύϽ
ϽὨὭ

Ͻ
,             (1.10) 

where ύϽὨɮȾὨὭ is the correlation of the flux linkage and current and is marked as inductance 

ὒ
Ͻ

.        (1.11) 

L is measured in henry (H). 

As a result Faradayôs Law can be formulated as  

ό ὒϽ
 
,       (1.12) 

it correlates the voltage of the coil with the speed of changing of its current. If the current in the 

coil is increasing then the induced electromotive force is of opposite direction to the current 

and the EMF limits the speed of the current increasing. In the case of current decreasing then 

the induced EMF is in the same with current direction and the EMF limits the current 

decreasing.  

Taking into account the Faradayôs Law the mathematical description of an electrical circuit 

with a coil and resistor is 

ό ὭϽὙ ὒϽ ,      (1.13) 

where i, u are instantaneous values of the current and voltage in the dynamics of their changing.  

The transient process of current changing in the circuit with coil (Fig.1.3) could be calculated 

using this expression.  Let us consider a connection of coil to a source of constant voltage U. 

The equation for the transient processes there is the following: 

ό ὭϽὙ ὒϽ  .      (1.14) 

This is the first-order equation with the following solution: 

Ὥὸ ὑρ ὑςὩ ϳ  ,     (1.15) 

where K1 is a steady-state value with t=Њ.  

The current through this this circuit in steady-state condition will be determined by Ohmôs Law: 

ὒ ὑρ Ὗ
Ὑ.     (1.16) 
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Figure 1.3. Electrical circuit and representation of transient process and current diagrams 

 

The constant value K2 could be found from the initial condition at t=0 when i=0: 

π Ὗ
Ὑ ὑςϽὩ,     (1.17) 

where K2 is: ὑς Ὗ
Ὑ. 

The result is                                    Ὥὸ ρ Ὡ ϳ  ,                         (1.18) 

where † ὒὙϳ  is time constant measured in seconds († ɱϽίɱϳ ί). 

Expression (1.18) illustrates that at t=0 the current is equal to zero, but then it increases 

gradually getting the value up at t=† to the following (Fig.1.3):  ρ Ὡ πȢφχϽὍ. 

The steady-state value is reached at ὸ σȣτ†. 

Thus the conclusion is that the inductivity impedes to the changes of current in the  

circuit. It is essential to understand that the stored energy in the coil is a product of its flux 

linkage and current: ὃ πȢυϽɰϽὭ πȢυϽὒϽὭ (J). 

In other expression: ὃ Ὥ᷿ϽόϽὨὸ Ὥ᷿ϽὒϽ ὒϽὍϽπȢυ. 
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 Magnetic circuits and basic laws 

 Magnetic circuit and its basic parameters 

Any magnetic circuit consists of magnetic conductors and a source of magnetic motive force 

(MMF). One of the best conductors of magnetic flux ï steel ï is used for magnetic wires 

(fig.1.4). MMF is created by the winding consisting of a number of turns of conductors (w) 

with current I: 

Ὂ ὍϽύ.      (1.19) 

As a result of MMF influence the magnetic flux ɮ is created in the core and it has the following 

flux density: 

ὄ ɮ
ί ,      (1.20) 

where s is a cross-section area of the core. As ɮ is measured in VϽs, but S in m2, the 

measurement unit for B is Tesla (T). 

 

Figure 1.4. Magnetic circuit realisation 

 

Each magnetic conductive material has its own magnetising properties described with 

magnetisation curve B=f(H), which depends on linear magnetising force H measured as MMF 

divided by the length l of the average magnetic line, that is A/m. The growth of B is usually 

started to limit at B=1.0T, when a saturation process starts (Fig.1.5.).  
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Figure 1.5. Magnetising curve of steel 

 

Logical is to use the linear part of the curve or its part close to the point of saturation for a 

simulation of a real magnetising system, because less values of magnetising force H are 

necessary. For the magnetic system given in fig.1.4 the magnetising flux is determined as  

ɮ ὄὌ Ͻί ὄ
Ͻ
Ͻί ,     (1.21) 

where flux density B is a function of Ὄ
Ͻ

. If the value of H is higher than that of saturation 

Hs0 (fig.1.5) then an air gap ŭ should be inside the core of the system (fig.1.4). To overcome 

this gap a part of general magnetising force is lost 

Ὄ Ͻ‏ ὄ
‘ Ͻ(1.22)     , ‏ 

where ŭ is a length of the air gap, B ï flux density in magnetic conductor, ‘ ï magnetic 

permeability of air, which is ‘
ὄ
Ὄ τ“Ͻρπ ɱϽίȾά . 

For example, if it is necessary to calculate a magnetic system for a reactor with a constant 

inductivity L with the current from zero to I0 the initial part of the magnetising curve is applied 

for this purpose and 

ὒ
Ͻ Ͻ

.      (1.23) 

Therefore if the cross-section area s is known the required number of turns w could be 

calculated and H can be obtained as ὍϽύȾὰ . If this magnetising force is higher than Hs0 the 

difference should be lost in the air gap 

Ὄ Ὄ Ὄ ὄ
‘ ,     (1.24) 

where from the air gap can be calculated  

‏
ϽϽ Ͻτ“Ͻ

Ͻ
.     (1.25) 
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If the sizes of the core are defined as in fig.1.4. the cross-section area of the core is ί ςϽ

ὥ
Ͻ

Ͻ
, 

But an available number of turns of the winding  ύ
Ͻ ϽȢ Ͻ ϽȢ Ͻ

, 

Where sc is a cross-section area of the conductor wire, j is current density (about 2*106A/m2), 

IR ï the rated current of the reactor usually lower than I0.  

 

 Interaction of electric and magnetic field 

As magnetic flux exists around a current carrying conductor the flux will interact with external 

magnetic system. A constant magnet (see fig.1.6) creates magnetic flux with density  

ὄ ɮ ὥϳ Ͻὰ .      (1.26) 

If the conductor creating its own magnetic flux ū2 is normal to the force lines then according 

to fig.1.6 the repulsive force exists between the two fluxes (both of them are unidirectional) 

Ὂ ὄϽὍϽὰ,       (1.27) 

where l is a conductor active length being in accordance with the length of the pole of magnet. 

The direction of this force id determined with the help of left hand rule which states that if the 

permanent flux is going into opened palm of the left hand but the fingers are directed as the 

current in the conductor than the opened thumb points the direction of the movement of the 

conductor. This phenomenon is the basic principle of electric motors operation. 

 

Figure 1.6. Interaction of magnetic flux and current carrying conductor 

 

If the conductor crosses the magnetic force lines then in accordance with Faradayôs Law an 

EMF is induces in the conductor. In fig.1.7 the constant magnet induces magnetic flux ū1 with 

density B1, and the conductor moves normally to its force lines. The following EMF is induced 

there 

Ὁ ὄϽὰϽὺ ,      (1.28) 

where v is speed of crossing of the force lines ū1 measured in m/s. This happens according to 

the right hand rule that states if permanent magnetic flux is going to the opened palm of the 

right hand but the thumb points the direction of the conductor movement in the flux then the 
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fingers point the direction of the current in the conductor. It describes the basic principle of the 

AC generator operation.  

 

Figure 1.7. Generation of EMF 

 

The generated EMF depends on the angle between the magnetic force lines and the conductor 

crossing direction; this is angle Ŭ between vectors v and ū1 (Fig.1.7.) and  

Ὁ ὄϽὰϽὺϽίὭὲ‌.     (1.29) 

For the practical realisation of electric generator the conductor rotates in the constant magnetic 

flux (Fig.1.8), and an EMF of variable both direction and value is induced in the conductor. 

The highest value of EMF is induced when the conductor is in the upright position: 

Ὁ ςϽὄϽὰϽὺϽύ ,     (1.30) 

where the conductor is of a frame form and has two edges and could have a lot of turns w.  

 

Figure 1.8. Realisation of generator 

 

The EMF is changing periodically depending on angle Ŭ, an instantaneous value is represented 

by means of sine-form curve 

Ὡ Ὁ ϽίὭὲ‌ .     (1.31) 

The frame rotates with an angular velocity ɤ. Period of its full turn T corresponds to angle 2ˊ, 

thus  ς“ ‫ϽὝȟ 
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where from 

‫ ς“
Ὕ ς“ϽὪ,      (1.32) 

where f is a frequency of the induced EMF. For the assumed standard frequency f=50Hz the 

angular velocity is ɤ=314 rad/s. 
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2 METROLOGY AND MATHEMATICAL 

MODDELING FOR INTELLIGENT SYSTEMS  
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 Introduction  

Our modern era cannot be imagined without all those machines, computers, discoveries. They 

all measure, intensively use mathematic calculations, perform activities. Behind all of this 

bright scene we have various reliable partners ï Metrology, science about measuring, and 

Mathematical Modelling ï a science of how to describe processes with mathematical 

expressions. You might feel them as quite new, however, in fact, metrology, mathematical 

modelling, intelligent systems have history since beginning of the Mankind. 

In ancient times humans were measuring various physical parameters, described processes 

mathematically, and using their own intelligence capacities, brought us to today's achievements. 

But wait! What is intelligence? 

Let me declare that intelligence is ability to obtain information, analyse it and react in 

appropriate way. 

So this book is about to how to transfer information from everything, that surrounds us, how to 

understand, what we have got, what to do with it, how to ensure, that our plans are the best 

match. 

To achieve our goals, we need instruments. First we need a sensor. A device that transforms a 

physical parameter in to desired format, so we can process it. Even a simplest ruler is a sensor, 

as it transforms physical dimensions of an object in to values we can interpret and understand. 

For example, a brick. The same people uses around the world to build their houses. It must have 

certain dimensions to fit in to building. So man invented a ruler, a sensor. By the way, ruler is 

a perfect sensor, as it is not altering object it measures. Other sensors do. 

Second, we must be able to analyse data, we have measured. Sounds logical. A person, who 

does measurement, must be able to assess, is this information correct. Is it reliable enough to 

be used. This is one of most important questions in science. History has many cases, when 

scientific work or discovery is raised or doomed just because of measurements. 

Third thing is the way we use information we got. We should thank our predecessors for 

discovery of Mathematics, as this is one and only way how to tell others about physical 

processes. So we can put information, exact values, in to mathematical expressions, formulas, 

and obtain desired data. 

Forth ñinstrumentò now is a decision made on everything we have got. Quite often people use 

incorrect form of this step. They say: ñWe do not have enough data to make a decision.ò This 

is wrong. The correct description of situation is: ñBased on data we have, we decided to do 

nothing.ò In fact, a decision ï do nothing, is completely acceptable and does not mean any 

harm. Imagine a pilot of a jumbo jet. Flight is normal, everything works as expected, no need 

for adjustment, so decision ï no action. Opposite sample, reactor in nuclear power plant start 

to generate too much free neutrons. Action should be immediate to slow down process or core 

will melt and... So decision is important. 

Here I decide to advance to fifth important part, a cause, why we have all this stuff. We want 

to alter, to impact, to change an object. As object here I mean almost everything we have.  

Whatever we do, build a house, read a book, drive a car, have a sunbath, this is a kind of change. 
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It is not a secret for everybody, that mankind is lazy. This fact is an engine for inventions. We 

want to get more for doing less. So it was long time ago, and so it is today. Even Archimedes 

invented His famous law while relaxing in the bath. Today it is the same, but different. We 

advanced so far, that some of routine tasks are delegated to machines. Sounds good, but here is 

also a problem ï machine can cover a definite set of duties. Human instead, does not have such 

limitations. The border here is ability to make a spontaneous decision. Human can, machine 

can not. It would be nice, if we can delegate some decision making to machines, while we are 

relaxing in the bath. Now we can and this field have its own name ï intelligent systems. 

Systems, that are able to cognize the target. If follow scientific oriented literature, you can see 

a constellation of words like, cognitive computing, neural networks, artificial intelligence, 

intelligent systems and so on. All of them, actually, are just bricks of our today. So it is 

important to be familiar with them. Field actually is so vast that one book like this can cover 

only a tiny, but, in fact, extremely important part. Acquisition and processing of data keeping 

in mind a reason, why it is performed ï creation of intelligent system.   

Let's declare, what defines an intelligent system. Now we know, that it is capable to cognize an 

object it is applied to. Transform its physical parameters in to process able data. It is capable to 

sort out and use only valid data. It has certain mathematical instrument inside, that gives us a 

solid base for decision making. And finally, there is a way, how object can be impressed. So in 

brief - Intelligent system is a repetitive process, a cycle, where exist 5 steps: 

 Step 1. Perform a measurement 

 Step 2. Assess acquired data 

 Step 3. Calculate desired values 

 Step 4. Make a decision 

 Step 5. Perform an impression to environment 

 

 

Figure 2.1. Formal cycle of an Intelligent System 

What association comes on a pop, when you hear or read this name ï Intelligent System? 

Something very fast operating, powerful and so on. In fact, time for one cycle is not important. 

Depending on target, time frame varies. A lot. It might take less than a millisecond or more 
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than a week for one full cycle. Most important thing here is to create a proper design. And this 

is a thing this book is about. To create a proper design of any kind of intelligent system, you 

must have absolutely clear understandings about what to measure. How You will measure. 

What are acceptable measurement discrepancies and how to handle them. You will find answers 

about how to reliably transfer information from everything, that surrounds us, to assessment 

mechanism to ensure validity of it.  All of mentioned before is crucial for calculations. 

Mathematics is straight forward. If You enter correct information in to model, you have good 

result. Good result leads to correct decision. Correct decision makes our life better. You might 

wonder ï and how about error correction? Story is almost the same. How errors are recognized? 

Based on exact and verified models. So this is exactly about mathematical modelling. A 

reference model allows to determine, is measurement correct, are values within acceptable 

bounds, can decision be made on this. 

So what about impression. This is also a vast area for development and inventions. If we have 

a tiny system, all impressions can be done with one actuator, may be a switch or something so 

simple. Should we have a large scale system, or even a set of systems, decisions and following 

impressions in one place, can create changes or fluctuations in other. There is a neat geometrical 

interpretation, or model, of complex IS structure where we have 12 systems in conjunction ï 

dodecahedron. 

Let this picture impress your understanding about what to take in account when designing 

measurements. 

 

Figure 2.2. Dodecahedron as Schematic Interpretation of Complex IS Structure 

I know that some of you will attempt to insert IS cycle directly in to this polyhedron and realize, 

that edges cannot be associated with the same process for both IS. Vertices even more. This is 

a good point, as You are starting to model. Don't be confused. Just take in account that in 

complex environment whole process is (must be) stripped down to smaller components and 

they are interacting in between at different levels. People, who are involved in programming 

know this approach as Agile Methodology. However, it is very often covered by some reason 

poorly written software, You should not be afraid of it. When applied wisely, this allow to reach 

desired goal and not get trapped in to mayhem.  So to be able to design a well performing 

Intelligent System, you should know about Sensors, Measurements, Mathematical modelling, 

Decision Making, Actuation. All of this you will have here. At least for the great beginning.   



29 

 

  Metrology: part 1 

Metrology is scientific study of measurement. For people, who just start to study natural 

sciences usually this is a moment of big wonder. What can be easier than to measure something? 

Use a tool, read result and that's it. It's hard to understand in the first approach, that result we 

got NEVER !!! is absolutely correct. It is correct within some range. We all know, that physics, 

mathematics, chemistry and so on, are exact sciences where exact data is used. It is true. So our 

task now is to put together those two things, exactness of science and inexactness of 

measurements. So there are two approaches in general ï most common and easy to understand 

ï Classical Approach, and second ï Uncertainty Approach. Beware of a fact, that few terms 

used in both approaches designate two different concepts. In such cases two different definitions 

are needed. 

 Before we advance, it is mandatory to agree on terminology and designations. Terminology 

section is covered by International Standards ISO 704, ISO 1087-1, and ISO 10241 [1]. 

Terminology might contain synonyms that are respectively more or less widespread in different 

countries, however if list is provided, first one is preferred. 

Terminology used in metrology: 

 Interval 

The term "interval" is used together with the symbol [a,b] to denote the set of real numbers x 

for  which aÒxÒb,  where a and b > a are real numbers. The term "interval" is used here for 

óclosed intervalô. The symbols a and b denote the óend-pointsô of the interval [a,b]. 

Example 

[ï1, 5] 

The two end-points 2 and ï4 of the interval [ï1, 5] can be stated as 2 Ñ 3. This 

expression does not denote the interval [ï1, 5]. 

  Range 

Term Range is used as range of interval [a,b] and mean difference between endpoints. It is 

denoted by r[a,b]. Term Span is occasionally used instead. 

Example : 

r[-3,7]=7-(-3)=10 

 

 Quantity 

Property of a phenomenon, body, or substance, to which a number can be assigned with respect 

to a reference.  The term ñQuantityò is often used for kind of quantity where reference can be a 

measurement unit, a measurement procedure, or a reference material.  Symbols for quantities 

are given in the International Standard ISO/IEC 80000, Quantities and units. The symbols for 

quantities are written in italics. A quantity as defined here is a scalar. However, a vector or a 

tensor whose components are quantities is also considered to be a quantity. 
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Example: 

Kind of quantity 

Aspect common to mutually comparable quantities. The division of the concept of óquantityô 

according to ókind of quantityô is to some extent arbitrary. For example - diameter, 

circumference, and wavelength, are generally considered to be quantities of the same kind, 

namely, of the kind of quantity called length, or heat, kinetic energy, and potential energy, are 

generally considered to be quantities of the same kind, namely, of the kind of quantity called 

energy. Quantities of the same kind within a given system of quantities have the same quantity 

dimension. However, quantities of the same dimension are not necessarily of the same kind. 

System of quantities 

This is a set of quantities together with a set of non-contradictory equations relating those 

quantities. Ordinal quantities are usually not considered to be part of a system of quantities 

because they are related to other quantities through empirical relations only. 

Base quantity 

Quantity in a conventionally chosen subset of a given system of quantities, where no subset 

quantity can be expressed in terms of the others. Base quantities are referred to as being 

mutually independent since a base quantity cannot be expressed as a product of powers of the 

other base quantities. 

Derived quantity 

Quantity, in a system of quantities, defined in terms of its base quantities. It means for example, 

that in a system of quantities having the base quantities length and mass, density is a derived 

quantity defined as the quotient of mass and volume (length to the third power). 

International System of Quantities 

ISQ is based on the seven base quantities length, mass, time, electric current, thermodynamic 

temperature, amount of substance, and luminous intensity. System of quantities is published in 

the International Standard ISO/IEC 80000, Quantities and units.  The International System of 

Units (SI), is based on the ISQ. 

Quantity dimension 

Expression of the dependence of a quantity on the base quantities of a system of 

quantities as a product of powers of factors corresponding to the base quantities, omitting any 

numerical factor. A power of a factor is the factor raised to an exponent. Each factor is the 

dimension of a base quantity. The conventional symbolic representation of the dimension of a 

derived quantity is the product of powers of the dimensions of the base quantities according to 

the definition of the derived quantity. In deriving the dimension of a quantity, no account is 

taken of its scalar, vector or tensor character. 

In a given system of quantities, 

¶ quantities of the same kind have the same dimension, 

¶ quantities of different dimensions are always of different kinds, and 
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¶ quantities having the same dimension are not necessarily of the same kind. 

In the International System of Quantities (ISQ), the dimensions of the base quantities are: 

Base quantity Dimension 

length L 

mass M 

time T 

electric current I 

thermodynamic temperature Ū 

amount of substance N 

luminous intensity J 

Thus, the dimension of a quantity Q is dim Q = L Ŭ M ɓ T ɔ I ŭ Ū Ů N ɕ J ɖ where the exponents, 

named dimensional exponents, are positive, negative, or zero. 

Quantity of dimension one - dimensionless quantity 

Quantity for which all the exponents of the factors corresponding to the base quantities in its 

quantity dimension are zero. The term ñdimensionless quantityò is commonly used for historical 

reasons. It stems from the fact that all exponents are zero in the symbolic representation of the 

dimension for such quantities. 

The term ñquantity of dimension oneò reflects the convention according to ISO 31-0:1992, sub 

clause 2.2.6 in which the symbolic representation of the dimension for such quantities is the 

symbol 1. The measurement units and values of quantities of dimension one are numbers, but 

such quantities convey more information than a number. For example, plane angle, solid angle, 

refractive index, relative permeability, mass fraction, friction factor, Mach number etc. 

Quantities of dimension one can also be numbers of entities like number of turns in a coil, 

number of molecules in a given sample, degeneracy (number of energy levels) in quantum 

mechanics and other. 

 Units 

Entity used to have a common reference to express a quantity of. 

Measurement unit 

Scalar quantity, defined and adopted by convention, with which any other quantity of the same 

kind can be compared to express the ratio of the two quantities as a number. Measurement units 

are designated by conventionally assigned names and symbols. Measurement units of quantities 

of the same dimension may be designated by the same name and symbol even when the 

quantities are not of the same kind. For example, kilometre per hour and km/h are respectively 

the name and symbol of both a measurement unit of distance and a unit time, which are 
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generally not considered to be quantities of the same kind. However, in some cases special 

measurement unit names are restricted to be used with quantities of specific kind only. For 

example, the unit 1/s is called hertz when used for frequencies and becquerel when used for 

activities of radionuclides. 

Measurement units of quantities of dimension one are numbers. In some cases, these units are 

given special names, e.g. radian, steradian, and decibel, or are expressed by quotients such as 

millmole per mole equal to 10-3 and microgram per kilogram equal to 10-9. For a given 

quantity, the short term ñunitò is often combined with the quantity name, such as ñmass unitò. 

Base unit 

Measurement unit that is adopted by convention for a base quantity. In each system of units 

there is only one base unit for each base quantity. In the SI, the metre is the base unit of length. 

The centimetre and the kilometre are also units of length, but they are not base units in the SI. 

A base unit may also serve for a derived quantity of the same dimension. Rainfall, when defined 

as areic volume (volume per area), has the metre as a coherent derived unit in the SI. For number 

of entities, the number one, symbol 1, can be regarded as a base unit in any system of units. 

Derived unit 

Measurement unit for a derived quantity. For example, the metre per second, symbol m/s, and 

the centimetre per second, symbol cm/s, are derived units of speed in the SI. The kilometre per 

hour, symbol km/h, is a unit of speed outside the SI but accepted for use with the SI. The knot, 

equal to one nautical mile per hour, is a unit of speed outside the SI. 

Coherent derived unit 

Derived unit that, for a given system of quantities and for a chosen set of base units, is a product 

of powers of base units with no other proportionality factor than one. Coherence can be 

determined only with respect to a particular system of quantities and a given set of base units. 

If the metre, the second, and the mole are base units, the metre per second is the coherent derived 

unit of velocity when velocity is defined by the quantity equation v = ds/dt, and the mole per 

cubic metre is the coherent derived unit of amount-of-substance concentration when amount-

of-substance concentration is defined by the quantity equation     c = n /V . The kilometre per 

hour and the knot, given as examples of derived units are not coherent derived units in such a 

system. The coherent derived unit for every derived quantity of dimension one in a given system 

of units is the number one, symbol 1. Name and symbol of the measurement unit one are 

generally not indicated. 

System of units 

Set of base units and derived units, their multiples and submultiples, and rules for their use. 

Coherent system of units 

System of units, based on a given system of quantities, in which the measurement unit for each 

derived quantity is a coherent derived unit. A system of units can be coherent only with respect 

to a system of quantities and the adopted base units. For a coherent system of units, numerical 

value equations have the same form as the corresponding quantity equations. 
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Off-system measurement unit 

Measurement unit that does not belong to a given system of units 

Example: 

¶ The electronvolt (about 1.602 16 Ĭ 10 -19 J) is an off-system measurement unit of 

energy with respect to the SI. 

¶ Day, hour, minute are off-system measurement units of time with respect to the SI. 

International System of Units - SI 

Coherent system of units based on the International System of Quantities, their names and 

symbols, and a series of prefixes and their names and symbols, together with rules for their use, 

adopted by the General Conference on Weights and Measures (CGPM). The SI is founded on 

the seven base quantities of the ISQ and the base units contained in the following table. 

Base quantity Base unit 

Name Name Symbol 

Length metre m 

Mass kilogram kg 

Time second s 

Electric current ampere A 

Thermodynamic temperature kelvin K 

Amount of substance mole mol 

Luminous intensity candela cd 

 

In quantity calculus, the quantity ónumber of entitiesô is often considered to be a base quantity, 

with the base unit one, symbol 1. For a full description and explanation of the International 

System of Units, see the current edition of the SI brochure published by the Bureau International 

des Poids et Mesures. 

Multiple of a unit 

Measurement unit obtained by multiplying a given measurement unit by an integer greater than 

one like the kilometre is a decimal multiple of the metre, and the hour is a non-decimal multiple 

of the second. 

Submultiple of a unit 

Measurement unit obtained by dividing a given measurement unit by an integer greater than 

one like the millimetre is a decimal submultiple of the metre, and for plane angle, the second is 

a non-decimal submultiple of the minute respectively. 
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Unit equation 

Unit equation is mathematical relationship relating base units, coherent derived units or other 

measurement units like: 

¶ [Q1] = [Q2] [Q3] where [Q1], [Q2], and [Q3] denote the measurement units of Q1, Q2, 

and Q3, respectively, provided that these measurement units are in a coherent system of units. 

¶ J = kg*m2 /s2 , where J, kg, m, and s are the symbols for the joule, kilogram, metre and 

second, respectively. 

¶ 1 km/h = (1/3.6) m/s. 

Conversion factor between units 

Conversion factor between units ratio of two measurement units for quantities of the same kind 

like: 

¶ km/m = 1000 and thus 1 km = 1000 m 

The measurement units may belong to different systems of units. 

¶ h/s = 3600 and thus 1 h = 3600 s; 

¶ (km/h)/(m/s) = (1/3.6) and thus 1 km/h = (1/3.6) m/s. 

 Quantity value 

Number and reference together expressing magnitude of a quantity. 

 A quantity value either is: 

¶ a product of a number and a measurement unit (the unit one is generally not indicated 

for quantities of dimension one), or 

¶ a number and a reference to a measurement procedure, or 

¶ a number and a reference material. 

 The number can be real or complex. A quantity value can be presented in more than one way. 

In the case of vector or tensor quantities, each component has a value as defined above. 

Numerical quantity value 

Numerical value of a quantity is number in the expression of a quantity value, other than any 

number serving as the reference. For quantities of dimension one, the reference is a 

measurement unit which is a number and this is not considered as a part of the numerical 

quantity value. 

For example, in an amount-of-substance fraction equal to 5 g/kg, the numerical value is 5 and 

the unit is g/kg. The unit g/kg is numerically equal to 0.001, but this number 0.001 is not part 

of the numerical quantity value that remains 5. 

For quantities that have a measurement unit, the numerical value {Q} of a quantity Q is 

frequently denoted {Q} = Q/[Q], where [Q] denotes the measurement unit like in the case for a 

mass value of 5 kg, the numerical value in kilograms is {m} = (5 kg)/kg = 5. 

Quantity calculus 
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Quantity calculus is set of mathematical rules and operations applied to quantities other than 

ordinal quantities. In quantity calculus, quantity equations are rather preferred to numerical 

value equations because quantity equations are independent of the choice of measurement units, 

whereas numerical value equations are not (see ISO 31-0:1992, subclause 2.2.2). 

Quantity equation 

Quantity equation is mathematical relationship between quantities in a given system of 

quantities, independent of measurement units. Generally, quantity equation is the same as 

formulas used in physics. For example: 

¶ Q1 = ɕ Q2 Q3 where Q1 , Q2 , and Q3 denote different quantities, and where ɕ is a 

numerical factor. 

¶ T = (1/2) mv2 , where T is the kinetic energy and v the speed of a specified particle of 

mass m. 

¶ n = I Ŀ t / F where n is the amount of substance of a univalent component, I is the electric 

current and t the duration of the electrolysis, and where F is the Faraday constant. 

Numerical quantity value equation 

Numerical quantity value equation is mathematical relationship relating numerical quantity 

values, based on a given quantity equation and specified measurement units. 

¶ In the quantity equation for kinetic energy of a object, T = (1/2) mv2 , if m = 5 kg and v 

= 4 m/s, then {T} = (1/2) Ĭ 5 Ĭ 42 is a numerical value equation giving the numerical value 40 

of T in joules. 

Ordinal quantity 

Quantity, defined by a conventional measurement procedure, for which a total ordering relation, 

according to magnitude, with other quantities of the same kind is defined, but for which no 

algebraic operations among those quantities are defined. Ordinal quantities can enter into 

empirical relations only and have neither measurement units nor quantity dimension. Ordinal 

quantities are arranged according to ordinal quantity scales. For example: 

¶ Wind speed on the Beaufort scale 

¶ Octane number for petroleum fuel 

¶ Earthquake strength on the Richter scale 

Quantity scale 

Ordered set of values of quantities of a given kind used in ranking, according to magnitude, 

quantities of the same kind like: 

¶ Celsius temperature scale 

¶ Time scale 

¶ Rockwell C hardness scale 

Ordinal quantity scale 

Also known as conventional reference scale. Quantity scale, defined by formal agreement, on 

which only comparison of magnitude applies and is used exclusively for ordinal quantities. An 
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ordinal quantity scale may be established by measurements according to a measurement 

procedure. 

True quantity value 

Quantity value consistent with the definition of a quantity. In the classical approach to 

describing measurement, a true quantity value is considered unique and, in practice, 

unknowable. Another approach is to recognize that, owing to the inherently incomplete amount 

of detail in the definition of a quantity, there is not a single true quantity value but rather a set 

of true quantity values consistent with the definition. Other approaches dispense altogether with 

the concept of true quantity value and rely on the concept of metrological compatibility of 

measurement results for assessing their validity. In the special case of a fundamental constant, 

the quantity is considered to have a single true quantity value. 

Conventional quantity value 

Quantity value attributed by agreement to a quantity for a given purpose. The term 

ñconventional true quantity valueò is sometimes used for this concept, but its use is discouraged. 

A conventional quantity value is only an estimate of a true quantity value. For example standard 

acceleration of free fall (formerly called óstandard acceleration due to gravityô) is gn = 9.806 65 

m/s2. 

 Nominal property 

Property of a phenomenon, body, or substance, that can be identical or not to a comparable 

property, but cannot be ordered with it according to magnitude. 

¶ Sex of a human being 

¶ Colour of a paint sample 

¶ Colour of a spot test in chemistry 

¶ ISO two-letter country code 

¶ Sequence of amino acids in a polypeptide 
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 Metrology: part 2 

Field of knowledge concerned with measurement. Metrology includes all theoretical and 

practical aspects of measurement, whatever the measurement uncertainty and field of 

application. 

 Measurand 

Quantity intended to be measured. The specification of a measurand requires description of the 

state of the phenomenon, body, or substance carrying the quantity, including any relevant 

component and the chemical entities involved. The measurement might change the 

phenomenon, body, or substance such that the quantity being measured may differ from the 

measured. In this case adequate correction is necessary. For example, the potential difference 

between the terminals of a battery may decrease when using a voltmeter with a significant 

internal conductance to perform the measurement. The open-circuit potential difference can be 

calculated from the internal resistances of the battery and the voltmeter. 

In chemistry, ñanalyteò, or the name of a substance or compound, are terms sometimes used for 

ómeasurandô. This usage is erroneous because these terms do not refer to quantities. In 

chemistry, the measurand can be a biological activity. 

 Measurement 

Process of experimentally obtaining one or more quantity values that can reasonably be 

attributed to a quantity. Measurement implies comparison of quantities or counting of entities. 

Measurement presupposes description of the quantity commensurate with the intended use of 

the measurement result, a measurement procedure, and a calibrated measuring system operating 

according to a specified measurement procedure. 

Measurement principle 

Phenomenon serving as the basis of a measurement. The phenomenon can be of a physical, 

chemical, or biological nature, like electromagnetic effect applied to the measurement of 

current, light absorption applied to the measurement of concentration, change of heart rate 

during exercise. 

Measurement method 

Generic description of a logical organization of operations used in a measurement. 

Measurement methods may be qualified in various ways such as: 

¶ substitution measurement method; 

¶ differential measurement method; 

¶ null measurement method; 

¶ direct measurement method; 

¶ indirect measurement method. 

Measurement procedure 

Detailed description of a measurement according to one or more measurement principles and 

to a given measurement method, based on a measurement model and including any calculation 
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to obtain a measurement result. A measurement procedure is usually documented in sufficient 

detail to enable an operator to perform a measurement. A measurement procedure can include 

a target measurement uncertainty. A measurement procedure is sometimes called a standard 

operating procedure, abbreviated SOP. 

Reference measurement procedure 

Measurement procedure accepted as providing measurement results fit for their intended use in 

assessing measurement trueness of measured quantity values obtained from other measurement 

procedures for quantities of the same kind, or in characterizing reference materials. 

Primary measurement procedure 

Measurement procedure used to obtain a measurement result without relation to a measurement 

standard for a quantity of the same kind. 

The Consultative Committee for Amount of Substance ï Metrology in Chemistry (CCQM) uses 

the term ñdirect primary method of measurementò for this concept. Definitions of two 

subordinate concepts, which could be termed ñdirect primary reference measurement 

procedureò and ñratio primary reference measurement procedureò, are given by the CCQM. 

Measurement result 

Set of quantity values being attributed to a measurand  together with any other available relevant 

information. A measurement generally provides information about the set of quantity values, 

such that some may be more representative of the measurand than others. This may be 

demonstrated in the form of a probability density function (PDF). A measurement result is 

generally expressed as a single measured quantity value and a measurement uncertainty. If the 

measurement uncertainty is considered to be negligible for some purpose, the measurement 

result may be expressed as a single measured quantity value. In many fields this is the common 

way of expressing a measurement result. 

In the traditional literature measurement result was defined as a value attributed to a measurand 

and explained to mean an indication, or an uncorrected result, or a corrected result, according 

to the context. 

Measurement accuracy 

In classical approach measurement accuracy is closeness of agreement between a measured 

quantity value and a true quantity value of the measurand. The concept ómeasurement accuracyô 

is not given a numerical value, but a measurement is said to be more accurate when it offers a 

smaller measurement uncertainty. Measures of measurement accuracy are found in ISO 5725. 

The term ñmeasurement accuracyò should not be used for ñmeasurement truenessò and the term 

ñmeasurement precision ñshould not be used for ñmeasurement accuracyò. 

In uncertainty approach measurement accuracy is closeness of agreement between measured 

quantity values that are being attributed to the measurand.  
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Measurement trueness 

Trueness of measurement mean closeness of agreement between the average of an infinite 

number of replicate measured quantity values and a reference quantity value. A reference 

quantity value can be a true quantity value of the measurand or an assigned quantity value of a 

measurement standard with negligible measurement uncertainty. Measurement trueness cannot 

be expressed numerically, but measures are given in ISO 5725. Measurement trueness is 

inversely related to only systematic measurement error. The term ñmeasurement truenessò 

should not be used for description of measurement accuracy and vice versa. 

Measurement precision 

Measurement precision is closeness of agreement between indications obtained by replicate 

measurements on the same or similar objects under specified conditions. Measurement 

precision is usually expressed numerically by measures of imprecision, such as standard 

deviation, variance, or coefficient of variation under the specified conditions of measurement. 

The óspecified conditionsô can be repeatability conditions of measurement, intermediate 

precision conditions of measurement, or reproducibility conditions of measurement. 

Measurement precision is used to define measurement repeatability, intermediate measurement 

precision, and measurement reproducibility. Sometimes ñprecisionò is erroneously used to 

mean measurement accuracy. 

Measurement error 

Error of measurement is difference of measured quantity value and reference quantity value. 

The error concept can be used when there is a single reference quantity value to refer to, which 

occurs if a calibration is made by means of a measurement standard of negligible measurement 

uncertainty or if a conventional quantity value is given, or if the measurand is supposed to be 

represented by a unique true quantity value or a set of true quantity values of negligible range. 

The sign of the difference must be noted. 

Measurement error should not be confused with production error or mistake. 

Systematic measurement error 

Systematic error is a component of measurement error that in replicate measurements remains 

constant or varies in a predictable manner. The reference quantity value for a systematic 

measurement error is a true quantity value, or a measured quantity value of a measurement 

standard of negligible measurement uncertainty, or a conventional quantity value. 

Systematic measurement error, and its causes, can be known or unknown. A correction can be 

applied to compensate for a known systematic measurement error. Systematic measurement 

error equals the difference of measurement error and random measurement error. 

Measurement bias  

A systematic measurement error on its estimate, with respect to a reference quantity value.  
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Random measurement error 

Random error is a component of measurement error that in replicate measurements varies in an 

unpredictable manner. The reference quantity value for a random measurement error is the 

average that would ensue from an infinite number of replicate measurements of the same 

measurand. Random measurement errors of a set of replicated measurements form a distribution 

that can be described by its variance, and has an expectation of zero. Random error equals the 

difference of error of measurement and systematic error of measurement. 

Measured quantity value 

Measured value is quantity value representing a measurement result. For a measurement 

involving replicate indications, each indication can be used to provide a corresponding 

measured quantity value. This set of individual measured quantity values can be used to 

calculate a resulting measured quantity value, usually with a decreased associated measurement 

uncertainty. 

When the range of the true quantity values believed to represent the measurand is small 

compared with the measurement uncertainty, a measured quantity value can be considered to 

be the best estimate of an essentially unique true quantity value and is often an average or 

median of individual measured quantity values obtained through replicate measurements. In the 

case where the range of the true quantity values believed to represent the measurand is not small 

compared with the measurement uncertainty, a measured value is often an estimate of an 

average or median of the set of true quantity values. Terms ñresult of measurementò and 

ñestimate of the value of the measurandò or just ñestimate of the measurandò are used for 

ñmeasured quantity valueò. 

  Measurement repeatability 

Measurement precision under a set of repeatability conditions of measurement. 

Repeatability condition of measurement 

Repeatability condition of measurement in a set of conditions that includes the same 

measurement procedure, same operators, same measuring system, same operating conditions 

and same location, and replicate measurements on the same or similar objects over a short 

period of time. In chemistry, the term óintra-serial precision condition of measurementô is 

sometimes used to designate this concept. 

 Intermediate measurement precision 

Measurement precision under a set of intermediate precision conditions of measurement. 

Intermediate precision condition of measurement 

This is a condition of measurement in a set of conditions that includes the same measurement 

procedure, same location, and replicate measurements on the same or similar objects over an 

extended period of time, but may include other conditions involving changes. The changes can 

include new calibrations, calibrators, operators, and measuring systems. A specification should 

contain the conditions changed and unchanged, to the extent practical. In chemistry, the termô 
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inter-serial intermediate precision condition of measurementô is sometimes used to designate 

this concept. 

 Measurement reproducibility 

Measurement precision under reproducibility conditions of measurement. 

Reproducibility condition of measurement 

Condition of measurement in a set of conditions that includes different locations, operators, 

measuring systems, and replicate measurements on the same or similar objects. The different 

measuring systems may use different measurement procedures. A specification should give the 

conditions changed and unchanged, to the extent practical. 

Measurement uncertainty 

Uncertainty of measurement is a parameter characterizing the dispersion of the quantity values 

being attributed to a measurand, based on the information used.  Measurement uncertainty 

includes components arising from systematic effects, such as components associated with 

corrections and the assigned quantity values of measurement standards, as well as the 

definitional uncertainty. Sometimes known systematic effects are not corrected for but are 

instead treated as uncertainty components. 

The parameter may be, for example, a standard deviation called standard measurement 

uncertainty (or a specified multiple of it), or the half-width of an interval, having a stated 

coverage probability. Measurement uncertainty comprises, in general, many components. Some 

of these may be evaluated by Type A evaluation of measurement uncertainty from the statistical 

distribution of the quantity values from series of measurements and can be characterized by 

experimental standard deviations. The other components, which may be evaluated by Type B 

evaluation of measurement uncertainty, can also be characterized by standard deviations, 

evaluated from probability density functions based on experience or other information. 

Type A evaluation of measurement uncertainty 

This is evaluation of a component of measurement uncertainty by a statistical analysis of 

quantity values obtained under defined measurement conditions. For various types of 

measurement conditions, see repeatability condition of measurement, intermediate precision 

condition of measurement and reproducibility condition of measurement. 

Type B evaluation of measurement uncertainty 

This is evaluation of a component of measurement uncertainty determined by means other than 

a Type A evaluation of measurement uncertainty like: 

¶ Evaluation based on information 

¶ Associated with authoritative published quantity values; 

¶ Associated with the quantity value of a certified reference material; 

¶ Obtained from a calibration certificate and incorporation of drift; 

¶ Obtained from the accuracy class of a verified measuring instrument; 

¶ Obtained from limits deduced through personal experience. 

Definitional uncertainty 
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Minimum measurement uncertainty resulting from the inherently finite amount of detail in the 

definition of a measurand. Any change in the descriptive detail of a measurand requires another 

model leading to another measurand having another definitional uncertainty. In some other 

literature the concept ódefinitional uncertaintyô is termed ñintrinsic uncertaintyò. 

Standard measurement uncertainty 

Standard uncertainty is measurement uncertainty expressed as a standard deviation. 

Combined standard measurement uncertainty 

Standard measurement uncertainty that is obtained from the measurement results of the input 

quantities in a measurement model. 

Uncertainty budget 

Statement of a measurement uncertainty, of the components of that measurement uncertainty, 

and of their calculation and combination. The uncertainty budget should include the 

measurement model, estimates and measurement uncertainties of the quantities in the 

measurement model, covariances, type of applied probability density functions, degrees of 

freedom, type of evaluation of measurement uncertainty, and any coverage factor. 

Target measurement uncertainty 

Measurement uncertainty specified as a goal or optimum and decided on the basis of the 

intended use of measurement results. 

Expanded measurement uncertainty 

Product of a combined standard measurement uncertainty and a factor larger than the number 

one. Expanded measurement uncertainty is termed ñoverall uncertaintyò and also simply 

ñuncertaintyò in documents. The term ófactorô in this definition refers to a coverage factor. 

 Coverage interval, probality and factor 

Coverage interval  

This is interval containing the set of true quantity values of a measured with a stated probability, 

based on the information available. A coverage interval does not need to be centred on the 

measured quantity value. A coverage interval should not be termed óconfidence intervalô to 

avoid confusion with the statistical concept. A coverage interval can be derived from an 

expanded measurement uncertainty. 

Coverage probability 

Probability that the set of true quantity values of a measurand is contained within a specified 

coverage interval. This definition pertains to the Uncertainty Approach. The coverage 

probability is also termed as ñlevel of confidenceò. 

Coverage factor 

Number larger than one by which a combined standard measurement uncertainty is multiplied 

to obtain an expanded measurement uncertainty. 
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 Calibration 

Operation that, under specified conditions, in a first step establishes a relation between the 

quantity values with measurement uncertainties provided by measurement standards and 

corresponding indications with associated measurement uncertainties and, in a second step, uses 

this information to establish a relation for obtaining a measurement result from an indication. 

A calibration may be expressed by a statement, calibration function, calibration diagram, 

calibration curve, or calibration table. In some cases, it may consist of an additive or 

multiplicative correction of the indication with associated uncertainty. Calibration should not 

be confused with adjustment of a measuring system, often mistakenly called óself-calibrationô, 

nor with verification of calibration. Sometimes the first step alone in the above definition is 

perceived as being calibration. 

Calibration hierarchy 

Sequence of calibrations from a stated reference to the final measuring instrument or measuring 

system, where the outcome of each calibration depends on the outcome of the previous 

calibration. Be aware that measurement uncertainty necessarily increases along the sequence of 

calibrations. The elements of a calibration hierarchy are one or more measurement standards or 

calibrators and measuring systems operated according to measurement procedures. For this 

definition, the óstated referenceô can be a definition of a measurement unit through its practical 

realization, or a measurement procedure, or a measurement standard. 

A comparison between two measurement standards may be viewed as a calibration if the 

comparison is used to check and, if necessary, correct the quantity value and measurement 

uncertainty attributed to one of the measurement standards. 

 Metrological traceability 

Property of a measurement result whereby the result can be related to a stated reference through 

a documented unbroken chain of calibrations, each contributing to the measurement 

uncertainty. For this definition, a óstated referenceô can be a definition of a measurement unit 

through its practical realization, or a measurement procedure including the measurement unit 

for a non-ordinal quantity, or a measurement standard. Metrological traceability requires an 

established calibration hierarchy. Specification of the stated reference must include the time at 

which this reference was used, along with any other relevant metrological information about 

the reference, such as when the first calibration in the calibration hierarchy was performed. 

For measurements with more than one input quantity in the measurement model, each of the 

input quantities should itself be metrologically traceable and the calibration hierarchy involved 

may form a branched structure or a network. The effort involved in establishing metrological 

traceability for each input quantity should be commensurate with its relative contribution to the 

measurement result. 

Metrological traceability by itself does not ensure adequate measurement uncertainty or 

absence of mistakes. A comparison between two measurement standards may be viewed as a 

calibration if the comparison is used to check and, if necessary, correct the quantity value and 

measurement uncertainty attributed to one of the measurement standards. 
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The abbreviated term ñtraceabilityò is sometimes used for ómetrological traceabilityô as well as 

for other concepts, such as ósample traceability' or ódocument traceabilityô or óinstrument 

traceabilityô, where the history (ótraceô) of an item is meant. Therefore, the full term is preferred. 

Metrological traceability chain 

Sequence of measurement standards and calibrations that is used to relate a measurement result 

to a stated reference. A metrological traceability chain is defined through a calibration 

hierarchy. The metrological traceability chain is used to establish metrological traceability of 

the measurement result. 

Metrological traceability to a measurement unit 

Metrological traceability where the stated reference is the definition of a measurement unit 

through its practical realization. The expression ótraceability to the SIô means metrological 

traceability to a measurement unit of the International System of Units. 

  Verification and validation  

Verification 

Provision of objective evidence that a given item fulfils specified requirements, taking any 

measurement uncertainty into consideration. 

For example: 

¶ Confirmation that a given reference material as claimed is homogeneous for the quantity 

and measurement procedure concerned, down to a test portion having a mass of 10 mg; 

¶ Confirmation that stated performance properties or legal requirements of a measuring 

system are achieved; 

¶ Confirmation that a stated target measurement uncertainty can be met. 

The item to verify may be, e.g., a process, measurement procedure, material, compound, or 

measuring system. 

The specified requirements may be, e.g., that a manufacturerôs specifications are met. 

In legal metrology, verification pertains to the examination and marking and/or issuing of a 

verification certificate for a measuring instrument. Verification should not be confused with 

calibration or validation. 

In chemistry, verification of identity of entity involved, or of activity, requires a description of 

the structure or properties of that entity or activity. 

Validation  

This is verification, where the specified requirements are adequate for a stated use. For example, 

a measurement procedure, ordinarily used for the measurement of nitrogen concentration in 

water, may be validated also for the measurement of nitrogen concentration in human serum. 

 Metrological comparability of measurement results 

This is comparability of measurement results that are metrologically traceable to the same 

reference like measurement results, for the distances from Earth to Moon and from Paris to 

London, are comparable when they are both metrologically traceable to the same measurement 

unit, for instance the metre. 



45 

 

Metrological comparability of measurement results does not necessitate that the measured 

quantity values and associated measurement uncertainties compared are of the same order of 

magnitude. 

 Metrological compatibility of measurement results 

Property of all pairs of measurement results for a specified measurand such that the absolute 

value of the difference of the measured quantity values is smaller than some chosen multiple of 

the standard measurement uncertainty of that difference. Metrological compatibility of 

measurement results replaces the traditional concept of ñstaying within the errorò, as it 

represents the criterion for deciding whether two measurement results refer to the same 

measured or not. If in a set of measurements of a measurand, thought to be constant, a 

measurement result is not compatible with the others, either the measurement was not correct 

(e.g. its measurement uncertainty was assessed as being too narrow) or the measured quantity 

changed between measurements. 

Correlation between the measurements influences metrological compatibility. If the 

measurements are completely uncorrelated, the standard measurement uncertainty of their 

difference is equal to the root mean square sum of their standard measurement uncertainties, 

while it is lower for positive covariance or higher for negative covariance. 

 Measurement model and measurement function  

Measurement model  

Mathematical relation among all quantities known to be involved in a measurement. A general 

form of the measurement model is the equation h ( Y , X1 , ... , Xn ) = 0 , where Y , the output 

quantity in the measurement model, is the measured that is to be inferred from information 

about input quantities in the measurement model X1 , ... , Xn . 

In more complex cases where there are two or more output quantities, the measurement model 

consists of more than one equation. 

Measurement function 

Function of quantities, the value of which, when calculated using known quantity values for the 

input quantities in a measurement model, is a measured quantity value of the output quantity in 

the measurement model. 

If the measurement model h ( Y , X1 , ... , Xn ) = 0 can explicitly be written as Y = f ( X1 , ... , 

Xn ), where Y is the output quantity in the measurement model, the function f is the 

measurement function. More generally, f may symbolize an algorithm, yielding for input 

quantity values x1 , ... , xn a corresponding unique output quantity value y = f ( x1 , ... , xn ) . 

The measurement function is also used to calculate the measurement uncertainty associated 

with the measured quantity value of Y. 

Input quantity in a measurement model 

Quantity that must be measured, or a quantity, the value of which can be otherwise obtained, in 

order to calculate a measured quantity value of a measurand. For example, when the length of 

a rod is being measured, temperature, length, and the linear thermal expansion coefficient of 
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the rod are input quantities in a measurement model. An input quantity in a measurement model 

often is an output quantity of a measuring instrument or measuring system. 

Output quantity in a measurement model 

Quantity, the measured value of which is calculated using the values of input quantities in a 

measurement model 

 Influence quantity 

Quantity that, in a direct measurement, does not affect the quantity that is actually measured, 

but affects the relation between the indication and the measurement result. 

For example: 

¶ Frequency in the direct measurement with an ammeter of the constant amplitude of an 

alternating current; 

¶ Amount-of-substance concentration of bilirubin in a direct measurement of 

haemoglobin amount-of-substance concentration in human blood plasma; 

¶ Temperature of a micrometer used for measurement of length of a rod, but not the 

temperature of the rod itself which may enter in the definition of the measurand; 

¶ Background pressure in the ion source of a mass spectrometer during a measurement of 

amount-of-substance fraction. 

An indirect measurement involves a combination of direct measurements, each of which may 

be affected by influence quantities. 

  Correction 

Modification, applied to a measured quantity value, to compensate for a known systematic 

effect. The modification can take different forms, such as an added or a factor, or can be 

deduced from a table. 

 Blank indication 

Indication obtained from a phenomenon, body, or substance similar to the one under 

investigation, but for which the quantity of interest is assumed to have zero value. 
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 Metrology: part 3 

 Measuring instrument  

Device used for making measurements, alone or in conjunction with supplementary device(s). 

A measuring instrument alone may be considered to be a measuring system. A measuring 

instrument may be an indicating measuring instrument or a material measure. 

Measuring system 

Set of one or more measuring instruments and often other devices, including any reagent and 

supply, assembled and adapted to give measured quantity values within specified intervals for 

quantities of specified kinds. A measuring system may consist of only one measuring 

instrument. 

Indicating measuring instrument 

Measuring instrument providing an output signal carrying information about the value of the 

quantity being measured like ammeter, micrometre, thermometer etc. An indicating measuring 

instrument may provide a record of its indication. The output signal may be presented in visual 

or acoustic form. It may also be transmitted to one or more other devices. 

Displaying measuring instrument 

Indicating measuring instrument where the output signal is presented in visual form. 

Scale of a displaying measuring instrument 

Part of a displaying measuring instrument, consisting of an ordered set of marks together with 

any associated numbers or quantity values. 

 Material measure 

Measuring instrument reproducing or supplying, in a permanent manner during its use, 

quantities of one or more given kinds, each with an assigned value. The indication of a material 

measure is its assigned value. 

Examples of material measure: 

¶ weight piece; 

¶ volume measure (supplying one or several quantity values, with or without a quantity 

scale); 

¶ standard electric resistor; 

¶ line scale (ruler); 

¶ gauge block; 

¶ standard signal generator. 

Measuring transducer 

Device, used in measurement, that provides an output quantity having a specified relation to 

the input quantity like thermocouple, current transformer, strain gauge, pH electrode, Bourdon 

tube, bimetal strip and others. 
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 Sensor 

Element of a measuring system that is directly affected by the phenomenon, body, or substance 

carrying the quantity to be measured. 

For example: 

¶ Sensing coil of a platinum resistance thermometer; 

¶ Rotor of a turbine flow meter; 

¶ Bourdon tube of a pressure gauge; 

¶ Float of a level-measuring instrument; 

¶ Photocell of a spectrometer; 

¶ Thermotropic liquid crystal which changes colour as a function of temperature. 

In some fields the term "detector" is used for this concept. 

 Detector 

Device or substance that indicates the presence of a phenomenon, body, or substance when a 

threshold value of an associated quantity is exceeded. Such devices are halogen leak detector 

or litmus paper and others. 

In some fields the term ñdetectorò is used for the concept of sensor. In chemistry the term 

ñindicatorò is frequently used for this concept. 

 Measuring chain 

Series of elements of a measuring system constituting a single path of the signal from the sensor 

to the output element like an electro-acoustic measuring chain comprising a microphone, 

attenuator, filter, amplifier, and voltmeter or a mechanical measuring chain comprising a 

Bourdon tube, system of levers, and mechanical dial.  

Adjustment of a measuring system 

Set of operations carried out on a measuring system in order that it provide prescribed 

indications corresponding to given values of the quantity to be measured. Types of adjustment 

include zero adjustment of a measuring system, offset adjustment, and span adjustment 

(sometimes called gain adjustment). 

Adjustment of a measuring system should not be confused with calibration. After an 

adjustment, a measuring system usually must be recalibrated. 

Zero adjustment of a measuring system 

Adjustment of a measuring system providing a null indication corresponding to a null value of 

the quantity to be measured.  

 Indication 

Quantity value provided by a measuring instrument or a measuring system. The indication may 

be presented in visual or acoustic form or may be transferred to another device. The indication 

is often given by the position on the display for analog outputs, the displayed or printed number 

for digital outputs, the code pattern for code outputs, or the assigned quantity value for material 
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measures. The indication and the value of the quantity being measured are not necessarily 

values of quantities of the same kind. 

Indication interval 

Set of quantity values bounded by the extreme possible indications. An indication interval is 

usually stated in terms of its smallest and greatest quantity values, for example, 99 V to 201 V. 

In some fields the term is órange of indicationsô. 

Nominal indication interval 

Set of quantity values, bounded by rounded or approximate extreme indications, obtainable 

with a particular setting of the controls of a measuring instrument or measuring system and 

used to designate this setting. A nominal indication interval is usually stated as its smallest and 

greatest quantity values, for example, ñ100 V to 200 V". Where one of the extreme quantity 

values is zero, the nominal indication interval is sometimes stated solely as the greatest quantity 

value, for example a nominal indication interval of 0 V to 100 V is expressed as ñ100 Vò. In 

some fields the term is ñnominal rangeò. 

Range of a nominal indication interval 

Absolute value of the difference between the extreme quantity values of a nominal indication 

interval. For a nominal indication interval of ī10 V to +10 V, the range of the nominal 

indication interval is 20 V. Range of a nominal indication interval is sometimes termed ñspan 

of a nominal intervalò. 

Nominal quantity value 

Rounded or approximate value of a characterizing quantity of a measuring instrument or 

measuring system that provides guidance for their appropriate use. 

For example: 

¶ 100 ɋ as the nominal quantity value marked on a standard resistor; 

¶ mol/l as the nominal quantity value for amount-of-substance concentration of a solution 

of hydrogen chloride, HCl; 

¶ 40 ÁC as a maximum Celsius temperature for storage. 

The term ñnominal valueò is also used for ónominal property valueô. 

Measuring interval or working interval 

Set of values of the quantities of the same kind that can be measured by a given measuring 

instrument or measuring system with specified instrumental uncertainty, under defined 

conditions. 

In some fields the term is ñmeasuring rangeò or ñmeasurement rangeò. The lower limit of a 

measurement interval should not be confused with the detection limit of the measuring 

instrument. 

Steady state condition 

Operating condition of a measuring instrument or measuring system in which the calibration 

remains valid for a measurand varying with time. 
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 Rated operating condition 

Condition that must be fulfilled during measurement in order that a measuring instrument or 

measuring system perform as designed. The rated operating condition generally specifies 

intervals of values for the quantity being measured and for any influence quantity. 

Limiting condition 

Extreme condition that a measuring instrument or measuring system is required to withstand 

without damage, and without degradation of specified metrological properties, when it is 

subsequently operated under its rated operating conditions. 

Limiting conditions for storage, transport or operation can differ. Limiting conditions can 

include limiting values of the quantity being measured and of any influence quantity. 

Reference condition 

This separates two different cases. For performance evaluation this is condition of use 

prescribed for evaluating the performance of a measuring instrument or measuring system or 

for comparison of measurement results. For instrumental uncertainty this is condition of use for 

a measuring instrument or measuring system, under which the specified instrumental 

uncertainty is the smallest possible. A reference condition specifies an interval of values of the 

measurand and of the influence quantities. 
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 Metrology: part 4 

 Sensitivity 

Quotient of the change in the indication and the corresponding change in the value of the 

quantity being measured. The sensitivity can depend on the value of the quantity being 

measured. The change considered in the value of the quantity being measured must be large 

compared with the resolution. 

 Selectivity of a measuring system 

Selectivity is capability of a measuring system, using a specified measurement procedure, to 

provide measurement results, for one or more measurands, that do not depend on each other 

nor on any other quantity in the system undergoing measurement. 

For example: 

¶ Capability of a measuring system including a mass spectrometer to measure the ion 

current ratio generated by two specified compounds without disturbance by other specified 

sources of electric current. 

¶ Capability of a measuring system to measure the power of a signal component at a given 

frequency without being disturbed by signal components or other signals at other frequencies. 

¶ Capability of a receiver to discriminate between a wanted signal and unwanted signals, 

often having frequencies slightly different from the frequency of the wanted signal. 

¶ Capability of a measuring system for ionizing radiation to respond to a radiation to be 

measured in the presence of concomitant radiation. 

¶ Capability of a measuring system to measure the amount-of-substance concentration of 

creaininium in blood plasma by a Jaff®-procedure without interference from the glucose, urate, 

ketone, and protein concentrations. 

¶ Capability of a mass spectrometer to measure the amount-of-substance abundance of 

the 28Si isotope in silicon from a geological deposit. 

In physics, there is only one measurand, the other quantities are of the same kind as the 

measurand, and they are input quantities to the measuring system. In chemistry, the measured 

quantities often involve different components in the system undergoing measurement and these 

quantities are not necessarily of the same kind. In chemistry, selectivity of a measuring system 

is usually obtained for quantities with selected components in concentrations within stated 

intervals. Selectivity as used in physics is a concept close to specificity as it is sometimes used 

in chemistry. 

  Resolution 

Resolution is smallest change in a quantity being measured that causes a perceptible change in 

the corresponding indication of for displaying devices smallest difference between indications 

that can be meaningfully distinguished. The resolution can depend on, for example, noise 

(internal or external) or friction. It may also depend on the value of the quantity being measured. 
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 Discrimination threshold 

Largest change in the value of a quantity being measured that causes no detectable change in 

the corresponding indication. The discrimination threshold may depend on, for example, noise 

(internal or external) or friction. It can also depend on the value of the quantity being measured 

and how the change is applied. 

 Dead band 

Maximum interval through which the value of a quantity being measured can be changed in 

both directions without producing a detectable change in the corresponding indication. The 

dead band can depend on the rate of change. 

 Detection limit 

In chemistry measured quantity value, obtained by a given measurement procedure, for which 

the probability of falsely claiming the absence of a component in a material is ɓ, given a 

probability Ŭ of falsely claiming its presence. In some literature the abbreviation LOD is used. 

Default values recommended for Ŭ and ɓ equal to 0.05. 

 Stability 

Ability of a measuring instrument or measuring system to maintain its metrological properties 

constant with time. Stability may be quantified in several ways like in terms of the duration of 

a time interval over which a metrological property changes by a stated amount or in terms of 

the change of a property over a stated time interval. 

 Instrumental drift 

Continuous change in an indication, related neither to a change in the quantity being measured 

nor to a change of any recognized influence quantity. For a material measure, the drift is a 

change of the value of the supplied quantity that is not due to a change of any recognized 

influence quantity. 

 Variation due to an influence quantity 

Difference of the indications for the same measured quantity value, or of the quantity values 

supplied by a material measure, when an influence quantity assumes successively two different 

quantity values. 

 Step response time 

Duration between the instant when an input quantity value of a measuring instrument or 

measuring system is subjected to an abrupt change between two specified constant quantity 

values and the instant when the corresponding indication settles within specified limits around 

its final steady value. 

 Instrumental uncertainty 

Component of measurement uncertainty arising from the measuring instrument or measuring 

system in use, and obtained by its calibration. Information relevant to instrumental uncertainty 

may be given in the instrument specifications. 
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  Accuracy class 

Class of measuring instruments that meet stated metrological requirements that are intended to 

keep measurement errors or instrumental uncertainties within specified limits under specified 

operating conditions. An accuracy class is usually denoted by a number or symbol adopted by 

convention. A related concept is measurement accuracy. Measuring instrument includes 

material measure. 

 Maximum permissible error 

Extreme value of the measurement error, with respect to a known reference quantity value, 

permitted by specifications or regulations for a given measurement, measuring instrument, or 

measuring system. Generally, the two extreme values are taken together and are termed 

ómaximum permissible errorsô or ólimits of errorô. The term ñtoleranceò should not be used to 

designate ómaximum permissible errorô. 

Datum error 

Measurement error, with respect to a known reference quantity value, of a measuring instrument 

or measuring system at a specified measured quantity value. 

Zero error 

Datum error for zero measured quantity value. 

  Null measurement uncertainty 

Measurement uncertainty for zero measured quantity value. The null measurement uncertainty 

is associated with a null or near zero indication and covers the interval where one does not know 

whether the measurand is too small to be detected or the signal of the measuring instrument is 

due only to noise. 
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 Metro logy: part 5 

 Calibration diagram 

Graphical expression of the relation between indication and corresponding measurement result. 

A calibration diagram is the strip of the plane defined by the axis of the indication and the axis 

of measurement result, that represents the response of the measuring instrument to different 

measured quantity values. A one-to-many relation is given, and the width of the strip for a given 

indication provides the instrumental uncertainty. Alternative expressions of the relation include 

a calibration curve and associated measurement uncertainty, a calibration table, or a set of 

functions. This concept pertains to a calibration when the instrumental uncertainty is large in 

comparison with the measurement uncertainties of the measurement standards. 

Calibration curve 

Expression of the relation between indication and corresponding measured quantity value. A 

calibration curve expresses a one-to-one relation that does not supply a measurement result as 

it bears no information about the measurement uncertainty. 

 Measurement standard 

Realization of the definition of a given quantity, with stated quantity value and measurement 

uncertainty, used as a reference. 

For example: 

¶ 1 kg mass standard; 

¶ 100 ɋ standard resistor; 

¶ caesium frequency standard; 

¶ standard hydrogen electrode; 

¶ set of reference solutions of cortisol in human serum having certified concentrations and 

measurement uncertainties of cortisol; 

¶ reference material providing certified values with measurement uncertainties for the 

mass concentration of each of ten different proteins. 

The ñrealization of the definition of a given quantityò can be provided by a measuring system, 

a material measure, or a certified reference material. A measurement standard is frequently used 

as a reference to assign measurement results to other quantities of the same kind, thereby 

establishing metrological traceability through calibration of other measuring standards, 

measuring instruments, or measuring systems. In many cases, measurement standards are 

realizations of the definition of a measurement unit. The standard measurement uncertainty 

associated with a measurement standard is always a component of the combined standard 

measurement uncertainty in a measurement result obtained using the measurement standard. 

Frequently, this component is small compared with other components of the combined standard 

uncertainty. 

Several quantities of the same kind or of different kinds may be realized in one device which is 

commonly also called a measurement standard. 
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The word ñembodimentò is sometimes used in the English language instead of ñrealizationò. In 

science and technology, the English word ñstandardò is used with two different meanings: as a 

widely adopted written standard, specification, technical recommendation or similar document 

(in French ñnormeò) and as a measurement standard (in French ñ®talonò). The quantity value 

and measurement uncertainty must be ensured at the time when the measurement standard is 

used. 

International measurement standard 

Measurement standard recognized by signatories to an international agreement and intended to 

serve worldwide. 

National measurement standard 

Measurement standard recognized by national authority to serve in the country. 

Primary measurement standard 

Measurement standard whose quantity value and measurement uncertainty are established 

using a primary measurement procedure. For example:   

¶ Primary measurement standard of amount-of-substance concentration prepared by 

dissolving a known amount of substance of a chemical component to a known volume of 

solution. 

¶ Primary measurement standard for pressure based on separate measurements of force 

and area. 

¶ Primary measurement standard for isotope amount-of-substance ratio measurements, 

prepared by mixing known amount of substance of specified isotopes.  

Secondary measurement standard 

Measurement standard whose quantity value and measurement uncertainty are assigned through 

calibration with respect to a primary measurement standard for a quantity of the same kind. The 

relation may be obtained directly between the primary measurement standard and the secondary 

measurement standard, or involve an intermediate measuring system calibrated by the primary 

measurement standard and assigning a measurement result to the secondary measurement 

standard. A measurement standard having its quantity value assigned by a ratio primary 

measurement procedure is a secondary measurement standard. 

Reference measurement standard 

Measurement standard designated for the calibration of working measurement standards for 

quantities of a given kind in a given organization or at a given location. 

Working measurement standard 

Measurement standard that is used routinely to calibrate or verify measuring instruments or 

measuring systems. A working measurement standard is usually calibrated with respect to a 

reference measurement standard. Working measurement standard is also named as ñcheck 

standardò or ñcontrol standardò. 

Travelling measurement standard 
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Measurement standard, sometimes of special construction, intended for transport between 

different locations like a portable battery-operated caesium-133 frequency standard. 

Transfer device 

Device used as an intermediary to compare measurement standards. Sometimes, measurement 

standards are used as transfer devices. 

Intrinsic measurement standard 

Measurement standard based on a property of a phenomenon or substance, sufficiently stable 

and reproducible for its intended use. For example: 

¶ Triple-point-of-water cell as an intrinsic measurement standard of thermodynamic 

temperature; 

¶ Intrinsic measurement standard of electric potential difference based on the Josephson 

effect; 

¶ Intrinsic measurement standard of electric resistance based on the quantum Hall effect; 

¶ Sample of copper as an intrinsic standard of electric conductivity. 

The quantity value of an intrinsic measurement standard is assigned by consensus and does not 

need to be established by relating it to another measurement standard of the same type. Its 

measurement uncertainty is determined by considering two components - that associated with 

its consensus quantity value and that associated with its construction, implementation and 

maintenance. An intrinsic measurement standard usually consists of a system produced 

according to the requirements of a consensus procedure and subject to periodic verification. 

The consensus procedure may contain provisions for application of corrections necessitated by 

the implementation. Intrinsic measurement standards that are based on quantum phenomena 

usually have outstanding stability. 

The adjective óintrinsicô does not mean that this measurement standard may be implemented 

and used without special care or that this measurement standard is immune to spurious effects. 

Conservation of a measurement standard 

Also named as maintenance of a measurement standard is set of operations necessary to 

preserve the metrological properties of a measurement standard within stated limits. 

Conservation commonly includes periodic verification of predefined metrological properties or 

calibration, storage under suitable conditions, and specified care in use.  

Calibrator 

Measurement standard used in calibration.  

 Reference material 

Material, sufficiently homogeneous and stable regarding one or more properties, used in 

calibration, in assignment of a value to another material, or in quality assurance. óReference 

materialô comprises materials embodying quantities as well as nominal properties. Examples 

allowing to understand what is reference material describing quantities: 

¶ Water of stated purity, the dynamic viscosity of which is used to calibrate viscometers; 
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¶ Human serum without an assigned quantity value for the concentration of the inherent 

cholesterol, used only as a measurement precision control material; 

¶ Fish tissue containing a stated mass fraction of a dioxin, used as a calibrator. 

Examples of reference materials describing properties: 

¶ Colour chart indicating one or more specified colours; 

¶ DNA compound containing a specified nucleic acid sequence; 

¶ Urine containing androstenedione. 

In this definition, ñvalueò covers both quantity value and ónominal property valueô. Reference 

materials with or without assigned quantity values can be used for precision control whereas 

only reference materials with assigned quantity values can be used for calibration or 

measurement trueness control. 

Some reference materials have quantities that are metrologically traceable to a measurement 

unit outside a system of units. Such materials include vaccines to which International Units (IU) 

have been assigned by the World Health Organization. 

The specifications of a reference material should include its material traceability, indicating its 

origin and processing. In a given measurement, a reference material can only be used for either 

calibration or quality assurance. A reference material is sometimes incorporated into a specially 

fabricated device. 

For example: 

¶ Substance of known triple-point in a triple-point cell; 

¶ Glass of known optical density in a transmission filter holder; 

¶ Spheres of uniform particle size mounted on a microscope slide; 

¶ Array of Josephson junctions. 

 

2.6.3.1 Certified reference material 

Reference material, accompanied by documentation issued by an authoritative body and 

referring to valid procedures used to obtain a specified property value with uncertainty and 

traceability. For example, human serum with assigned quantity value for the concentration of 

cholesterol and associated measurement uncertainty stated in an accompanying certificate, used 

as calibrator or measurement trueness control material. Certified reference material has 

enclosed documentation in the form of a ócertificateô. Valid procedures for the production and 

certification of certified reference materials are given in standards documentation. 

In this definition, ñuncertaintyò covers both ómeasurement uncertaintyô and óuncertainty of a 

nominal property valueô, such as for identity and sequence, expressed as probabilities. 

ñTraceabilityò covers both ómetrological traceabilityó of a quantity value and ótraceability of a 

nominal property value'. 

óCertified reference materialô is a specific concept under óreference materialô.  Specified 

quantity values in certified reference materials require metrological traceability with associated 

measurement uncertainty. 
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2.6.3.2 Commutability of a reference material 

Property of a reference material, demonstrated by the closeness of agreement between the 

relation among the measurement results for a stated quantity in this material, obtained according 

to two given measurement procedures, and the relation obtained among the measurement results 

for other specified materials. The reference material in question is usually a calibrator and the 

other specified materials are usually routine samples. The measurement procedures referred to 

in the definition are the one preceding and the one following the reference material (calibrator) 

in question in a calibration hierarchy. The stability of commutable reference materials is 

monitored regularly. 

 Reference data 

Data that is critically evaluated and verified, obtained from an identified source, and related to 

a property of a phenomenon, body, or substance, or a system of components of known 

composition or structure. For example, data for solubility of chemical compounds. ñDataò is 

commonly used in the singular sense, instead of ñdatumò. 

Standard reference data 

Reference data issued by a stated recognized authority. 

Reference quantity value 

Quantity value, generally accepted as having a suitably small measurement uncertainty, to be 

used as a basis for comparison with values of quantities of the same kind. A reference quantity 

value with associated measurement uncertainty is usually referred to: 

¶ A material, e.g. a certified reference material; 

¶ A device, e.g. a stabilized laser; 

¶ A reference measurement procedure; 

¶ A comparison of measurement standards. 

A reference quantity value must be metrologically traceable. 
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 Classification of measurement errors: part 1 

 Measurement error 

We all every day perform measurements. Beginning with rough estimation of distance to 

something, and ending with application of precise instruments. What makes difference? Error, 

fault, precision, accuracy etc. In Chapter 1 we met many expressions defining exact thing. When 

we perform measurement, it is actually an experiment of physics. At least it can be treated so. 

We all know that two species of science - physics and mathematics, go together hand-by-hand. 

We express physics with mathematical formulas. When we cannot perform straight experiment, 

it is possible to apply equivalent model a get desired result. It is usually assumed, that measured 

result is accurate and satisfy our requirements. However, it is not true, never was and won't be 

in the future. We simply sacrifice quality of measurement to ease of use. Where is the difference 

ï all mathematical calculations are exact. If done properly, they do not contain error. If we are 

able to calculate that distance is 1 meter, then it is. If we do physical experiment and apply 

instrument, then acquired result contains error. It is expressed as difference between obtained 

value X and reference value X0. 

ȹ = X ï X0                              (2.1) 

Volume of this error relate to accuracy of the applied instrument. You might say: ñOk, I have a 

ruler exactly one-meter-long so I can measure everything within that meter!ò Yes, You can with 

some accuracy and that should be kept in mind. This is one of direct measurements that give 

desired information within certain error range. If 1 m long ruler have 1mm divisions on it, so 

we can assume, that everything we measure has accuracy of one millimetre. And how about 

things we cannot measure directly? Indirect measurements are that for. And that's it. There is 

no other type of measurements in the world ï direct and indirect only. 

So when we perform measurement, it depends of instrument accuracy and external components 

like temperature, humidity, pressure, magnetic flux, ionizing radiation etc. Basically, is the tool 

we use affected by any external event and how much? For example, one-meter-long ruler in 

room temperature appear to be longer than in South pole during Antarctic winter. The same 

relate also to indirect measurements where we should take in account all influences to tools we 

use for measurements to obtain data for calculation of desired value. 

So in scientific measurements it is mandatory to provide total error of obtained result. For 

example, L= (1000Ñ1) mm. 

Now you might have question, how many digits should the measurement contain, how many 

are for error. Every value contains so called significant digits. Those, who are specifying the 

value where last one is one that contains error. If we have leading zeroes before one, they cannot 

be treated as significant unless two digits are taken for absolute error. For example: 

Number Count of significant digits 

1000 4 

800*10 3 
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9*103 1 

0,2*104 1 

0,03*105 1 

From perspective of mathematics, all digits are significant however with physical 

measurements it is not true. Where is difference ï if we use values without specifying absolute 

error, then it means Ñ1 of last significant digit. From here it is clearly visible, that it is not 

possible to measure a value with tool that has smallest division equal to it or larger. However 

technically it is possible to measure distance of 1 mm with 1 m long ruler with 1 mm divisions, 

from metrology perspective such measurement should be treated as failure and discarded. 

Another important thing is how measured value is expressed. 

Let's take for example 

Value Accuracy 

1234 mm 1 mm 

200*101 mm 1 cm 

5*103 mA 1 A 

0,2*104 mV 1 V 

0,08*105 m ɋ 1 ɋ 

 

When physical values are measured, it is not allowed to display value without absolute error 

rounded to one or two significant digits. Always keep in mind, that dimension of absolute value 

is the same as for measurement. 

Samples of measurement value display: 

I = 3,45 Ñ 0,4 ï bad format. Should be 3,5 Ñ 0,4 

I = 3,45 Ñ 0,15 ï correct, two significant digits used 

U = 127,5 Ñ 0,04 ï bad format. Should be 127,50 Ñ 0,04 ï tailing zero added to keep range 

Z = 1024,7 Ñ 40 ï bad format. Should be (100Ñ4)*10. 

 

 Absolute error 

Till now only one component of absolute error is mentioned ï smallest division of instruments 

scale. Confusion about measurement value equal to smallest division is reasonable and that's 

why absolute error (ȹ), named also as margin of error, actually contains several components. 

They are: 
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ȹ = ȹ S+ ȹ M+ ȹ P                             (2.2) 

Where: ȹS stands for error from measurement system. Depending on system used usually value 

of ȹS is within range 0,2...0,5*[ȹ] where [ȹ] is maximal acceptable error of measurement 

system. Such approach is caused by need to deal with errors caused by methodology of 

measurement and subject itself. A fact that measurement system changes during runtime allow 

to add certain metrological resilience to the system. If multiple measurement systems have been 

used to obtain value of one physical parameter, then each of them have their own ȹS and 

absolute error value. By type of appearance this error can be as constant or alternating. 

Alternating also can be of two types ï progressing or periodic. If error is constant, then it is 

easy to take it in account. More complicated situation is when error appear to be alternating, 

progressing and also periodic. Then a mandatory action is to have or obtain expression that 

describe changes ȹS during measurement session. 

ȹM stands for error introduced by method used for measurement. It is determined by analysis 

of obstacles affected by parameter changes during experiment, value transformation function, 

methodology of data acquisition, interference between value measured and measurement device 

and other factors not related to measurement system itself. It is clear that best instrument is the 

one that does not interfere with measured object, however almost all measurements, where 

instrument contact measurable object, interference exist. Depending on method used, this sort 

of error can contain a separate component named as instrument error (ȹi). This component 

relates to any discrepancy caused by non-linear conversion of measurable value in indirect 

measurement, limited range of sensor used, inertia of measurement system, ageing of reference 

object etc.    

ȹP describes any private or personal error derived from nominal value of measurement device 

scale division. In some literature this type of error is named also as subjective error. Usually it 

is 0.2 to 0.3 but not more than 0.5 of scale division. 

 

 Measurement 

If measurement target itself can satisfy expected results while being in certain range, it is 

necessary to add absolute error values to clarify validity of data. Visual interpretation of this 

statement is given in Fig. 2.3 

 

 

 

 

Figure 2.3. Absolute error application to measured values 

 

Let's have a system where a direct measurement of value V is performed and it is expected to 

have it within validity range. So how it is possible to determine, that obtained value is valid? 

From measurement statement it is predefined that acceptable value is in between Vmin and 
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Vmax. As declared before, absolute error must be added to acquired values. So it is visible that 

absolute error value narrows clear validity range. In the same time nature of error states, that 

broader range with Vmin - ȹ and Vmax + ȹ also can contain valid values.  To reduce any confusion 

- ȹ and + ȹ range around obtained value is called as ambiguous. 

From here it is clearly visible, that if ambient parameters change significantly during one 

measurement session, it is mandatory to split session in sections and calculate absolute error 

for each of them. 

Do not be confused by symbol ȹ used for description of absolute error and way's it is obtained. 

Basically that's because of two methods it can be get. It means ï if we do not have reliable 

reference value X0, absolute error can be calculated.  Reference value X0 can be obtained in 

few following ways: 

¶ Theoretically obtained or science backed declared value; 

¶ Attested value based on research performed by national or international authority; 

¶ Agreed and attested value backed by research and series of experiments performed by 

team of scientists and/or engineers; 

¶ Expectation or average value of n measurement series, where n is large enough count 

of series to be acceptable as exhaustive and representative. 

 

 Random error 

If absolute error described before, is expressible and remains almost constant during one 

measurement session, then another type of error ï random error (ŭ) affect all measurements and 

renders ñdo only one measurementò approach unreliable. This is why metrology demands at 

least 5 or more sequential measurements to be performed to acquire valid data for analysis. 

Random error has a dodgy character ï it might be bigger than calculated absolute error in one 

measurement and disappear in next. It might have various signs in sequential measurements. 

For example ï a measurement session is performed carefully for a running device to measure 

value Q expected to be 230Ñ5. It appears that within set of measurements there are values 224 

and 236 ï so outside ambiguous range with value of 1. So here this 1 is a random error added 

to absolute error.  Influence of random error should be kept as small as possible and this can be 

achieved through larger amount of measurements.    

 

 Missed measurement 

In some occasions interference of random (ŭ) and measurement system error (ȹs) cause an 

obtained value X to be far out of expected range. Such case is named as rough error or miss. In 

some literature a name ñblunderò is used. Such value is clearly extractable from measurement 

series as it is stand-alone and mathematical processing of measurements allow to determine 

them to exclude from further use. 

 Relative error 

Relationship between absolute error of measurement and measured value itself is named as 

relative error. It is expressed as 
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ŭX = ȹX/X,                     (2.3) 

Relative error by itself is a dimensionless value and displays level of inaccuracy of obtained 

result. Sometimes it is expressed in percent ï ŭX*100%. 

 

 Error classification 

Errors in direct measurements can be schematically classified as given below in Fig.2.4. 

 

Figure 2.4. Error classification 

 

Errors introduced by instruments come from two aspects: 

First is instruments precision class Ὕ that depends on physical phenomenon used, components 

used to manufacture and design. Error component from this aspect can be calculated as (ȹx)i = 

(Ὕ /100)X. Precision class in percent is printed on instruments scale (Fig.2.4.) or provided in 

accompanying document. If no information is provided or available on any source, precision 

class can be taken as 4 however some cheap multimeter devices in some cases have error rate 

exceeding 10%. Such tools should be avoided for scientific measurements. 
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Second is value of smallest division of the instruments scale. This is very important when 

selecting instrument for measurement as in some cases device available can contain a nonlinear 

scale and measured value is not in the ñbest matchò range. In this case error component can be 

expressed as (ȹX)SC= İ h where h is smallest division. 

Figure 2.5.  Instruments scale 

 

In Fig.2.5. a precision class 2.5 instruments are displayed and best match range is from 5 to 30 

volts with smallest division of 1 volt. So it cannot be used as reliable source of values for 

measurements. 

 

 Zero error 

 Another specific source of error is ñ0ò error and it describe situation when instrument does not 

display ñ0ò when it should. As it is visible in Fig. 2.5. deflection of a dart from ñ0ò value is 

almost the same as smallest value of scale in range from 20 to 30 volts. This sort of error should 

be eliminated as far as possible before measurements and each instrument should have a 

construction for that. Instruments without ñ0ò error elimination capability or broken, should not 

be used for measurements. 

Specific ñ0ò error case is for digital instruments with very high input impedance a sensitivity. 

With open circuit it is possible and allowed to have a non zero value on display as specific 

zeroing and calibration routine should be performed. Zeroing and calibration routine is 

described by manufacturer of device and presented in accompanying document. 

 

 Distribution error 

Distribution error is the one that cover obtained value differences of multiple sequential 

measurements of the same physical phenomenon. 
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2.7.9.1 Cornfield's method 

Simplest method to calculate distribution error (ȹx)d is Cornfield's method containing following 

steps. 

¶ From a set of measurements {X1, X2 é Xn} take lowest (Xmin) and highest (Xmax) values 

and calculate average value x: 

ὼ ,      (2.4) 

¶ Express absolute error as 

ɝὼ ,       (2.5) 

and result can be logged as ὢ ὼ ɝὼwith reliability probability ɻ ρ describing 

chance that true value is within trusted range <x-ȹxd;x+ȹxd>. 

Reliability probability display, how many measurements of equivalent measurement series falls 

to trusted range. This method's drawback is also clearly visible as it directly depends on count 

of measurements in a set. So for 5 measurement set probability ὄ is 0,9375 but for 25 ï 

0,99999994. So basically trusted range Ñȹxd cannot be expanded other ways than by increasing 

count of measurements. 

 

2.7.9.2 Students method 

Sequence of operations in this method is following: 

¶ From a set of measurements {X1, X2 é Xn} with missed measurements already 

excluded, calculate average value x according to expression: 

ὼ
В

,       (2.6) 

¶ Use obtained value for mean square error calculation by using expression: 

ʎ
В

ᶻ
,           (2.7) 

Obtain reliability probability value ὄ in the same way, as it is described for Cornfield's method. 

According to measurement count n and ὄ from table read Students coefficient ὸ .  

¶ Now express error of measurement average value ȹx= tὄn*ůX 

So desired result X=( x Ñȹx) within  reliability probability ὄ. 

In scientific papers trusted range often is declared as ȹx = ůX with probability value ὄ=0.7 and 

it is named as standard and trusted range then is not provided. Usage of Students method is 

necessary when value of physical parameter is needed to be within desired reliability 

probability. 

In the industry this probability is replaced with accuracy class of the instrument. So for majority 

of research cases, where precision of measurement is not very crucial, Cornfield's method is 

completely acceptable. Even more ï absolute error can be calculated as 
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ɝὼ ɝὼ ɝὼ ɝὼ      (2.8) 

If all error components are calculated for the same reliability probability. While all error values 

are rounded to one significant digit, in praxis it is sufficient to take one largest error value from 

those three if it is at least three times bigger than any other. So basically factor, the error taken 

is related to, will determine precision of the experiment.  
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 Classification of measurement errors: part 2 

 Evaluation of indirect measurement errors 

When indirect measurement is performed, it's precision is affected by error from measurement 

of physical value a desired value is derived from. Let's say desired value Y is a known function 

of directly measured value X. 

Y = f(X)      (2.9) 

As we already know, every X measured contains absolute error ȹx affecting precision of Y. 

Addition of ȹx mean also addition to result of function in form ȹYåf'ȹx. In case, when 

indirectly measured value is a function of a set of separate values, then for each argument xi we 

get 

ɝὣ ɝὼ ɝὼ ȢȢȢ ɝὼ,    (2.10) 

Such approach gives maximal possible error value as it reflects maximum deflection from 

average value and that in real is unlikely so indirect measurement error can be calculated as 

ɝὣ В ɝὼ,     (2.11) 

In real measurements relative precision of various xi might differ significantly so might be 

reasonable to asses for a set of values i = 1 é , m-1, m, m+1, ... n for inequality 

ɝὼ σ ɝὼ,      (2.12) 

In case when it is true ï the largest error value is more than three times larger than next largest, 

error of indirect measurement ȹY can be assumed to be set by only ȹxm thus 

ɝὣ ȿ ȿɝὼ ,      (2.13) 

 Error dispersion 

Error dispersion from metrology perspective plays a significant role while attempting to 

determine true value of the measurement. As declared before, to obtain a really true value of 

certain physical parameter, it should comply to two rules: 

¶ Physical parameter is not changing during whole measurement session; 

¶ Count of measurements performed tends to be infinite. 

As we know, both statements are not true. They can not be true as all physical parameters are 

fluctuating because of entropy, and measurement techniques deliver satisfactory count of 

readings in certain period of time. So what we can talk about is probability p*(xi) that 

measurement performed will deliver value within expected range.  So expected measurement 

value is 

ά ὓὼ ᷿ ὼὴὼὨὼ,      (2.14) 

with mean square error (deviation) 



68 

 

ɿ ᷿ ὼ ά ὴz ὼὨὼ     (2.15) 

In case, when any systematic error is excluded, it is possible to declare obtained value mx as 

true value for Q, where Q is true value of measurand. 

While for measurement singletons error calculations are described before, in the industry we 

should deal with multiple and continuous measurements. As measurement techniques evolve, 

situation when one parameter is measured many times without any noticeable alterations in 

system becomes a common case. Modern monitoring systems perform so many readings of one 

physical value, so count in terms of metrology can be treated as infinite. Basically, thank to 

modern devices it is possible to perform almost infinite count of measurements with accuracy 

that renders part of error calculations as obsolete. However, it is possible to chop series of 

measurements in separate discrete items, it is more reasonable not to treat measurements as 

singletons, but as a trusted range where they all fall with certain probability. This means, that 

for a set of measurements we can express also probability of greatness of difference from 

average value understanding with this also probability of difference from true value. 

What is important, error dispersion and difference probability have the same density function 

around true value as measurement values itself. That's why it is possible with increased amount 

of measurements reduce error volume. 

Probabilities depending on approach chosen, have four most common distribution functions. 

Graphical interpretation is presented below in figure 2.6. 

 

Figure 2.6. Error dispersion probability functions 

 

Function a represent even or equal Simpsons distribution function and mean that in acceptable 

range probability of error is the same.  If such approach is used, the measurand and its absolute 

error can be expressed without specifying probability of accuracy. 

Function b is named as triangular Simpsons distribution and is derived from two even 

distribution functions. For measurements with multiple errors where each refers to equal or 

triangular distribution rule, a normalized integrated function for absolute error must be 

obtained. In most cases it tends to be similar to normal distribution. 

Function c is named as normal, or Gauss distribution and is typical for most cases. Function d 

is named as Students differential distribution function S(t,k) and it depends on parameter ὸ

  ,      where   ὛӶ
Ѝ

  and degree of freedom k =n-1. Values of this function are already 

calculated and can be found in table format. So if a limited count of measurements has been 



69 

 

made, and measurements itself are distributed according to normal function, then probability to 

obtain true value within trusted range, can be obtained according to Students distribution. 

ὖ ὼ ὸὛӶ ὗ ὼ ὸὛӶ ς᷿ ὛὸȟὯὨὸ,   (2.16) 

This permits to provide a measurement result, true value Q, in format: 

ὗ ὼ ὸὛӶ  ȟ with probability P in percent. 

In fact, for measurement count in series exceeding 20, Students distribution tends to become 

the same as normal. 

 

 Measurement graphical interpretation 

A need to display a set of measurements in graphical format is common. We all know how easy 

is to understand a picture, and how difficult it is to comprehend large table of numbers a picture 

is created from. 

There are many ways how data can be displayed, but in science sequence of building a graphic 

is such: 

¶ Determine a scale and axis. Depending on values you need to display, linear or 

logarithmic scale should be selected. Those are two most common however depending on what 

is measured and what is required for display, different free form scales can be chosen. Figure 

2.7. below gives an overview of scale diversity; 

¶ Put measurement value points in the grid. Measurement value points must be displayed 

with error area for science related graphics. This statement might be confusing and almost 

impossible to fulfil in case when error is tiny when compared to grid. In such case smallest grid 

division is used for error range border; 

¶ Depending on target, connect points with broken lines, smooth line or approximated 

ñidealò line. First, broken line, method can be used when process, where measurements are 

made is straight linear between measurements. Smoothed line can be used when displaying a 

set of measurements that follow certain non-linear rule and it is necessary to demonstrate 

compliance. Samples are given in Figure 2.9 below. 
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Figure 2.7. Diverse scales used for measurement display 

 

 

 

Figure 2.8.  Measurement display diversity: a) generic point; b) point with error area c) and  

d) points with error range for only one dimension 
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Figure 2.9. Graphical interpretation of measurement 

Approximated line does not connect measurements, but represent expected, or theoretically 

ideal process. It can be used in conjunction of error areas displaying that measurement error 

area, and ideal process pseudo error area overlap. This allow also asses measurement set in 

general. It is possible to obtain a measurement that is valid from error calculation perspective 

but does not represent process measured.  Statement might rise a question ï how to interpret 

such results. Answer can be found in section about measurement systems in following pages.  

All cases are provided in Figure 2.10 below. 

 

 

 

 

 

 

 

 

Figure 2.10.  Approximated ñidealò line with actual measurement points 
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 Measurement systems 

 Single parameter systems 

Such systems are the simplest and actually covers process where attempt to obtain a true value 

only of one physical parameter is performed. For example ï a voltage is measured in power 

outlet.  Depending on way, how measurement is made, it is necessary to declare, is obtained 

value a separate measurement ï singleton, or set of n measurements within time range.  That's 

because we already know basic differences of error calculations. 

One reason is accuracy, but the most important case from industry perspective, why 

measurements are made, is monitoring. So from this comes out need to determine time range 

and minimum measurement count during period of time.  So actually we are starting to change 

paradigm when with phrase ï measurement, we understand a set of value Q readings in certain 

period of time. As count of readings within one measurement can be large enough, distribution 

function is reduced to normal. All others are for cases with small measurement count. So 

besides of all errors and probabilities, it is common to declare additionally a time frame, when 

measurements are made. So this statement joins measurement representation in ñidealò form 

with readings. Basically, if a large amount of measurements is taken, we can easy obtain 

expected value (known also as knowledge base or reference value in intelligent systems) and 

its error range, thus every next measurement can be assessed against expectations. From here 

comes possibility to create a regulation mechanism, as from differences we can consider about 

action. Let's analyse three cases in figure with ñidealò line and measurement points. Ideal line 

represents an expected value for our measurement system, that is assembled to monitor certain 

parameter Q. When measurement is within error range of expected value, we can say that it is 

normal operation of the system. When measurements are outside error range, however error 

ranges overlap, this is clear signal that system desires closer attention as it might mean early 

warning about possible malfunction. Clear miss in measurements actually can signal two things 

ï first. System is malfunctioning. Second ï it is necessary to determine what part is 

malfunctioning. While we are talking about single parameter systems, it is impossible to 

determine faulty component. A multiple parameter systems are that for. 

 Multiple parameter systems 

Main difference from single parameter system is that measurements have been made in the 

same moment of time. This broadens meaning of term ï measurement, as in this case we talk 

about multiple values in conjunction. Basically multiple parameter systems do not only direct 

or indirect measurements, but is instrument to determine relations between different events. As 

in single parameter system, multiple ones have trusted ranges and errors, but as this is one, but 

multiple parameter system, measurement and error distribution follow to the same rule for all 

values. Probability that true value of measurement is within expected range is equal for all 

measurements. Technically this mean that it is possible to assemble self-controlling device. As 

we are measuring multiple parameters, that follow certain correlation rule, a clear miss in 

measurement of one parameter, while others are within ñgoodò range, allow to conclude about 

type of malfunction and its most probable location.   
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 Parallel systems 

From metrology perspective parallel systems are completely separate as they have different 

error volume and distribution. Key element for parallel system usage is time. As example ï a 

voltage and current is measured in electric circuit. Voltmeter of class 2,5 and ammeter of class 

0,1 is used. While this is the same circuit, devices are different. From task perspective, it is 

interesting to measure both physical parameters, voltage and current, for the same moment of 

time. We know how current relate to voltage. So from here comes desired result - value with 

error and probability to be true value within section of time. 

So for indirect measurements depending on desired result a single parameter, multiple 

parameter or parallel systems can be used. 

Important aspect is scale, size of measurement system itself. While parallel systems can be very 

large and gather information from thousands of measurement points, multiple parameter 

systems are most often a single device with various inputs, so count of simultaneous readings 

of values is limited by measurement device construction.   
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 Measurement of electric quantities 
 

 Base and derived quantities 

So now about how to measure one or another quantity. All quantities are separated in two 

groups non-electric and electric. Such separation is defined by nature and bonds tight to today's 

common approach to automation, where almost everything is electric. With measurements of 

electrical quantities everything is more or less clear and basic. We have only one base quantity 

and it is electric current that is measured in amperes and have unit symbol A. All other units 

are derived. 

List of derived quantities is: 

¶ Electrical potential and potential difference, measured in Volts and have symbol V; 

¶ Electromotive force is also measured in Volts and have symbol V; 

¶ Electrical resistance, measured in Ohms and have Greek symbol (omega); 

¶ Electrical impedance, measured in Ohms and have Greek symbol (omega); 

¶ Electrical charge, electrical flux and amount of electricity are measured in Coulombs 

and have symbol C; 

¶ Electrical capacitance, measured in Farads and have symbol F; 

¶ Electrical inductance, measured in Henry and have symbol H; 

¶ Electrical power, measured in Watts and have symbol W; 

¶ Magnetic flux, measured in Weber and have symbol Wb; 

¶ Density of magnetic flux, measured in Tesla and have symbol T. 

So for all electric measurements base unit is one Ampere and global assumption is that current 

is 1A when during 1 second 1.602176487Ĭ1019  electrons flow through a square of a conductor. 

Basically  1.602176487Ĭ1019  electrons are assumed to be one Coulomb and expression of the 

current is 

Ὥὸ       (2.17) 

However, in fact, this is not used as general reference as counting such large numbers of small 

particles is far too complicated. It is just representing phenomenon of electrical current on it's 

natural way as motion of electrons. 

So it can be declared, that measurement of any electrical quantity is actually measurement of a 

current flowing in the measurement area, and this statement is compliant with SI where we have 

current as base value. 

Another base statement is that every acquisition of a value of quantity, measurement, is 

performed using dedicated technical equipment. 

 

 Equipment grouping 

All technical equipment used belongs to one of groups: 
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Gauges, measurement transducers, measurement instruments, measurement information 

systems, integrated measurement assembly. 

¶ Gauges are components with in-time constant parameters within known error range and 

are used to provide reference value. Simple resistor can be used as a gauge in specific cases. 

¶ Measurement transducers (MT) are tools used to convert value of the measured quantity 

in to another desired form that is convenient for transmission or processing. Transducers 

connected directly to a point of quantity value acquisition are named as primary transducers. 

Transducers used to transmit acquired value proportionally are named as scale transducers. 

¶ Measurement instrument (MI) is a tool that applied directly to a point of quantity value 

acquisition provide sufficient and recognizable information to end user. MI that has continuous 

relation between acquired and displayed quantity value are named as analogue. MI that encodes 

acquired value in to discrete units are named as digital. MI's are also grouped by result output 

type. MI's used only to acquire a quantity value without recording functionality are called as 

displaying. MI's equipped with recording component are named as registering. MI's performing 

internally one or several conversions of acquired value are named as direct conversion 

instruments. MI's where besides direct conversion a reverse conversion is performed, are named 

as balanced conversion or comparison instruments. 

¶ Measurement information system (MIS) is a set of devices orchestrated by dedicated 

management component and used for collection, processing and delivery to display or store of 

large variety of quantity values. Such systems often contain analytics and are able to interact 

with external parties. 

¶ Integrated measurement assembly (IMA) mostly is a component of a large scale 

manufacturing line that performs data acquisition from various measurement points and is able 

to alter several parameters automatically. In case when inside of a plant multiple manufacturing 

line IMA's are governed by common external utility, they can be treated as components of MIS.  

        

 Reference gauges 

Reference gauges are samples of equipment dedicated to preserve certain initial values for 

comparison in later steps or resetting of measurement equipment to initial state. Reference 

gauges usually belong to one of groups ï benchmark or working. Benchmark gauges are used 

exclusively for measurement tool calibration purposes. Working gauges are used during 

measurement data acquisition. Reference gauges usually belong to one of three precision 

classes where class 1 is the most accurate. Depending on reference gauge type, they might be 

single value or multi value device. Single value reference gauges usually are resistors, 

inductance coils, constant capacity condensers, chemical normal elements and stabilized 

voltage sources. 

¶ Reference resistors are made from materials that have significant resistance in 

combination with excellent thermal parameters. Usually it looks like a coil with windings from 

manganin and copper. Such resistors are named as wire-wound. Cheaper alternative is foil 

resistor. Reference resistors have tolerance class from 0.0005 to 0.1 and nominal resistance in 

range from 10-5Ý to 1010Ý. Reference resistors usually have four connectors ï two are voltage 

connectors and are labelled as U or V and two current connectors usually labelled as I or A. 
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During measurements current connectors are used to attach reference resistor to schematics and 

voltage connectors are connected to measurement instrument. Sample of 100 Ohm reference 

resistor and internal wiring diagram is given in Fig. 2.11 where a) shows a one of versions how 

reference resistor looks, b) displays internal parts when cover is removed and c) provides 

internal connection diagram. 

In case when reference resistors are used in alternating current schemes, internal capacitance 

an inductance should be taken in account.   

 

Figure 2.11. Reference resistor and internal connection diagram 

¶ Reference inductance coils (RIC) usually are made from wire that is wounded on special 

frame or reel. Inductance coils typically have inductance from 10-6 to 1H. Tolerance of RIC 

usually is within range from 0.05 to 0.5.  While inductance coils are used with alternating 

current, it is necessary to determine working frequency range. Another type of RIC is mutual 

inductance coils. It is made as two coils on common frame and mostly are manufactured with 

inductance of 10-4 to 10-2 H and working frequency 50 kHz. 

¶ Reference capacitors are usually low capacitance devices with value up to 10nF. As 

insulator between electrodes in most cases air or isinglass-stone is used. For high voltage 

appliances reference condensers are filled with sulphur fluoride (SF6) gas. 

 

Figure 2.12 Reference capacitors 
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In Fig 2.12 three sample capacitors are shown where a) is 1000pF nitrogen insulated capacitor 

and b) and c) are high pressure SF6 capacitors for 25kV and 800kV working voltages 

accordingly. 

¶ Standard cells are electro chemical sources of electromotive force with well-known 

value and stability at reference temperature of 20ÁC. Standard cells have been manufactured 

with saturated or non-saturated electrolyte. Standard cells have tolerance class between 0.0002 

and 0.02. However, they have electromotive force, due to comparable large internal resistance, 

standard cells cannot be used as power source or loaded with high currents.  Electromotive 

force E20 of a typical standard cell is 1.018638V at reference temperature, however depending 

on manufacturer, it varies between 1.0185V and 1.0187V.  In case, when ambient (working) 

temperature t is not equal to reference temperature (20ÁC), an expression is used to calculate 

electromotive force Et for working temperature. 

Ὁ Ὁ τπȢψz ρπ ὸ ςπ πȟωυzρπ ὸ ςπ πȢπρzρπ ὸ ςπ   (2.18) 

 Today standard cells have been replaced by stabilized voltage sources however  they 

still remain as one and only independent reference. Image of internals of  standard cell is 

given below. 

 

Figure 2.13.  Standard cell also known as Weston cell 

¶ Stabilised voltage sources are complex electronic devices made to provide 

electromotive force at desired voltage with extremely high precision. For example, 

1.5000Ñ0.0001V. The same as standard cell stabilised voltage source is not a power supply so 

for normal operation it demands low draining current, not more than 1mA and mains voltage 

Ñ10% of nominal. 

Multi value reference devices are able to provide more than one reference value. Typically for 

one physical phenomenon. Multi value reference devices are measurement generators, different 

kinds of special calibrators, variable capacity condensers, variable inductance variometers, 

resistance, capacitance and inductance boxes. Typically, multi value reference devices have 

worse accuracy than single value devices. 
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¶ Measurement generators, named also as arbitrary / function generators, are sources of 

alternating current with known generated signal form where amplitude, frequency and other 

parameters can be altered within predefined range. Depending on signal form generated 

measurement generators are grouped in sine wave generators, determined spectrum noise 

generators, pulse generators, special form signal generators. Measurement generators mostly 

are used as working reference devices and should be calibrated against single value benchmark. 

Operational ranges are starting from 10-3Hz and does not exceed 1010Hz.  Depending on signal 

generation methodology for full analogue generators frequency is Ñ(0.1 ï 3)% and amplitude 

Ñ(1-6)% of range.  Digital generators can provide signals with very high precision Ñ0.0001% 

as they rely on high accuracy time domain generators ï quartz or even caesium clocks, but 

depending on schematics used inside, at some ranges they might have wider signal spectrum 

due to digital to analogue conversion.  Refer to manufacturer manuals before use of such device 

to determine precision for desired working range. 

 

Figure 2.14.   Measurement generator 

¶ Measurement calibrators are sources of signal with stabilised voltage and / or current 

parameters. Calibrators like measurement generators are used mostly as working references and 

should be calibrated against single parameter benchmark before use. Calibrators are able to 

provide predefined waveforms or direct current with predefined parameters. Such devices are 

widely used in automated testing systems and when supplied with control unit are able to cover 

multiple checkpoints. Measurement calibrators in general are able to provide precise voltage 

from 1ɛV to 1kV. Calibrators should not be loaded and used as power sources. Operational 

range for current typically varies from 1 ɛA to 100 mA. For actual values refer to manufacturer 

manuals. Accuracy of a calibrator is usually around Ñ5*10-3% of operation range. 

Frequency calibrators are usually combined with voltage calibrators, however does not have so 

broad voltage and frequency range than measurement generators. 

Phase calibrator provides two signal channels with shift in phase from 0Á to 359.9Á where last 

digit is determined by sampling step (in case mentioned sampling step is 0.1Á). Depending on 

technology used, phase calibrator has an internal comparably narrow range (1Hz - 20kHz) 

measurement generator or can be paired with external measurement generator to cover broader 

range of signals and frequencies. 
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Variable capacity condenser usually is an air / gas insulated device with working range from 0 

to 50 ÕF and accuracy Ñ0.2% of selected range. 

¶ Resistance, inductance and capacitance boxes are widely used as multi value reference 

device that permit to select desired value using rotary switches, one per decade. Such boxes 

might have extremely wide working range ï smallest and biggest range difference can be up to 

1012 however usually it does not exceed 106. Such boxes are mainly used as working reference 

with precision class 0.005 to 1. When using this type of equipment user should be aware, that 

decades used inside might have various precision classes. According to precision class of the 

decade , ɾ error value can be calculated as 

ɿ ɾ       (2.19) 

where Nmax is maximum value for range and N is value selected. This basically means that in 

case, when box is used as reference and all decades should be engaged, actual working value 

must be verified against benchmark because error value in greater decade can be greater than 

adjustment introduced by smaller decade. 

For example ï resistance box with six selectors and working range from 1 Ý to 999999 Ý need 

to be set up for reference value of 985135 Ý. Due to errors in bigger decades, selectors on box 

display different value, 985128 when desired is displayed on MI. So absolute error in this case 

is 7 Ý only that for box with precision class 0.005 is very good. 

Sample images of combined resistance+capacitance and inductance boxes are given in Fig.2.15. 

Figure 2.15. Resistance, capacitance and inductance boxes 

 

 Measurement transducers 

Measurement transducers are separated in two groups ï mechanical transducers (MT) or 

electrical transducers (ET). This describes the way how measurand is altered for future 

processing. Transducers provide useable output as response on quantity, property or condition 

in it's input. Transducers depending on their construction are forwarding and / or converting. 

Transducer inputs are sensitive to mechanical, electrical, magnetic, optical, chemical, acoustic, 

thermal and nuclear phenomenons or their combinations. Transducer as a device can contain 
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multiple components, that can be treated as transducers separately so characteristics of it might 

be assembled from characteristics of components. 

¶ Mechanical transducers are devices that uses non-electric components to forward or 

convert measurand Typically, MT are rugged, cheap, accurate, linear within working range and 

does not demand external power source to operate. All this allow to build various MI's and use 

them where acquisition of information for automated future processing is not crucial. MT might 

be an essential part of a larger measurement system or hybrid transducer where cooperate with 

another transducer. Unfortunately, MT have serious disadvantages like friction, narrow 

operational frequency range and in some cases comparably high energy drain (interference) 

from measurand. This does not comply to main requirement for any MI, that demand to affect 

measurand as less as possible. All this narrows set of cases where generic MT can be applied. 

¶ Electrical transducers are used to convert any non-electric quantity in to electrical 

quantity. ET have another wide used common name ï sensor. Depending of phenomenon used 

ET converts quantity on its input to electromotive force, resistance, inductance, capacitance or 

any other that can be measured conveniently. However, sensors in most cases are basic ET, in 

some specific cases they can be hybrid, where measurand is first transformed by MT in to 

quantity that allow to apply precise ET instead of direct conversion with another, inaccurate 

method. As for MT also ET have definite reproducible function that describe relationship 

between input and output quantities. So output to input in known time domain is predictable at 

determined degree of accuracy regarding to environmental conditions.   
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 Measurement instruments 
 

 Equivalent schematics of measurement instruments 

Regardless of construction, every MI used to measure electric quantities has impedance. 

Impedance comes from internal resistance, inductance and capacitance of the circuit. Graphical 

diagram is given below. 

Figure 2.16. Equivalent schematic of an MI 

Equivalent impedance of an MI according to diagram can be calculated as 

ὤ ὤ ὤ ὤ Ὑ Ὦʖὒ Ὦ     (2.20) 

From here it is clearly visible that frequency of alternating current is important and thus MI 

should be carefully selected prior use according to expected frequency. Values of equivalent 

schematics and maximum working frequency is usually provided by manufacturer of the 

device. 

 

 Measurement instruments interference 

Most important thing to keep in mind is that MI is not allowed to interfere with parameter it is 

measuring. This statement actually is quite hard to achieve as all have impedance and there is 

current needed to flow through MI. So this is a thing to take in account when measuring 

electrical quantities inside of a system. So for current measurements impedance of MI should 

be significantly smaller than measured system (MS) has. 

ὤ Ḻὤ       (2.21) 

 For voltage measurements it is opposite. For voltmeters internal impedance must be high as 

possible so: 

ὤ ḻὤ       (2.22) 

How much should be the difference to consider impact of MI as not considerable? Answer is 

simple ï MI should not alter any significant digit. So from here it is possible to declare that 

impact of MI to measurement should not exceed 1/10 of last significant digit value. For 

example, if a measurement of voltage is performed and smallest significant digit is second, 

mean 10V, then impact of MI should not exceed 1V.  

 

 Magneto-electric instrument 

There are multiple methods how to acquire value of a current. As we know, around every 

conductor with current exists a magnetic field. If this conductor is located in the magnetic field 

created by another source, let it be a permanent magnet, both fields start to interact. This 
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phenomenon allows to assemble an electro-mechanic ammeter that depending on components 

used has a determined measurement range, sensitivity and accuracy. This is one of the most 

basic constructions that have name magneto-electric instrument with moving frame.  It belongs 

to electro-mechanic group of MT.   

 

Figure 2.17. Diagram of a magneto-electric instrument 

 

Construction of a magneto electric instrument contains: 1 - permanent magnet, 2 - magnetic 

flux guides, 3 - magnetic pole endings, 4 ï dart, 5 - fixed base, 6 ï spring, 7 ï coil, 8 - magnetic 

shunt. 

For operation this type of MI demand a current flowing through a coil. This create a momentary 

torque Mt inside of a system. Basically torque comes from interaction of two magnetic fields, 

one created by permanent magnet and appear to be constant, and second ï created by current in 

the coil of the MI. Energy WM of magnetic field in the gap, that create torque, depends on 

linkage between fields ɣ and electric current i, where linkage depends on magnetic induction 

B in the gap between pole endings and coil frame, coil square s, count of windings in the coil 

w, and magnetic flux direction angle Ŭ. 

ὡ   ȟɰ ὄίύɻ thus momentary torque is  

ὓ ὄίύὭ       (2.23) 

In case, when current in the coil is sinusoidally alternating, torque obtains form 

                              ὓ ὄίύὍÓÉÎʖὸ        (2.24) 

While mass of the coil and spring of the moving part is creating counterforce, mechanical 

system has certain self-oscillation frequency. Typically, this frequency is around 1Hz and 

characterize time needed for needle to reach maximal working position (other end of scale). So 

from here it is clear that for frequencies over self-oscillation such MI is unable to display correct 

value and can be used only for direct current measurements or it will follow slow oscillations 

displaying momentary value. 
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Every spring used in MI to return needle to zero position will create a counter torque Mc that 

depend on energy accumulated in spring W and turning angle Ŭ :   

ὓ ὡɻ.                (2.25) 

From here it is possible to express sensitivity to current of a magneto-electric instrument as 

Ὓ  and turning angle for direct current I equals to ɻ ὛὍ. 

This means that turning angle is dependent on polarity, current direction. 

However, this type of MI is hard to apply directly to intelligent system, it is very simple and 

reliable device without need of external power source. It can be used for measurements in cases 

when other measurement methods are under suspect of providing incorrect data or being 

tampered. Even more, magneto-electric instrument as shown above can be monitored by optical 

recognition device and provide desired information over distance. 

For example, of an application let's take magneto electric MI and instead of a needle put a 

mirror to the moving part. From low power laser 3 beam 4 is targeted to mirror of MI 1 and 

reflected to optical sensor array 2 graduated accordingly. 

Figure 2.18. Optical magneto-electric MI 

 

Because of comparably large distance between mirror and sensor array, small motion of the 

frame gives noticeable deflection of laser ñneedleò.  Such composition allows to measure 

electrical values in place where extremely high sensitivity is needed and by some reason, like 

ionizing radiation, other types of transducers cannot be used. 

Magneto-electric instrument described here is the most basic type. All other instruments differ 

only by magnetic system ï mean count of coils and sources of interacting force. To describe 

type of MI all of them usually have symbolic description printed on front plate. List of symbols 

is given in table below. 

 

Magneto ï electric instrument with moving frame 
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Magneto ï electric logometer 

 

Magneto ï electric instrument with moving permanent magnet 

 

Magneto - electric logometer with moving permanent magnet 

 

Electro ï magnetic MI 

 

Electro ï magnetic logometer 

 

Electro ï dynamic MI 

 

Ferro ï dynamic MI 

 

Electro ï dynamic logometer 

 

Ferro ï dynamic logometer 



85 

 

 

Inductive MI 

 

Electro ï static MI 

 

 Electronic MI 

Electronic MI's (EMI) are separate class that was created to avoid drawbacks of basic magneto-

electric MI like low impedance and following high energy drain from measurand. EMI's are 

fully analogue devices with external power source needed to operate and set of internal 

schematics to broaden it's application. As common case, high accuracy magneto ï electric 

instrument is used to display values so name ï electronic voltmeter is widely used. 

If basic MI is applied directly, then EMI have to convert measurand. To obtain high input 

impedance (typically over 1MW), EMI utilize direct conversion transducers that introduce their 

own error. Such instruments usually have precision class not better than 1. To achieve lower 

error rates, EMI can be equipped with more complicated and harder to use balanced equivalent 

transducers but have precision class from 0.2 to 2.5. 

Typical simplified structure of EMI is given in Fig. 2.19. 

Figure 2.19. Structure of electronic measurement instrument 

Range Divisor is simple voltage divider that feeds direct current amplifier with a determined 

fraction of input signal. Already well known magneto-electric MI is used to display obtained 

result. In general, magneto electric instrument used here for display is generic and range less so 

result displayed is actually an angle of dart deflection. As this is typical magneto-electric MI, 

deflection angle a is 

ɻ Ὧ Ὧ Ὓ ὟIN ὯὟIN,    (2.25) 

where kRD is conversion coefficient of range divisor, kTA is conversion coefficient of transducer 

amplifier, SMI is sensitivity of instrument itself and UIN is voltage at input. Coefficients of all 

components actually are joinable in one parameter ï conversion coefficient of voltmeter kV. 

Sequential structure of EMI allow to build devices with extremely high sensitivity and very 

broad operation range by varying conversion coefficient kV, but this approach has also 

drawbacks. Sensitivity of instrument typically depend on amplification coefficient, but due to 

imperfection, amplifier start to voluntary adjust signal as kTA varies in time. Such phenomenon 
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is called as ñzero driftò. To avoid this phenomenon, for high accuracy EMI amplification 

coefficient kTA is around 1, mean ï no amplification, so main task of an amplifier in such cases 

is to provide high input impedance. 

To broaden operation range in low voltage area, mean, enhance it from 1mV to 1mV, 

instruments might have ñzero adjustmentò capability to set kTA at desired level right before 

measurement session. 

Another solution to improve EMI sensitivity and usability for extremely low voltages is to use 

dedicated modulator and demodulator technique in transducer. Voltage in electronic MI input 

is fed to modulator M driven by frequency generator G (Fig.2.20). Modulated signal is 

amplified by alternating current amplifier A, that blocks direct current component of signal thus 

avoiding ñzero driftò phenomenon. Demodulator DM afterwards convert amplified signal in to 

sequence of impulses with proportional amplitude representing input signal. Important thing is 

that modulator and demodulator, steerable rectifier, is driven by the same generator so they 

work synchronously. 

Figure 2.20. Structure of modulator ï demodulator of electronic MI 

Average voltage at exit of demodulator is proportional to voltage at input so 

Ὗ ὯὟIN.       (2.26) 

As system is not affected by ñzero driftò phenomenon, amplification coefficient k can be  set at 

quite high values k=1*105 or even more.  This allow to have electronic voltmeter capable to 

measure voltages starting from 1mV with error Ñ0.5 - 6% of selected range. 

By default all electronic voltmeters are suitable for direct current only, so capability to measure 

any other form of signal is achieved by addition of the transducer. If sine waveform alternating 

current can be converted in to suitable direct current by simple rectifier, then for other cases 

additional schematics is needed. 

 Depending on schematics used, MI for alternating current can be set to display amplitude, 

average value or actual value. 

¶ Voltmeters capable to display amplitude value have scheme called peak detector. Duty 

of such scheme is to keep maximum amplitude value at output so observer is able to read 

information from MI. Generic scheme of peak detector and time / voltage diagrams are given 

below. 
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Figure 2.21. Generic peak detector and voltage diagram 

As it is possible to see from time ï voltage diagram, voltage at output is still alternating at some 

level but significantly less than it is in input, so amplitude value can be read within certain error 

range. Capacitor C and drain resistor R should be taken so, that discharge time is much bigger 

than time between two peaks of AC. So this approach sets certain working frequency range. In 

the same time large C and large R will increase inertia of the instrument and reduce its capability 

to follow changes of the peak values.   

Peak detector shown in Fig. 2.21 is also named as open. As it allows the DC component U0 of 

the signal to flow in, if its direction matches rectifier diode D. In such cases input voltage Uin 

is 

Ὗin Ὗ Ὗ ÓÉÎʖὸ     (2.27) 

Due to rectifier, in cases when U0<0, DC component will be ignored. This aspect should be 

taken in account in measurement planning stage when expected values are declared. 

To avoid any undesired effects of DC component, a ñclosedò type peak detector can be used. 

There are various generic schemes, how this is achieved but they all lead to desired goal ï 

deflection angle of measurement instrument needle Ŭ is proportional to amplitude at the input, 

a=kvUm. 

Another thing to take in account is a fact that scale of the instrument is graduated explicitly for 

sinusoidal current. So if form of the measured signal is not precise sine wave (within error 

range), then value read should be adjusted using coefficient ka. So if value displayed is Ud, then 

Um is 

Ὗ Ὧ Ὗ ЍςὟ .    (2.28) 

Value ksin here is amplitude coefficient for sine form voltage. So for non-sine form signal value 

will be 

Ὗ
Ѝ

.     (2.29) 

¶ Average value voltmeters contain current rectifiers where amplified signal is fed. This 

allow to increase sensitivity of an instrument and reduce non linear influences of rectifier. So 

deflection angle a of the needle is proportional to average value Ux avg of rectified current caused 

by voltage Ux   

ɻ Ὧ ᷿ȿό ὸȿὨὸὯὟx avg.    (2.30) 

Scale of such instruments are also graduated for sinusoidal waveform signals so in case, when 



88 

 

non sinusoidal signals are measured, true average value U is obtained by adjustment of value 

displayed. 

Ὗ ,     (2.31) 

where ks is coefficient of non-sine signal form and ksin is coefficient of sine signal. 

¶ Actual value voltmeters are built on alternating voltage converter that strictly follow 

the rule 

Ὗ ὯὟin.     (2.32) 

Schematics of such converter can vary depending on instrument manufacturer but for all of 

them deflection angle of MI needle is proportional to square of Uin - actual value of voltage 

applied: 

ɻ Ὧ ᷿όinὸὨὸὯὟin.   (2.33) 

So it is clearly visible that such instrument have ñsquaredò scale and to reduce inconvenience 

of this, for voltmeters with linear scale, additional converter is engaged. Additional converter 

is used in negative feedback circuit. 

Figure 2.22. Dual square converter actual value voltmeter structure 

As shown in Fig. 2.22, voltage Uin applied to input is amplified by alternating current amplifier 

A and create current I1 in the first square converter C1 and converted voltage U1 in exit. Current 

I2 at exit of direct current amplifier (DCA) caused by difference of voltages on exits of 

converters and is fed back to second converter. Both converters C1 and C2 have their own 

conversion coefficients k1 and k2 so voltages at converter exit are: 

Ὗ ὯὍȠὟ ὯὍ.     (2.34) 

While current I1 from amplifier A is proportional to voltage applied, then it can be expressed as 

Ὅ ὯὟin.      (2.35) 

So voltage U1 at the exit of first square converter (C1) is 

Ὗ ὯὯὟin      (2.36) 

While amplification coefficient of direct current amplifier is high enough, it leads to state when 

signal dU at DCA input is dU=U1-U2å0. So if U1åU2, then 

ὯὯὟin ὯὍand deflection angle of the instrument needle Ŭ is 
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ɻ Ὓ Ὅ Ὓ Ὧ Ὗin ὯὟin.   (2.37) 

So deflection angle of the needle Ŭ is proportional to voltage applied at the input. 

Such actual value voltmeters typically have working voltage range starting from several 

millivolts and frequency from 1Hz to 1GHz. Depending on working range selected and MI used 

accuracy of measurement can vary in range Ñ(0.5 to 25)%. 

Beside of voltmeters explained above, in production variety of specific instruments can be met. 

They might have various converters inside so allowing to measure large variety of signals with 

known accuracy. Tools containing a set of additional schematics, usually are called as universal 

voltmeters.  User using rotary switch select desired work mode and perform measurement. 

Typically universal voltmeters are good enough for general daily use but do not offer 

exceptional precision and working range. To measure voltage of non periodic or short signals, 

dedicated pulse voltmeters are used. This type of tool contain a schematic capable to capture 

and lock peak value of a short impulse following after comparably long gap. Working range of 

such voltmeters seldom exceed 20V however depending on schematics used, they are capable 

to capture impulses up to only 10ns wide. Time of the impulse t and gap T is declaring a time 

domain so for sequential impulses working frequency is 

Ὢ   .       (2.38) 

Usually working frequency start from 0.1Hz and goes up to 1GHz. 

For pulse voltmeters one of crucial things is compatibility to spectre of the signal. As we know, 

impulses are assembly of sinusoidal signals. Shorter impulses contain broader spectrum, so in 

cases when short-pulse signal is applied and have frequency close to maximum of the 

instrument, signal building spectrum exceed capabilities of the tool so error level is greater than 

at low frequency. This mean that voltage shown is lower than actual value. 

Another specific tool is selective voltmeter that have schematic capable to chop out from input 

signal actual value of specific component. Mean, they are working in comparably narrow 

frequency range that can be set. Such voltmeters are used to measure ñstrengthò of signal 

filtered out from sequence of pulses or noise where signal to noise ratio is poor and can not be 

measured by general use universal voltmeter. Typical sphere of application for such instrument 

is measurement of signals carried over by radio. Depending of schematics used, selective 

voltmeters have working voltages from several microvolts and does not exceed 10V. Error range 

lies between  Ñ(5 to 15)% for frequencies between 20Hz and 2MHz. 

 

 Digital instrument 

Another type of MI's is digital one. All digital MI's (DMI) have one general attribute ï their 

impedance is very high. Multiple times higher than best magneto-electric MI has. DMI's does 

not demand current to display a value. Besides fact, that all digital MI's demand an external 

source of power to operate, they do not display direct value of quantity measured, but an 

approximated equivalent. 
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For operation DMI contain two main components an analog-digital converter (ADC) and digital 

counter (DiC). While ADC by design is able to operate with only one range and type of signals, 

usually DMI contain a variety of completely analogue transducers functionally similar to those, 

that are described before in section about EMI. Their duty is to convert input signal 

proportionally to working range of ADC. So it is ADC duty then to achieve that analogue signal 

at input is represented as digital (binary) code at exit. In some literature this binary code is 

named also as operational word (OW). So after acquisition of OW it is possible to process it for 

display or transmission. 

Functionally, all ADC's treat input signal as explicitly DC so if alternating signal need to be 

measured, it should be converted into DC in the same way it is for EMI. 

Today depending on application two types of ADC are most widespread however there are more 

on field with their pros and cons. 

¶ Successive approximation converter 

This type of converter utilize count-conversion methodology. By command using DiC a 

generation of temporary OW is started. Speed of temporary OW generation depend on clock 

CLK working frequency. Digital value is converted by digital-analog converter DAC and fed 

to comparator CM. Comparator will return to control schematics CTRL a DiC stop signal when 

UDAC at DAC exit is equal or greater than Uin. Stop signal serves as flag ï value obtained, so 

temporary OW is valid for transmission. OW will be held on latches until next OW is obtained. 

DiC reset and start signal depending on systems design can appear periodically in control 

schematics or upon request from external management. Schematics of successive 

approximation converter is given below. 

Figure 2.23. Structure of successive approximation A/D converter 

¶ Parallel (flash) converter 
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Parallel converter does not use counter but calibrated resistor array and reference voltage for 

operation. Signal applied at converters input is fed to every comparator. Comparator returns 

ñtrueò value if signal at input is over it's reference value, and dedicated encoder convert it in to 

OW. However parallel converter is unbeatable leader in conversion speed (20 million 

conversions per second possible), it has significant drawback in perspective of OW size that 

usually does not exceed 8 bits and has maximum of 11 due to it's construction. Basically every 

additional bit doubles the count of comparators and resistors needed in reference array. 

 

Figure 2.24. Structure of parallel A/D converter 

Regardless of ADC construction, all DMI show value of measurand with error in last digit. 

As way how value is delivered eliminate reading error, it still contain errors introduced by 

conversion. This mean that value shown can be lower than true value by one level of 

approximation. Simplified visual interpretation of such conversion is given below. 

 

 

Figure 

2.25. 

Approximation of a signal by DMI 

 

Let's take a random freeform signal x and approximate it in the way DMI does. Scale of image 

does not represent any specific DMI but is drawn large to display principles.  So at moment of 

time t1 analogue to discrete signal conversion is performed. Depending on ADC used, level xA1 



92 

 

will be declared as measured value for parallel converter (round dots) or xA2 for DiC based 

converters. So both cases have the same style of approximation but value differs by one step. 

As it is visible in fig. 2.25 for moment of time, t6 for example approximation always introduce 

error ȹx between true signal value and assumption of DMI. 

In fact approximation error ȹx does not play significant role in modern equipment where OW 

size is 16 or 24 bits and DiC based ADC is able to perform conversion in less than 1ms. Bigger 

impact on DMI is caused by noise that comes with measured signal. Due to DMI's high input 

impedance and selectivity of ADC, noise make high precision measurements problematic and 

shift position of last significant digit to one, that is not changing in certain period of time. For 

example, observer perform voltage measurement with tool able to display measured value with 

10 digits. Due to DMI construction, last 5 digits (positions form 1 to 5) change rapidly and are 

almost unreadable. Value at position 6 does not change so it can be considered as last significant 

digit. Basically this mean that signal to noise ratio determine last significant digit and is tied to 

range selected. 

For ADC's with DiC two approaches for OW generation is used: 

¶ Direct count method expect counter to increase value of OW by one every clock cycle. 

This method is used in cheap DMI's with slow response time and it's main advantage is 

simplicity. 

¶ Floating ñoneò method means setting a value 1 in OW oldest (biggest) bit and 

comparison of result. If UDAC is over Uin, bit value is set to 0 and next bit is populated by 1. 

Value of position remain 1 if UDAC appear to be below Uin. However method is more 

complicated than direct count, it is much faster as it need fixed count of clock cycles to achieve 

result. Technically with clock running at 32MHz it takes 0.75ɛs to fill register and obtain OW. 

However DMI's parameter - time to obtain OW (tOW) and provide measurement value might 

sound as not very important, it can be considered as true only in case when observer is human 

and a static value is desired. Today this appear to be only one specific case of many. While DMI 

is capable to provide a large array of values thus showing dynamics of measured process, 

observer is able to do more accurate decisions. In complex systems DMI usually is a key 

component that provide automated management system, acting as observer, with data about 

system state. So DMI is a true footstone of every Intelligent System (IS), component that adds 

intelligence to the system. So if time to make decision should be kept as short as possible, speed 

of DMI is extremely crucial. 

Another key factor of every MI, and DMI is not an exclusion, is maximum working frequency 

(f). It is directly related to ADC sampling rate. According to Nyquist-Shannon sampling 

theorem (know also as Kotelnikov's theorem), highest frequency of spectrum in signal applied 

as Uin, that is taken in account, is half of OW generation frequency 

Ὢ .       (2.39) 

This aspect, in fact, dramatically reduce maximum working frequency of DMI where direct 

count DiC is used.    
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3 ELECTRICAL ENGIN EERING  
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  DC circuits  

 Elements of  DC circuits 

An elementary DC electrical circuit consists of a DC source of electrical energy, load ï a 

consumer of the energy, connecting wires, terminals with the help of which the wires are 

connected to the source as well as of commutating (like switch) and protecting (e.g. fuses) 

devices. The DC source of electrical energy consists of a unidirectional source of EMF E and 

its internal resistance Ri (Fig.3.1). One pole of the source has a constant positive polarity but 

the other ï constant negative. The DC source of EMF could be provided by chemical 

accumulators, photovoltaics, fuel-cells, etc. Electrical current is a constant movement of 

charged particles through the close (with switch S in ON condition) circuit directed form the 

positive pole of the source of EMF to the negative one. In respect to the load the current is a 

result of an action of the potential difference across the load which is called voltage U. EMF 

and voltage are measured in volts [V], electric current ï in amperes [A]. For DC circuits all 

electrical values are marked with the use of uppercase letters I, U, etc. 

Because of the inside structure of the conductors and other elements any electrical circuit and 

the EMF course itself resists to the movement of the current; this phenomenon is called an 

electrical resistance (R). The unit of measurement of the electrical resistance is Ohm [ɋ]. The 

resistance of the conductor depends on its material, its length as well as cross-section area. The 

resistance of the load is calculated for gaining a certain job on the load by the action of the 

current and this resistance is much higher than that of the energy source and the wires.  

 

Figure 3.1. A Simple DC electrical circuit 

Resistivity of a conductor is used to evaluate electrical features of material. Resistivity is 

different for various materials and these data could be found in special handbooks. Resistivity 

is designated as ɟ, measured in [ɋ*m] and has the following correlation with the resistance of 

the whole conductor: 

Ὑ  ,      (3.1) 

where l ï is the length of the conductor, m; s ï cross-section area of the conductor, m2. 

All materials are divided into 3 groups: 

  1 ï conductors of electrical current, which have small level of resistivity ɟ, 

 2 ï insulators with high level of ɟ,  
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3 ï semiconductors which could have different resistivity depending on specific conditions. 

For the most useful conduction materials ɟ has the following meanings: 

¶ for copper wires ɟ=0.0175*10-6 ɋ*m,  

¶ for aluminum wires ɟ=0.027*10-6 ɋ*m, 

¶ for steel wires ɟ=0.1*10-6 ɋ*m. 

The material usually used for the wires is steel or copper; the resistance of the wires ordinary 

is much lower than that of the load then the voltage drop across the wires is very low and 

therefore can be neglected at calculations. 

 Ohmôs Law 

The correlation of EMF (voltage), resistance and current in the given circuit is described by so 

called Ohmôs Law: the current in the circuit is directly proportional to the EMF (voltage) and 

reversibly proportional to the whole resistance of the circuit: 

Ὅ .     (3.2) 

Ohmôs law is valid not only for the whole circuit but also for any of its part. At any part of the 

electric circuit the voltage is supplied in the direction from the point of higher potential to the 

point of lower potential, i.e. across the load the voltage id directed from the positive terminal 

of the source to the negative and calculated as 

Ὗ ὍϽὙ,      (3.3) 

where U ï is a difference of potentials in volts [V]. Ohmôs law for a part of electrical circuit 

could be formulated as follows: current through a part of an electrical circuit is equal to the 

voltage, supplied to the terminals of this part divided by its resistance. 

 Theorem of the voltage source (Theveninôs theorem) 

This theorem describes features of a source of voltage containing EMF and internal resistance 

in series. The theorem states that any network with respect to a pair of terminals may be replaced 

by a voltage source (equal to the open-circuit voltage between the terminals) in connected in 

series with a resistance. If the switch S in Fig.3.1. is in turn0off condition the current is equal 

to zero and the voltage supplied to the terminals corresponds to EMF (Us=E). This is so called 

open-circuit condition. If the terminals of the source are connected shortly by a wire, a short 

connected circuit takes place, then 

Ὅ Ὁ
Ὑ.      (3.4) 

The internal resistance of the source could be determined from this (2.4) expression. 

Nevertheless the current here is very high. That is the reason why this condition of the circuit 

is not used, so the circuit is usually loaded with an external load.  

In the case of external loading the voltage between the terminals is Ὗ ὍϽὙ. The voltage 

supplied to the internal resistance of the source is: 

Ὗ ὍϽὙ Ὁ Ὗ,     (3.5) 
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Therefore the internal resistance of the  source is equal to Ὑ
Ὁ Ὗ

Ὅ. 

The relation between U and I is called a loading characteristic of the source and it is shown in 

Fig.3.2. 

 

Figure 3.2. The loading characteristic of DC source 

 Electrical Power 

Electrical power of any element of the circuit is a product of its current and voltage: 

ὖ ὟϽὍȟὡ ὡὥὸὸ .    (3.6) 

Taking into account Ohmôs law two other versions of realisation of the power could be used: 

ὖ ὍϽὙ ϽὍ ὍϽὙ,     (3.7) 

ὖ ὟϽὟὙϳ Ὗ Ὑϳ  .    (3.8) 

It should be mentioned that in DC circuits all the power of the resistive elements is transformed 

into heat. In respect to the connecting wires a specific indicator ï current density j - is used for 

the calculations of cross-section area of the wires for appropriate temperature conditions with 

current in the wire. For individual connecting wires this indicator is about  Ὦ σȣτϽ

ρπὃȾά ; for the wires in a coil it is Ὦ ςϽρπὃȾά . 

For the protection of power source and whole electrical supply network an especially low 

resistance of wire with higher resistivity is inserted in series into the circuit. It is so called fuse 

(see fig.3.1) ï circuit protection element. If the current in the circuit is inadmissibly high a 

power of higher density if dissipated in the resistance of the fuse (because of small size of the 

fuseôs wire) and the wire is melted so open the circuit and protecting the network wires and 

supply. 

Power generated by the EMF source is the following: 

ὖ ὉϽὍ.      (3.9) 

Relation between the power of the load and that of the source is called an efficiency factor:  

–  .                                   (3.10) 
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For the circuit in Fig.3.1.  –
Ͻ

Ͻ
 . 

Voltage drop across the internal resistance of the source could be defined as the losses of voltage 

which decrease the efficiency factor.  

 

  Complex electrical circuits and Kirchhoffôs laws 

A real electrical circuit could include more than one source of EMF as well as resistors (loads) 

connected in different ways. In Fig.3.3 one example of a complex circuit containing three 

resistors and two EMF is shown. Three indifferent ways directed currents are possible in this 

case. Current I1 is running to point 1 and currents I2 and I3 are running in the direction from it. 

There are three branches of current in the given scheme.  

 

Figure 3.3. A complex DC electric circuit 

Kirchhoffôs Current Law states that the algebraic sum of all currents towards a node is zero. If 

the current runs to the node a symbol ñplusò (+) is applied, if the current runs from it then it is 

ñminusò. Therefore in accordance with KCL: 

Ὅ Ὅ Ὅ π,     (3.11) 

or Ὅ Ὅ Ὅ . 

This circuit can be also considered as a combination of two loops. For the loops Kirchhoffôs 

Voltage Law states that the algebraic sum of the EMFs around the loops is equal to the sum of 

voltage drops. Thus for the left loop: 

Ὁ ὍϽὙ ὍϽὙ,     (3.12) 

For the right loop  

Ὁ ὍϽὙ ὍϽὙ.    (3.13) 

Further applying together KVL, KCL and Ohmôs law the current in each branch can be 

calculated as well as on the basis of these laws of electrical circuits a number of methods and 

approaches to solve complex electrical circuit are developed.  
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 Circuits of single-phase alternating current  

 Circuits with resistors 

If a circuit of alternating current contains a resistor R (see fig.3.4) the instantaneous value of 

the current i is changing in accordance with the changes of instantaneous value of the supply 

voltage Ὗ ίὭὲ: ‫ὸ 

Ὥ ίὭὲ‫ὸὍίὭὲ‫ὸ.     (3.14) 

A pointer of a voltmeter V connected in parallel to the input terminals and in series connected 

ammeter A could not follow to the quick changes of the instantaneous values. The devices are 

performed following the principle of electromagnetic influence, and they measure the real 

active value of the signals (so called root-mean-square value or RMS): 

Ὗ ᷿ Ὗ ίὭὲ‫ὸϽὨ‫ὸὍ ρ
ς.    (3.15) 

As we can see the correlation between the maximum and RMS values of the sine-form signal 

is 

Ὧ Ѝς.      (3.16) 

For RMS value ὍϽὙ . 

If to multiply the instantaneous value of the current and voltage the instantaneous value of the 

power is obtained as the curve in fig.3.4, which is only positive and changing with double 

frequency of electric supply network. As all instantaneous values of the power are positive this 

circuit has only active power, the average value per period of which is  

ὖ ᷿Ὗ ὍίὭὲ‫ὸϽὨ‫ὸὟϽὍ.   (3.17) 

In the circuit under consideration the phasors of current and voltage are congruent in phase, i.e. 

they are of the same direction and rotate with the same velocity.  

Active power is measured in watts (W) by means of wattmeter with two coils ï the coil of 

current and the coil of voltage (Fig.3.5). The deviation of the indicator depends on the torque 

produced by interaction of the magnetic flux of both coils similar to the case of DC power. 

Measurement of the RMS values of the current and voltage is realised by electro-magnetic 

devices on the basis of interaction of magneto-motive force of the coil with current and iron 

armature with a pointer (Fig.3.5.). 
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Figure 3.4. AC circuit with resistance and diagram of the its signals 

 

Figure 3.5. Measuring of power of AC circuit 

 

  AC circuits with coil (reactor or inductor) 

In the case when the circuit contains an inductor only it looks like in Fig. 3.6. 
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Figure 3.6. AC circuit with a coil and diagrams 

 

As it was already said the voltage of the coil is the following: 

ό Ὗ ίὭὲ‫ὸὒ  .     (3.18) 

With this (3.18) expression we can derive another one for an instantaneous value of the current: 

Ὥ ί᷿Ὥὲ‫ὸϽὨ‫ὸ ὧέί‫ὸὍὧέί‫ὸ.    (3.19) 

This expression allows concluding that at t=0 when uL=0 the current has a negative maximum 

value ïIm (Fig.3.6.), but at ɤt=ˊ/2, when uL=Um, the current is i=0, i.e. the current lags behind 

the voltage by 90Á in phase.  

The maximum value of the current is calculating dividing Um by ɤL. Therefore ɤL corresponds 

to the impedance of the coil. But the multiplication of  UL and i corresponds to a sine-form 

signal with double frequency, the average value of which is zero. It means that no active power 

exists there. Therefore the notion of inductance impedance is stated: 

ὢ ‫ὒ,      (3.20) 

but the power periodically changing in the network is a reactive power: 

ὗ ὟϽὍ,      (3.21) 

where Ὗ
Ὗ

Ѝς
  - is RMS value of the voltage and Ὅ

Ὅ

Ѝς
 ï RMS value of the current 
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Ὅ .      (3.22) 

Consequently the reactive power could be represented as 

ὗ Ƞ ὗ ὍϽ‫ὒ.     (3.23) 

The measurement unit of reactive power is var.  

 

 AC circuits with capacitors 

 Capacitor is an electric device with two insulated plates. Direct current can not flow through 

the plates. In the case of alternative current the polarised biasing current is 

Ὥ ὅ ,      (3.24) 

where capacity C is measured in farads (F). In fact, the capacity depends on a distance between 

the plates, their area and characteristics of an insulator between them.  

The current flowing through the circuit with a capacitor is (Fig.3.7):  

Ὥ ‫ϽὅϽὟ Ͻὧέί‫ὸὍϽὧέί‫ὸ.  (3.25) 

 

Figure 3.7. Scheme and diagrams of AC circuit with capacitor 

 

When t=0 and uC=0 the current has a positive maximum value Im, but if ɤt=ˊ/2 and iC=0 the 

voltage has its maximum, i.e. the current iC leads voltage by 90Á in phase (Fig.3.7.). 

The maximum value of the current could be calculated multiplying Um by ɤC. Therefore value 

1/ɤC refers to a resistance of capacitor. But in this case like in the previous the multiplication 
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of uC and iC is a sine-form signal with double frequency, the average value of which is equal to 

zero, i.e. no active power generated. Therefore the capacitive impedance is 

ὢ ,      (3.26) 

but the reactive power is 

ὗ Ὗ ϽὍ Ὗ Ͻ‫Ͻὅ ,   (3.27) 

where Ὗ Ὗ ȾЍς , but RMS value of the current is 

Ὅ ὟϽ‫Ͻὅ.     (3.28) 

For both inductive and capacitive cases the phasors od reactive power as well as that of the 

current are opposite directed. When όϽὭ is negative (Fig.3.6.), όϽὭ is positive and vice 

versa.  

 

 AC circuits with coils and resistors 

Conventionally the circuits with resistor R and inductance L are in practical applications 

(Fig.3.8). 

Figure 3.8. AC circuit with coil and resistor 

 

In such circuit the same current i runs through all the elements. The phasor of the voltage across 

R coincides in phase with the phasor of current Im, but phasor ULm leads the current Im by 90Á 

Therefore 

Ὗ Ὗ Ὗ Ὅ Ὑ ὢ .    (3.29) 

In terms of vectors KVL for a series connected circuit is considered as Ὗ Ὗ Ὗ . 



104 

 

For RMS value 

Ὅ .      (3.30) 

where Z is a total impedance of the circuit. 

In this case the product of u and i is a periodic curve with double frequency which is asymmetric 

in accordance to the axis of time, the average value of the signal (active power P) is higher than 

zero level. 

The voltage drop across the resistor gives active power (Fig.3.8.) 

ὖ Ὗ ϽὍ [W].     (3.31) 

The same voltage gives a reactive power in the coil, 90Á leading in phase 

ὗ ὟϽὍ ὍϽ‫ὒ [var],     (3.32) 

but the product of input voltage and current creates so called apparent power 

Ὓ ὟϽὍ [VA].      (3.33) 

From the diagram in Fig.3.8. we can see that  

Ὓ ὗ ὖ       (3.34) 

or 

ὧέί•
Ͻ

 .     (3.35) 

The least parameter illustrates the relation between useful and total power of the circuit and is 

called ñpower factorò.  This expression (3.35) can derive another widely used description of 

active power ὖ ὟϽὍϽὧέί•. 

The sign of angle ű can be considered from vector diagram of power:  ὸὫ• π, 

i.e. in respect to the formed power for a circuit with inductive impedance and resistor angle ű 

is signed positive. 

 

 AC circuits with capacitor and resistor 

In such kind of circuits (Fig.3.9.) the same current i runs through both elements. Vector URm is 

in phase with Im , but vector UCm lags that by 90Á. 
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Figure 3.9. Scheme and diagrams of the circuit with capacitance and resistance 

 

Therefore 

Ὗ Ὗ Ὗ Ὅ Ὑ ὢ .     (3.36) 

For RMS values 

Ὅ ,      (3.37) 

where Z is a total impedance of the circuit. The product of u and i is also a periodic asymmetric 

to the axis of time curve of double frequency, the average value of which (active power P) is 

higher than zero.  

As we can see from Fig.3.9. vector of reactive power QC lags vector P, but at the same time 

vector of the apparent power S lags P for ű<90Á as well. Power factor in this case is 

ὧέί•  ,      (3.38) 

where the reactive power of the capacitor is  ὗ ὍϽὟ ὍϽὢ Ὅ
.‫ὅ 

From the vector diagram of power π . 

As QL and QC are mutually opposite directed power QL is assumed to be with ñ+ò sign, but QC 

ï with ñ-ñ. 
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  Three-phase AC systems 

 Generation of three-phase voltage 

Like other electric machines three-phase generators also consist of stator and rotor. The rotor 

in this machine is a constant magnet or electro-magnet, but the stator is represented a three 

frames of conductors which lag behind each other by 120Á (Fig.3.10) with frames A-x, B-y, C-

z. If the magnet rotates in a clockwise direction then at the position of the figure the polarity of 

EMF induced in the frame A-x is positive relatively to the lead x, but the amplitude of EMF is 

maximum. After rotating the rotor for 60Á the lead C of the frame C-z is maximum negative 

relatively to z. After 60Á more the lead B of the frame B-y is maximum positive relatively to y, 

etc. Thus a system of three sine-form alternative voltages shifted in time and space by 120Á and 

relative rotating vectors UAx, UBy, UCz of this system are formed (Fig.3.10.). 

Figure 3.10. Realisation of three-phase sine-form voltages system  

If the leads x, y ,z are connected together forming so called zero point then the windings have 

ñYò connection. The voltage induced by each frame is called a phase voltage. Thus there are 3 

phase voltages (UA, UB, UC) shifted for 120Á each to other and measured between pairs of leads 

A and 0, B and 0, C and 0 correspondingly. These voltages are called phase-to-zero voltages 

Up-0. 

The load of the generator in its turn could be connected to each of three phase-to-phase voltages  

Ὗ Ὗ ὟȠ 

                  Ὗ Ὗ ὟȠ     (3.39) 

Ὗ Ὗ Ὗ Ȣ 

The correlation between phase-to-phase and phase-to-zero voltages could be defined from the 

vector diagram (Fig.3.12). 
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Figure 3.11. Electrical scheme of three-phase power supply 

 

Figure 3.12. Vector diagram of three-phase system 

 

For example from the triangle COB with the side πȢυϽὟ  the following can be determined: 

Ὗ ςὟ πȢςυὟ ςϽὟ σ
τ Ὗ Ѝσ.  (3.40) 

The three phases with a zero wire are supplied to the industrial consumers (Fig.3.11.). A voltage 

of 220V between one phase and zero point, i.e. an RMS value of the phase-to-zero voltage, is 

used for lighting and household needs of consumers: Ὗ ЍσϽςςπσψπὠ. 

To balance the supply system all three RMS values of the phase-to-zero voltages should be 

fully the same and symmetric. So do the three phase-to-phase voltages. Such supply system is 

symmetric. If all three phase currents of the generator are with the same RMS values and are at 

same shift angle in respect to the corresponding phase-to-zero voltage then the system of the 

currents is also symmetric, i.e. Ὅ Ὅ Ὅ π . The algebraic sum of the instantaneous values 

of these three currents at any time is also zero. But if RMS if these currents are not the same or 

the angle between their vectors is not the same then the sum of all three vectors is not equal to 

zero and there is a current flowing in the zero wire. Such case is unbalanced or asymmetric. 

For the case of symmetric load of a three-phase system the total power is 

Ὓ σϽὟ ϽὍ ЍσϽὟϽὍ;       (3.41) 

active power  

ὖ σϽὟ ϽὍϽὧέί•ЍσϽὟϽὍϽὧέί•;   (3.42) 
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reactive power  

ὗ σϽὟ ϽὍίὭὲ•ЍσϽὟϽὍϽίὭὲ•;   (3.43) 

In the case of asymmetric load each phase has its own RMS value of current and shift angle. 

Then the total power is the sum of all three phase.  

 

 Connection schemes with symmetric load 

The three-phase load can have wye (Y) or delta (ȹ) connection (fig.3.13). In the case of 

symmetric load with Y connection the RMS values of all three currents are the same. As a total 

impedance (Z) of each phase is the same the phase shift ű of all three currents in respect to a 

corresponding phase-to-zero voltages are also the same and a vector sum of the currents is 

Ὅ Ὅ Ὅ π.     (3.44) 

Zero wire could be disconnected. Voltage U0-0L between zero points of the generator (0) and 

that of the load (0L) is equal to 0. 

Figure 3.13. Electrical schemes for Y (a) and ȹ (b) connections of the load 

Zero wire does not need ȹ connection and each of three voltages of the load impedance (legs) 

is equal to line-to-line voltage. If all three impedances Z are the same the total power of the 

load is  
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Ὓ σϽὟϽὍ ЍσϽὟϽὍ .     (3.45) 

The angle between IAB and ïIBC is 60Á and the vector sum of them is Ὅ ЍσϽὍ ЍσϽὍ . 

 

 Y Connection of asymmetric load 

If there is a zero wire in the system then in the case of an asymmetric load 

Ὅ Ὅ Ὅ Ὅ π       (3.46) 

and the current IN leaks through the zero wire. The system of phase-to-zero voltages is 

symmetric because it depends on the symmetric system of supply voltages. If the load is 

asymmetric, i.e. ὤ ὤ ὤ, and the system has no zero wire then a voltage exists between 

zero point of supplying source 0 and load 0L. 

This voltage could be defined calculating the following system of equation: 

Ὗ Ὗ ὍϽὤ π ȟ 

     Ὗ Ὗ ὍϽὤ π ȟ             (3.47) 

Ὗ Ὗ ὍϽὤ π ȟ 

Ὅ Ὅ Ὅ π Ȣ 

Then the voltage between zero points 

Ὗ
Ͻ Ͻ Ͻ Ͻ Ͻ Ͻ

Ͻ Ͻ Ͻ
.        (3.48) 

The load voltage of phase A 

  Ὗ
Ͻ Ͻ Ͻ Ͻ Ͻ Ͻ Ͻ Ͻ

Ͻ Ͻ Ͻ
.    (3.49) 

The load voltage of phase B 

Ὗ
Ͻ Ͻ Ͻ Ͻ Ͻ Ͻ Ͻ Ͻ

Ͻ Ͻ Ͻ
.    (3.50) 

And that of phase C 

Ὗ
Ͻ Ͻ Ͻ Ͻ Ͻ Ͻ Ͻ Ͻ

Ͻ Ͻ Ͻ
.    (3.51) 

Although the system of phase-to-line voltages is out of symmetry, the system of phase-to-phase 

voltages is symmetric. 
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4 SPECTROSCOPY, MICROSCOPY, 

MAGNETOMETRY ,  ELLIPSOMETRY  
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 Optical spectroscopy of molecules  

Molecule is the smallest part of a substance possessing its main chemical and physical properties 

and capable of independent existence. The molecule consists of different or the same atoms coupled 

into the single entity by chemical bonds. The number of atoms in the molecule may vary from two 

(H2, N2, CO etc.) to thousands (e.g. protein molecules). Coulombic attraction of electrons to nuclei 

of atoms plays the decisive role in chemical bond formation. However, only the quantum theory 

allows understanding the chemical bond nature as well as physical and chemical properties of 

molecules. 

 Energy levels and types of molecular spectra 

Energy of molecules. Electronic energy levels. As it has been mentioned a molecule is a 

quantum-chemical system and in order to describe it, i.e. to get whole set of possible eigenfunctions 

(or wavefunctions) and corresponding eigenvalues (energies) for a molecule, one should solve 

Schrºdinger equation, taking into account the motion of electrons and nuclei, interactions between 

electrons, electrons and nuclei, and also interaction between nuclei within the molecule. The exact 

analytical solution of this equation, even in the case of a diatomic molecule (except hydrogen ion 

H2
+ https://en.wikipedia.org/wiki/Dihydrogen_cation) is impossible. However, at some conditions 

with sufficient accuracy the mentioned problem can be reduced to the system of three new and 

related problems, which could be solved in a consecutive manner. These problems are as follows: 

determination of electronic Ee, vibrational Ev and rotational Er energies of the molecule as well as 

their corresponding wavefunctions. In this so called Born-Oppenheimer approximation the total 

energy of the molecule is represented as a sum of the corresponding energies 

re EEEE ++= u
.                                 (4.1) 

Initially Schrºdinger equation for the electronic wave function 
ey  should be solved. It describes 

spatial distribution of electron probability density in the molecule with nuclei fixed at some 

distances from each other. Only one parameter - distance r between the atoms is needed to describe 

nuclei cofiguration for diatomic molecules, while for multi-atom molecules more parameters (or 

internal coordinates) are required. The solution of Schrºdinger equation gives the set of the electron 

wave functions ( )ney  and corresponding values of electron energies ()nEe
 (where n  ï state 

number). It is noteworthy, that additional approximation - one-electron approximation model is 

often used while finding the Schrºdinger equation solution. The one-electron approximation is 

based on the assumption that the quantum system can be described as a system of individual 

electrons moving in an averaged potential field, which takes into account interactions with atomic 

nuclei and with other electrons. The multi-electron wavefunction ()ney  of a many-electron system 

in the one-electron approximation has form of the Slater determinant of a certain set of one-electron 

wavefunctions. Additionally, electrons in diatomic molecules could be conventionally divided into 

two types: the electrons remaining at the atomic electron orbitals (called nonbonding n-electrons) 

and electrons which which wavefunctions participate in construction of molecular ů- and/or ˊ- 

electron orbitals, providing interatomic chemical bond. For diatomic molecules in a specific 
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electronic state the internuclear distance r affects values of electronic wavefunction ()ney  and its 

energy value ()nEe
. Thus, solution of Schrºdinger equation for the electron wavefunction of the 

diatomic molecule at different r values (0<r<Ð) gives series of ()reE  functions (so-called 

configuration curves). This is in contrast to the case of atom where the solution gives set of 

numbersï electronic energy levels (compare Fig. 4.1. and Fig. 4.2.). 

Since ()reE  contains all kinds of the intramolecular energy except the nuclei kinetic energy the 

function ()reE  represents the effective potential energy of the fixed molecule. Under this approach 

the functions ( )reE  are often denoted by Ue(r) and called potential curves. 

The necessary condition for molecule stability in the given electronic state is the presence of a 

minimum for ( )reE  function at a certain ɟ=ɟ0n value ï equilibrium internuclear distance (Fig. 4.2). 

The function ( )reE  increases rapidly if r value becomes smaller than ɟ0m (due to nuclei repulsion) 

and tends to a limit ( )ÐeE  at larger distances r (at rŸÐ the mutual interaction between the atoms 

goes to zero). 

 

Figure 4.1. Typical electronic energy levels 

diagram of an atom 

 

Figure 4.2. Typical potential energy 

surfaces (configuration curves) for three 

consecutive electronic states in the 

molecule 

If  total energy of a molecule reaches ( )ÐeE  value the molecule will break down i.e. dissociate into 

ions or neutral atoms (depending on nature of chemical bonds). If the number n increases (i.e. we 

are going to higher excited electronic states) shape of configuration curves changes: usually, the 

curve minimum becomes shallow and the equilibrium distance ɟ0n increases (Fig.4.2.). Sometimes, 

the second excited state ( 3=n ) could not be realized due to too shallow minimum and the 

molecule becomes unstable. 
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As mentioned above each electronic state of a molecule is characterized by a specific configuration 

curve and the corresponding wavefunction ()ney  which describes spatial density distribution of 

electrons. As an example the Fig. 4.3. represents the distribution of the electron density for two 

ground states for H2 and N2 molecules. 

 

 
 

H2 (occupied ů-orbital) N2 (occupied ů- and two ́ -orbitals) 

Figure 4.3. Isosurface plot of total charge density in the ground states of H2 and N2 molecules. 

Basis set cc-pVDZ, charge density contour value =0.035 

 

Thus the most important characteristics of electronic state for each molecule are: equilibrium 

distance ɟ0n, the minimum value of the electron energy ( )
neE 0r  and the energy difference ( )ÐeE ï

( )
neE 0r . This difference (up to a zero-point vibrations energy, see below) is equal to molecule 

dissociation energy Dn  for the corresponding electronic state. 

The deeper is the minimum on configuration curve, i.e. when Dn. is larger the chemical bond will 

be stronger. As a rule, dissociation energy for the ground electronic state (n=1) in the molecule is 

the highest. 

The energy difference between neighboring electronic states decreases when number n increases 

and for atoms and molecules has the value of 1 ï 10 eV. 

The vibrational energy of diatomic molecules. Diatomic molecule vibrations problem is solved 

by means of one-dimensional Schrºdinger equation for the vibrational wave function ()ryu . In 

this equation the electron energy ( )reE  should be used as a potential energy U(r) in Schrºdinger 

equation. Configuration curves ( )reE  should be used for each electron in multi-electron molecules 

to get total potential energy and this results in a set of vibrational problems for the molecule. 

The selection of Un(r) function type depends on the particular model taking into account both 

theoretical considerations and experimental data. 



114 

 

Harmonic oscillator model. The potential function ()rU  can be expanded in Taylor series near 

the equilibrium position 
0r: 

() () ( ) ( ) ( ) ...
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Considering that function ()rU  has a minimum at 
0r=r  (so that 
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where 
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d

Ud
k  the stiffness coefficient of the interatomic bond within the molecule (its force 

constant). 

The system possessing potential energy (4.3) is called a linear harmonic oscillator (LHO). 

According to quantum mechanics LHO has the following allowed energy levels 

ö
÷

õ
æ
ç

å
+un=u

2

1
0hE ,                                                                   (4.4) 

where h is the Planck's constant, u = 0, 1, 2, 3é is vibrational quantum number. According to 

(4.4) the minimum energy 0
2

1
nh  is a so-called zero-point vibrations energy and corresponds to the 

ground state (u=0) of the harmonic oscillator, and the energy difference between neighboring 

vibrational levels is constant and equal to 
0nh  (Fig. 4.4.). The frequency 

0n  
corresponds to the 

frequency of the classical harmonic oscillator and associated with force constant k and atomic 

masses m1 and m2 as follows 

M

k
=

0
n ,     

21

21

mm

mm
M

+
= .                                                        (4.5) 

Anharmonic oscillator model. This model takes into account that configuration curve ()rU  of the 

real molecule is close to a parabola only near the bottom of the potential well, and in case of large 

differences between ɟ and 
0r the curve has significantly another shape from parabola. Right branch 

of the "real" potential ()rU  is flatter than the same one of the parabola and hence such a potential 

well expands with increasing energy faster than for the harmonic oscillator (compare Fig. 4.4. and 

Fig. 4.6). Rigorously in this case the vibrational energy levels will gradually come closer to each 



115 

 

other approaching the dissociation limit (unlike equally spaced LHO levels). Thus the difference 

between the actual configuration curve ()rU  of the real molecule and parabola 

( ) ( )2
00

2

1
r-r+r kU  requires to consider anharmonic terms in the expansion (4.2) and leads to 

deviations of (4.4) when dealing with real molecules. Corrections to (4.4) are usually written as 

expansion in powers of (
2

1
+u ): 
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   (4.6) 

where x, y, ..., coefficients called anharmonicity constants. Typically these constants are 

sufficiently small such that 0 <x << 1,
 

y  << x etc. In contrast to LHO the number of vibrational 

levels in a diatomic molecule is usually finite: quantum number u takes values u=0, 1, 2, é, 
l imu  

(Fig. 4.5.). 

Obviously the sufficient condition for chemical bonding is the presence in the potential well at least 

one vibrational level and the dissociation energy D  is equal to the well depth with the zero-point 

vibration energy subtracted (Fig. 4.2. and Fig. 4.5.)  

 

Figure 4.4 The scheme of the vibrational 

energy levels of a diatomic molecule in the 

LHO approach 

Figure 4.5. The scheme of the vibrational 

energy levels for a diatomic molecule, 

assumption of anharmonic vibrations 

Providing a molecule with an energy higher than dissociation energy D  results in breaking down 

of the molecule so that each separate atom (fragment) acquires some translational velocity. Since 
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the translational kinetic energy of non-bound atoms can take any value (non-quantized), the 

absorption spectrum of the molecule above the dissociation limit will be continuous (Fig. 4.6). 

Hereinafter let us consider the first order of anharmonicity correction in (4.6) 

2

00
2

1

2

1
ö
÷

õ
æ
ç

å
+un-ö

÷

õ
æ
ç

å
+un=u xhhE
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Then the molecule vibrational energy in the state 0=u  (zero-point vibrations energy) is equal to 

()
00

4

1

2

1
0 n-n=u xhhE

,     (4.8) 

and the distances between neighboring vibrational levels are the first energy differences 

u+uu -=D EEE 11
 and according to (4.7) do not remain constant (as it would be for LHO approach) 

and they will decrease linearly as the energy increases: 
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   (4.9) 

According to (4.9) the number of vibrational levels is finite, and the maximal (boundary) 

vibrational number lim
u  is approximately equal to 

x
lim

2

1
åu

      (4.10) 

and thus directly related to the anharmonicity constant x. 

Finally, the dissociation energy D  is obviously equal to the sum of the all first differences 
uDE1

: 

u

u

=u

äD= ED
lim

1

0 .     (4.11) 

Expression (4.11) containing limu  
of terms according to (4.9) presents the sum of terms of an 

arithmetic progression decreasing from 
00 2 n-n xhh  to zero, and therefore, 

( )
limxhhD un-n= 00 2

2

1

.    (4.12) 

Given the fact x << 1, the following expression can be used instead of (4.12): 

limhD un= 0
2

1

.      (4.13) 
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Each electronic state has its own configuration curve and therefore has its own system of 

vibrational levels. Energy differences between vibrational levels are significantly less than between 

the electronic ones of about 10ï2 ï 10ï1 eV. 

Rotational energy of a diatomic molecule. This part of the molecule energy is determined by 

solving the Schrºdinger equation for the rotational motion. In this approach electronic and 

vibrational states are assumed to be found already and the distance between the nuclei in the first 

approximation is assumed to be constant (rigid rotor model). The rotational energy of a diatomic 

molecule is related to its angular momentum L  as 
I

L
Er

2

2

= , where I  is the molecule moment of 

inertia relative to the rotation axis passing through the center of mass and perpendicular to the 

molecular axis. Module of angular momentum vector can take the following quantized values 

,)1( += JJL >
     (4.14) 

Where =J 0, 1, 2, é the rotational quantum number. Therefore, 

)J(JB)J(J
II

L
r

E 11
22

22

+=+==
>

,       (4.15) 

Where 
I

B
2

2>
=  is the rotational constant. Formally, the (4.15) indicates that the rotational levels 

form an infinite divergent system. Actually, however, there is a limit rotational energy, where the 

centrifugal forces "break" the molecule. As (4.15) approaches this limit  it is no longer applicable.  

Energy differences for the lower rotational levels are two orders less than for vibrational ones and 

have values of about 10ï4 ï 10ï3 eV. 

Diatomic molecule energy levels scheme. Using the mentioned above Born-Oppenheimer 

approximation the typical scheme of the energy levels of a diatomic molecule can be represented 

as follows (Fig. 4.6) Each of its electronic states has a set of possible values for vibrational and 

rotational energies. 

Three types of molecular spectra. One can distinguish three types of molecular spectra based on 

transition energy and what kind of energy levels are involved at the transition (Fig. 4.6.). 
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Figure 4.6. Scheme of the electron-vibrational-rotational levels of molecule 

 

Rotational spectra. This type of spectra occurs under A type transitions (Fig. 4.6) when only 

rotational state of the molecule changes. Line spectral frequencies can be derived from the rule of 

Bohr frequencies: 

[ ])1()1()(
1

+-+¡¡- == ¡ JJJJEE
h

B

h
JJrn

    (4.16) 

Keeping in mind the selection rule for rotational quantum number 

1°=-¡¹D JJJ ,      (4.17) 

the transitions are only possible if  quantum of absorption or emission energy of electromagnetic 

radiation is equal to the difference between neighboring rotational levels 

( )1
2

+=n J
h

B
r

     (4.18) 

Thus the rotational spectrum of a diatomic molecule is a series of equidistant lines. 

Since 
rr hE n=D  has the order of magnitude 10-4 ï 10-3 eV, frequencies and wavelengths for 

rotational spectrum are as follows: 

1110 10-10=nr Hz;               lr=1 cm ï 1 mm. 

These lines belong to the microwave range, so the rotational spectra are studied by radio 

spectroscopy methods. 

Only the molecules possessing permanent electric dipole moment (i.e. non-zero dipole moment 

even out of the external electric field) have the rotational spectra. Additionally the substance must 
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be in gas phase. Molecules without permanent electric dipole moment (H2, Cl2, I2 etc.) do not 

absorb light and do not have rotational spectrum. 

Vibrational (vibrational-rotational) spectra. In order to change vibrational state of a molecule it 

is necessary to supply energy quantum of 10ï2 ï 10ï1 eV. Since uED
 
is approximately 100 times 

larger than rED  change of vibrational state of molecules in gas phase is usually accompanied by 

change in rotational state also. As a result series of type B transitions are possible among vibrational 

and rotational energy levels (Figure 4.6). Therefore, in contrast to pure rotational spectra 

considered earlier, upon excitation of a molecule to another vibrational state series of spectral lines 

(vibrational-rotational spectrum) can be observed. Expression for the frequencies in vibrational-

rotational spectrum is: 

[ ])()(
1

rr EEEE
h

-¡+-¡= uuun
     (4.19) 

Since uED  has value of ~10ï2 ï 10ï1 eV, vibrational-rotational spectrum lies in near infrared range: 

un=1012 ï 1013 Hz;      =lu 10-2 ï 10-3 cm. 

The character of the spectrum is easy to figure out if contribution related to rotational levels change 

is not considered. Since the distance between the vibrational levels gradually decreases and the 

selection rules for the anharmonic oscillator allow transitions between any vibrational states pure 

vibrational spectrum would be a group of lines that converge toward shorter wavelengths up to a 

certain limit. Due to the small rotational term (3.10.19) each pure vibrational line splits into a band 

with so-called rotational structure (Fig. 3.10.7). In order to observe this fine structure one need to 

use a spectrometer with sufficiently high resolution. Each line in the vibrational-rotational 

spectrum is associated with a transition between a pair of levels with certain values of u and J. 

However, "allowed" i.e. actually possible transitions are those that satisfy the selection rules. These 

rules for vibrational-rotational transitions are as follows: 

Du = Ñ1, Ñ 2, Ñ 3, ...       D J = Ñ1.     (4.20) 

Transitions with Du= Ñ1 are more probable to occur than with Du = Ñ 2, and so on. Figure 4.7 

shows vibrational-rotational spectrum of HCl. 

In fact in diatomic molecules with non-zero electronic angular momentum (for example NO 

molecule) transitions with D J = 0 are also possible. 
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Figure 4.7.  IR absorbance spectra of HCl isotopologues simulated using the data of Hitran 

database. T = 296K, p = 1 atm 

 

Thus, the frequency 
h

Eu
u

D
nå as well as other parameters are the specific for a diatomic 

molecule. Eigenvalues or natural vibration frequencies as well as other constants for the set of 

diatomic molecules are represented in Table 4.1. 

Table 4.1. Constants that characterize the equilibrium configurations of diatomic molecules 

Molecule 
Internuclear 

distance ɟ, Ȕ 

Moment of 

inertia I, 

10ī47 kgĿm2 

Rotational 

constant B, 

meV 

Vibration 

frequency ɜ, 

1014, sƄ1 

Force constant 

ɢ, kN/m 

2H  0.741 0.46 7.40 1.318 0.57 

2N  1.094 13.99 0.24 0.708 2.30 

2O  1.207 19.46 0.18 0.474 1.18 

2Cl  1.988 117.15 0.029 1.064 0.34 

HCl  1.275 2.64 1.29 0.897 0.52 

HF  0.917 0.80 4.25 1.241 0.97 

CO 1.128 14.57 0.23 0.651 1.90 

 

Espectra (electronic-vibrational-rotational spectra). The nature of these spectra is determined by 

transition between electronic states of the molecule accompanied by corresponding changes in 

vibrational and/or rotational energy levels (C type transitions Fig. 4.6.). The corresponding band 

frequencies in the absorption and emission spectra are determined by the expression: 



121 

 

[ ])()()(
1

ɜ rreee ɽEɽEɽE
h

-¡+-¡+-¡= uu
    (4.21) 

Due to the contribution of quantum energy 
ee Eh D=n  caused by electronic transition the 

electronic-vibrational-rotational spectrum falls into the visible or near-ultraviolet electromagnetic 

range =eɜ 1014 ï 1015 Hz;    =le
10-4 ï 10-5 cm. 

Since many vibrational and rotational sublevels belong to both initial and final electronic states the 

electronic absorption and emission spectra of gas-like substances have very complex structure and 

consist of the relatively narrow bands series. 

The Boltzmann distribution law (4.22) for molecules across the energy levels and the Franck-

Condon principle are the basis for the relative intensity interpretation of the vibrational bands in 

electronic-vibrational spectra. According to Boltzmann equation the level with the lowest 

electronic and vibrational energy is the most populated: 

ù
ú

ø
é
ê

è
-=

kT

h

N

N iki n
exp

0        (4.22) 

For example, there are only ~0.1% of the total number of hydrogen molecules at room temperature 

which are in the first excited vibrational level (u = 1) while the absolute majority of the molecules 

remain in the ground vibrational state (u = 0). 

Therefore, the bands corresponding to the transitions from 1=n , u =0 to n = 2, u = 1, 2, 3, é are 

much more intense than the bands corresponding to the transitions from 1=n , u = 1 to n = 2, u = 

2, 3, é. in the electronic spectra of the diatomic molecules. 

Franck-Condon principle. Due to the fact that the electron mass is much smaller than mass of the 

nuclei the optical electronic-vibrational transitions can be considered to happen in the molecule 

with fixed position of nuclei. Graphically the electronic-vibrational transitions can be represented 

as vertical straight arrows between energy levels of the initial and final states of different electronic 

potential energy curves. These arrows should be drawn in such a way that their continuations cross 

the interatomic distances axis at the point corresponding to the most probable internuclear distance 

typical for the initial electronic state (Fig.4.8). Graphical representation of the vibrational wave 

functions for the combining states is also shown in Fig. 4.8. It is important to note that probability 

of the transition between these states depends on overlap of their wave functions. 
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Figure 4.8. Demonstration of the Franck-Condon principle for different situations: a - internuclear 

distance in the upper and lower states is the same; b - internuclear distance in the upper state is 

slightly larger than in the lower state; c - internuclear distance in the upper state is significantly 

larger than in the lower state 

 

 Vibrational spectroscopy of polyatomic molecules 

IR (infra -red) absorption spectroscopy of the polyatomic molecules. The IR spectroscopy 

method is one of most widely used methods of vibrational spectroscopy due to the simplicity of 

obtaining spectra and comparatively low cost of spectral setup and that is very important in 

qualitative and quantitative analysis of substances. 

The polyatomic molecules are characterized by complex vibrational motion of atoms. However, 

any intermolecular vibrations can be represented as the superposition of a certain number of normal 

vibrational modes. Each of these modes has the characteristic frequency ɜi and is quantized similar 

to the above model of an anharmonic oscillator. The vibrations of molecules are usually considered 

in the framework of the so-called natural coordinate system, where stretching of chemical bonds qi 

and change of the angles between them ɔi are analyzed. If the vibration demonstrates mainly change 

in the bond lengths and bond angles are not changed such vibrations are called stretching 

vibrations. If vibrations result mainly in change of bond angles, and bond lengths are almost 
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unchanged then such vibrations are called deformation or bending vibrations. The stretching 

vibrations are often denoted by the symbol çɜè, deformation ones as çdè. 

Depending on the symmetry, vibrations can be symmetric or antisymmetric. Stretching symmetric 

vibrations are denoted as 
sn  the antisymmetric - 

asn . The examples of symmetric and 

antisymmetric stretching vibrations are shown in Fig. 4.9. 

 

Sym, ns Antisym, nas 

Deformation vibrations  

 

 

 

 

Figure 4.9. Examples of symmetric and antisymmetric stretching and deformation vibrations. Often 

the vibrations are denoted using the following symbols: ɜ ï stretching; ŭ ï in-plane deformation; ɔ 

ï out-of-plane deformation; ɟ ï rocking; s - symmetric; as -antisymmetric 
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The number of Z vibration modes is determined by the number of atoms N in the molecule and its 

structure. For linear molecules 

53 -= NZ       (4.23) 

and for non-linear ones 

63 -= NZ       (4.24) 

The necessary condition for appearance of vibrational absorption or emission spectra is related to 

whether electric dipole moment of the molecule changes during the vibration. In particular, that is 

the reason why vibrational absorption spectra could not be observed for diatomic molecules 

consisting of the identical atoms. In many cases IR spectra of polyatomic molecules do not contain 

symmetrical vibrations lines. This feature reduces the possibility of IR spectroscopy. It is 

considered that molecular vibrations that do not change electric dipole moment of the molecule are 

inactive in IR spectra. However, such vibrations are active in Raman spectra (Raman scattering). 

The physical nature and application of Raman scattering will be considered separately. 

The IR spectroscopy method is a powerful tool for analytical problems of substances containing 

polyatomic molecules. It is important to obtain the qualitative IR spectrum of the test sample and 

interpret it using some set of analytical bands. Frequencies and intensities of the spectrum lines 

represent "fingerprint" of a molecular structure and are specific characteristics of the molecule. 

According to formula (3.10.5) frequency of the vibrational bands are determined by force constants 

for each qi vibrational coordinate. Thus, they could be determined by quantum chemical 

calculations or by spectral measurements of reference substances in terms of compound 

investigation. The analytical spectra interpretation implies establishing correlations between the 

experimentally observed spectrum bands and certain types of intermolecular vibrations. The 

vibrations characterizability and the database of the characteristic vibrations frequencies of 

different chemical bonds of atomic groups should be used for interpretation. Comparison of spectra 

of numerous different molecules revealed that certain atomic vibrations in different molecules often 

have the same or close frequency values called characteristic. The vibrations of C-H, C-C, C=C, 

C-O groups and many others are examples of such type vibrations. All atoms in polyatomic 

molecules are involved into vibrations. However, the vibration amplitude can vary significantly. 

The presence of characteristic frequencies in the vibrational spectra often allows making 

conclusion about the molecule structure. 

The relative intensity as well as the spectral position of the IR vibrational bands is also an individual 

characteristic of molecular structure. The molecule vibrational bands intensity in the IR spectrum 

is proportional to the square of the dipole moment component for the given vibrational coordinate. 

The absolute band intensity in the IR spectrum depends on the sample molecule concentration. 

This fact is used for substance quantitative analysis. 

Table 4.2 shows approximate positions of the main vibrational bands in the IR spectra for the 

characteristic vibrations of atomic groups for different classes of chemical compounds. There are 

tables of characteristic frequencies of the basic functional groups of molecules which show the 



125 

 

frequencies and relative intensities of vibrations of basic functional groups belonging to different 

classes of substances.  

Table 4.2. The characteristic vibrations frequencies of the atomic groups in the IR spectra of 

polyatomic molecules 

Functional group Vibration frequency, cm-1 Intensity 

CïH, stretching 2700-3300 intense 

CïH, bending 1300-1500 intense 

CïH, bending 800-830 intense 

ʆïʅ, stretching 3000-3700 intense 

ʆïʅ, bending 1200-1500 medium 

NïH, stretching 3000-3700 medium 

NïH, bending 1500-1700 intense 

ʉïʉ, stretching 800-1200 medium 

ʉ=ʉ, stretching 1600-1700 medium 

CïO 1050-1300 intense 

C=O 1690-1760 intense 

NO2 1300-1370 intense 

CCſ  2100-2400 weak 

NCſ  2100-2400 medium 

ʉïF 1000-1350 intense 

ʉïʉl 710-770 intense 

 

The stretching vibration frequencies of hydrogen atom bound to carbon, nitrogen or oxygen belong 

to short-wavelength (high frequency) spectral range 3700 ï 3200 cm-1. Frequencies of X-H groups 

are in the highest frequency range of the spectrum. 

Attaching atom with increased mass to the carbon atom results in appearance of absorption bands 

in the lower frequency range of the spectrum. Thus, vibration frequency of the C-H-groups is about 

3000 cmï1, CïC vibrations frequencies are in the range of 1100ï900 cmï1, and CïBr about 600 

cmï1. The increase in chemical bond order results in vibrations frequencies increase. 

IR spectrum of aromatic rings shows medium intensity peak of stretching vibrations C-H about 

3030 cmï1. 
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Another characteristic feature is that stretching vibrations of aromatic carbon-carbon bonds are 

usually observed at 1600 and 1475 cmï1. 

Finally, the aromatic ring reveals intense absorption band in the range of 800-690 cmï1, caused by 

deformation CïH vibrations. All of the mentioned features of the aromatic ring are observed in the 

toluene IR spectrum (Fig. 4.10.). 

 

 

Figure 4.10. IR spectrum of toluene 

 

The scheme of substance analysis using IR absorption spectra 

1. Classification of the organic compounds (saturated, unsaturated, aliphatic, aromatic, 

heteroaromatic) taking into account the IR absorption spectra is based on the characteristic 

frequencies of stretching vibrations of CïH, CïC, C = C, CſC bonds and also out of plane 

deformation vibrations of CH-bonds. The range of frequencies 2500-1500 cm-1 is the most 

informative for this purpose. 

 

2. After compound classification it is necessary to identify the main functional groups present in 

the molecule. Absorption bands in the range of 4000-2500 cm-1 should be analyzed. It allows 

unique identification functional groups such as OïH, NïH, SïH, as well as various types of carbon-

hydrogen groups Csp3ïH, Csp2ïH, CspïH, (O =) CïH (aldehyde). After the characteristic bands of 

stretching vibrations for certain types of bonds in the spectrum are detected it is necessary to find 

out the bonds of respective deformation vibrations in the range of 1500-500 cm-1 for example in 

the case of OïH, NïH, CïH bonds. 
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Raman Spectroscopy. 

Raman scattering is an inelastic light scattering related to electric dipole moment oscillation of the 

molecule induced by electric field E
C

 of incident electromagnetic wave. The induced dipole 

moment of the molecule is determined by its polarizability and the wave electric field 

Ep
CC
ae= 0 . (4.25) 

In case of monochromatic wave with frequency n0 

tcosEE 00 2pn=
CC

      (4.26) 

Value a is a function of molecular vibrational coordinates and depends on distance between the 

atoms, i.e. a=a(qi), where qi is the generalized vibrational coordinate of atoms in the molecule. In 

the simplest approximation 
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where )tcos(qq iii pn= 20 . As a result one can obtain 
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Thus, under the field of propagating monochromatic electromagnetic wave, an induced electrical 

dipole moment of the molecule will oscillate with frequencies n0, n0°ni. As a result the secondary 

emission appears as Raman scattering and bands with satellite frequencies n0+ni and n0ïni will be 

observed in addition to the fundamental frequency n0 (Fig.4.11).  

 

Figure 4.11. Raman spectrum 
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Occurring of combination frequencies is the consequence of the incident wave field modulation by 

intermolecular vibrations. 

The following features are typical for the Raman scattering. 

1. Besides the main line of Rayleigh scattering with n0 frequency in the spectrum there are lines of 

unnÑ0  frequencies representing combinations of the main frequency and the frequencies of the 

molecule normal vibrations. The intensities of these lines by 6-8 orders of magnitude are lower 

than the Rayleigh line intensity. Lines with the frequencies of n0 - nɡ are called Stokes lines; lines 

with the frequency of n0 + nɡ ï anti-Stokes lines. 

2. The difference between the Rayleigh line frequency and the frequency of Raman line does not 

depend on the incident light frequency and is equal to one of the natural molecule vibration 

frequencies. 

3. The intensity of anti-Stokes lines is much lower than the intensity of the Stokes lines and 

increases with temperature growth. 

Classical theory explains observed combination frequencies in scattering spectra of  molecules and 

crystals but does not allow determination of the individual vibrational bands intensity as well as 

the difference of the Stokes and anti-Stokes lines intensities. The most complete description of 

Raman scattering spectra is given by quantum theory. 

According to the quantum model the radiation of frequency ɜ is considered as a flow of photons 

with energy hɜ. The photons scatter in collisions with molecules. In the case of the elastic scattering 

photons deflect from the direction of their movement without energy change (Rayleigh scattering). 

There are also cases when collision causes energy exchange between the photon and the molecule. 

At this kind of collision the molecule can get or loose some energy according to quantization rules 

ï its energy can change by ȹE value corresponding to the energy difference of its two allowed 

vibrational states. In other words, ȹE value must be equal to the molecule vibrational and / or 

rotational energy change. When the molecule acquires energy ȹE at the scattering event the photon 

changes its energy to E0 ï ȹɽ or frequency to ɜ ī ȹE/h respectively. When the molecule loses 

energy ȹE at the scattering the frequency of the scattered photon will be equal to ɜ + ȹE/h. 
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Figure 4.12. The Scheme demonstrating the Raman Scattering quantum model 

According to the quantum transitions theory the spectral line intensity is proportional to the number 

of particles participating in the transition, i.e. number of particles at the initial energy level (level 

population). Therefore, under thermodynamic equilibrium conditions the intensities ratio of Stokes 

and anti-Stokes lines should be equal to the population ratio of the corresponding vibrational levels 

and can be determined by Boltzmann formula (3.10.22). Expression (3.10.22) shows that intensity 

of the Stokes lines will always be higher than the anti-Stokes lines intensity, and the intensity ratio 

depends on the temperature and vibrations frequency. 

At low temperatures population of the first vibrational level is low. At room temperature for 

vibrational frequency of 1000 cmī1 there are only 0.7% of the molecules on the first vibrational 

level, so the anti-Stokes scattering intensity is low. With temperature growth population of the 

excited vibrational level increases and the intensity of anti-Stokes lines increases. 

Raman spectroscopy is a section of molecular spectroscopy studying Raman spectra and is widely 

used for structural analysis and chemical compounds identification. 

Raman spectroscopy has the significant disadvantage due to low scattering cross-section, i.e. the 

relatively low intensity of the individual vibrational bands. Therefore it is necessary to use intensive 

light sources for excitation and relatively high concentrations of molecules in solutions (usually 

~10-2 mole/liter or higher). 

Surface-enhanced Raman spectroscopy (SERS). Study of vibrational spectra of molecules 

adsorbed on metal surfaces relies on phenomenon of surface-enhanced Raman scattering (SERS) 

discovered in early 80's of the last century. The essence of this phenomenon is significant increase 

of Raman signal intensity when molecules are adsorbed on roughened metal surfaces (Au, Ag, Cu) 

or on small (100-1000 Ȕ) particles of noble metals. The intensity enhancement in some cases 

reaches ~106 times. The theory of SERS phenomenon is still incomplete; however, its basic 

regularities are clear today. 
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It is assumed, as in the case of Raman scattering, the intensity of SERS spectral lines is proportional 

to the product of molecule polarizability and electric field (see the expression (3.10.25)). Therefore, 

intensity enhancement also depends on two factors. One of them is associated with increasing in 

the electric field acting on the molecule near the metal surface and provides increase of Raman 

cross-section by ~ 102ï103. This enhancement is determined by resonance of incident or scattered 

electromagnetic radiation with oscillating electric field of electrons localized near the roughness of 

metal surface or in a separate metal particle at specific eigenfrequencies. The existence of such a 

resonance effect also gives qualitative explanation why highest enhancement is achieved close to 

surfaces of noble metals with high reflectivity in the visible range of spectrum. 

Another factor of Raman signal enhancement is related to change of molecule polarizability due to 

coupling with metal electrons. This kind of interaction has chemical origin. The magnitude of this 

"chemical" enhancement depends on the type of interactions between the adsorbed molecule and 

metal surface. Due to chemical interactions with the surface the distribution of bands intensities 

within SERS spectrum of complex molecules differs significantly from that in Raman spectrum 

and depends on metal substrate nature. 

Roughened surface of silver electrode in electrochemical cell is often used as substrate for SERS 

spectra. The surface roughening occurs using so called oxidation-reduction cycles. Another 

substrate type is metal colloid (sols) particles with sizes ranging from 5 to 200 nm. One more type 

of substrates is island (granular) metal films obtained by metal vacuum deposition on dielectric 

surface. Such films are composed of metal nanoparticles two-dimensionally distributed on the 

plane of substrate. It is possible to obtain quasi-periodic film structures with metal islands having 

lateral dimensions of 5-250 nm and heights of ~100 nm or more by varying vacuum deposition 

conditions (deposition rate, substrate temperature). 

The metal island films and lattices of regular structure produced by microlithography methods are 

also widely used. 

One of advantages of SERS spectroscopy is the possibility to detect extremely small amounts of 

substances (concentration of the solution down to 10-15 mole / liter or even less). Using this SERS 

possibility is extremely important for the study of objects available in very small quantities as well 

as analysis of real systems with low concentration of analyte molecules. The progress in SERS 

spectroscopy methods has resulted in the possibility of single molecule detection. 

Besides the use of SERS method for study of surface properties, SERS spectroscopy has been 

widely used in medicine and biophysics studying processes of structure of drug-target complexes, 

pharmacokinetics of drugs in living cells, etc. It allows investigation of mechanism of drugs action 

under conditions close to physiological. Such systems are also widely used in the products of 

chemical reactions analysis, control of the reactants purity as well as the control of environmental 

pollution by organic compounds. 

The schematic representation of a typical experimental system used in SERS spectroscopy is shown 

in Fig. 4.13. 
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Figure 4.13. The model of SERS experimental system 

To provide specific adhesion properties silver island film placed atop the dielectric substrate 

surface (Ag, Fig. 4.13) can be modified (coated) with a thin layer of surface-active compounds 

(e.g. stearic acid). Upon irradiation with frequency exn , the light partially undergoes reflection and 

elastic scattering without change of photon energy exhn  or is inelastically scattered as SERS signal 

(
schn , Raman scattering) or emitted as fluorescence flhn . In some specific cases not only the 

Raman signal enhancement occurs but luminescence enhancement of the adsorbed molecules is 

also observed. 

Fig.4.14 shows the Raman spectra of known fluorescent dye thioflavin T under different 

registration conditions. 
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It is important to note significant difference between RS and SERS spectra of the thioflavin T dye. 

The probability of vibrational transitions within the molecule changes as the result of its interaction 

with the metal surface, i.e. the amplification is observed not for all vibrational bands. One can see 

that the most active vibrational bands in SERS spectrum are at 532, 795, 1139 and 1390 cm-1. The 

main contribution to the vibrational bands is made by stretching vibrations of atoms forming the 

aromatic rings. Silver films, used as a substrate, provide mainly electromagnetic while silver 

hydrosols provide both electromagnetic and chemical mechanisms for signal amplification. The 

difference in the number of bands intensity (Fig. 4.14.) is due to the difference in the contribution 

of chemical and electromagnetic mechanisms of enhancement. 

 

Figure 4.14. Calculated (1), experimental RS spectra of the powder of thioflavin T (2), and SERS 

spectra of thioflavin T at the SERS-active substrates: citrate sol (3) and thin silver film (4). 

Excitation wavelength - 633 nm (2) and 473 nm (3, 4)  
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 Luminescent molecular analysis 

1.Background 

The luminescence method is one of the most effective methods used for detection and 

determination of substances, as well as for the study of their structure at molecular and atomic 

levels. 

The prominent feature of this method is the ability to observe the emission signal from extremely 

low concentrations of luminescent substance (10-10ï10-12g/cm3). Use of lasers as excitation sources 

and highly sensitive photodetectors allowed to significantly improve limit of detection and resulted 

in capability to register and study even single fluorescing molecules. High sensitivity of 

luminescence analysis is widely used to solve many scientific and practical problems in geophysics, 

mineralogy, metallurgy, chemical industry, textile industry, criminalistics, medicine, biology, and 

even in construction. 

 

 

Figure 4.15. Jablonski diagram of electronic, vibrational, and rotational energy levels in a 

molecule  

 

In absence of excitation (e.g. provided by electromagnetic field) a molecule resides in an electronic 

state characterized by the lowest possible energy value E0. This electronic state is called the ground 

state, and the corresponding energy level is called the electronic ground energy level of the 
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molecule. Typically, when molecules with closed shell configuration are considered, total spin S 

for the ground electronic state of the molecule is equal to zero, i.e. multiplicity is 2S+1 =1, and the 

state is referred to as a singlet state and denoted with symbol S0 (Fig. 4.15). 

When a molecule in the ground state acquires a portion of energy from outside (for example, during 

absorption of a photon), a transition of electron from one molecular orbital to another occurs and 

the molecule changes its energy level (i.e. transits) to the excited electronic state Si, which 

corresponds to the energy level Ei. If the transition occurs between the ground S0 and the first 

excited S1 states, this process can be described with the following equation: 
*

­n+ MhM 1 , 

where M and M*   denote the molecule in the ground and excited electronic states, respectively; hn1 

is the amount of the absorbed photon energy, eESESEh 1011 )(-)( D==n  

If the molecule absorbs light of a different frequency, such as eEEEh 2022 - D==n , then transition 

takes place to the second excited electronic state 2S  (Fig. 4.15). 

Excited electronic state has non-equilibrium character, therefore molecules can not stay in this state 

for a long time. Deactivation of the excited molecule, i.e. loss of the energy gained during the 

excitation, takes place as a result of several competing processes: spontaneous transition to the 

ground state accompanied by photon emission (so-called radiative transition); excitation energy 

transfer (or migration) to another molecule; activation of photochemical reaction 

(photoisomerization, photodissociation, photoionization, etc.); intersystem crossing ï non-

radiative process resulting in spin conversion from singlet to triplet states (for example conversion 

from S1 to T1 state); internal conversion process, when the molecule non-radiatively transits to the 

highly excited vibrational sublevel of low-lying electronic state and the excitation energy is lost 

(converted to heat) due to energy exchange during collisions with surrounding molecules.  

As it was mentioned, one of the routes of the excited state energy deactivation ï radiative transition 

to the ground state ï is accompanied by photon emission, and the process of light emission by 

molecules or atoms during this transition is called luminescence. It is essential that luminescence 

represents the radiation which is not in thermodynamic equilibrium with the source (i.e. the 

emitting molecule) in contrast to thermal radiation. Luminescence emitted by molecules shows 

quantum nature of light absorption and emission processes. In general, not only electronic but also 

vibrational and rotational energy states of the molecule can be changed at the radiative transition 

(Fig. 4.15). However, it is important to note that electronic transition in a molecule is considered 

to be the usual condition for luminescence emission to occur. 

Depending on a way how the emission is excited, luminescence can be divided into several types: 

photoluminescence (excitation by light), electroluminescence (excitation by electrical discharge or 

electrons), chemiluminescence (excitation as a result of chemical reactions), etc. 

Almost all atoms, majority of molecules in gas phase, as well as ions of rare earth metals, and 

aromatic organic molecules in solutions exhibit luminescent properties. 
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Study of luminescence properties of molecules in solutions provides important information on 

structure of the molecules and their microenvironment, nature of intra- and intermolecular 

interactions and kinetics. 

Depending on multiplicity of electronic states, between which the radiative transition occurs, and 

emission decay duration (t), luminescence is divided into fluorescence (transition between two 

singlet states S1­S0 with typical t= 10-6·10-10 s) and phosphorescence (transition between triplet 

and singlet states T1­S0 with t=10-5·102 s). It is noteworthy that singlet and triplet energy states 

have significantly different quantum nature and transitions between states of different multiplicity 

are forbidden by the selection rules of electric dipole transitions. However, the selection rules do 

not hold strictly and transition between triplet and singlet states is possible but at drastically lower 

rate. Singlet states have multiplicity equal to 1 and they do not split when magnetic field is applied 

in contrast to triplet states (multiplicity is 3) which are split in three sublevels in magnetic field. 

Molecules containing heavy atoms such as bromine and iodine are frequently phosphorescent. The 

heavy atoms facilitate intersystem crossing and thus enhance phosphorescence efficiency. 

2. The main parameters of luminescence. Luminescence spectrum is dependence of the radiation 

intensity distribution, emitted by a molecule or other luminophore, on wavelength or frequency of 

light. The spectrum represents energetic characteristic of the luminescence. Its position in the 

frequency scale is determined by difference of energies between the excited and ground states (

01 - EEh lum=n ). While luminescence spectra of molecules in gas phase are comprised of series 

(bands) of narrow spectral lines, the spectra of complex molecules in solutions are generally 

appeared as a single broad band with full width at half maximum (FWHM) of tens of nanometers. 

The considerable width of the luminescence band is related to the fact that each electronic energy 

level of the molecule has a corresponding set of vibrational and rotational sub-levels, which are 

significantly broadened due to intermolecular interactions with the environment. 

Emission of light is a statistical process, relevant for ensemble of many luminescing particles. If 

the ensemble is comprised of the same type of molecules then each excited molecule of the 

ensemble is characterized by a certain probability of emission (or rate of emission) A, that does not 

depend on how much time it spent in the excited state. In this case, after the preliminary excitation, 

the number of molecules in the excited state should decay exponentially with time 

)Atexp(NN -0= , (4.29) 

where 
0N  is the number of excited molecules at the initial time corresponding to t = 0. The time 

(or lifetime) spent in the excited state for individual luminophores of the total ensemble of 

molecules is different, but the ensemble averaged time spent in the excited state has specific value 

t = 1/A. This magnitude is used to characterize lifetime of the excited state. Since the intensity of 

emission is proportional to the number of excited luminophores, therefore the emission intensity 

should follow the same rule: 
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        )
t

exp(II
t
-= 0 .     (4.30) 

Therefore, luminescence decay lifetime t has meaning of time during which the intensity of 

emission decreases by e º 2.72 folds. It is noteworthy that the same value t is used to characterize 

duration of the emission process (emission decay) by ensemble of molecules and to characterize 

lifetime of the excited state. 

The luminescence efficiency is described using special terms - quantum and energy yields. 

Quantum yield of luminescence (ɺlum) is defined as ratio of number of luminescence photons lumN  

to number of photons absorbed by molecules of the luminescing substance absN  for the same period 

of time: 

        
abs

lum

lum N

N
B = . (4.31) 

Fluorescence quantum yield ɺfl is defined as the ratio of the number of photons emitted through 

fluorescence to the number of photons absorbed: 

abs

fl

fl N

N
B =

     (4.32) 

The phosphorescence quantum yield is defined in similar way.  

The luminescence quantum yield can not exceed 1, and in most cases it is less than 1. Thus, 

quantum yield represents emission efficiency of a given luminophore and can be considered as 

probability for the molecule, that absorbed a photon, to emit a luminescence photon. 

Luminescence energy yield (c) is the ratio of the total light energy emitted during luminescence to 

the energy of absorbed light: 

 ñ

ñ
=
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lum

lum n

n

c

      (4.33) 

Since part of the photon energy absorbed by the molecule is converted to vibrational motion (and 

dissipated in heat), the energy yield is usually lower than the quantum yield and luminescence 

spectrum position on frequency scale is shifted to lower frequencies in comparison to absorption 

spectrum. 

3. Principle laws of luminescence. Independence of fluorescence spectrum on excitation light 

wavelength. As can be seen from Fig. 4.15 excitation of a molecule in the ground state with 

photons of different energy will result in transition to different electronic, vibrational, and 

rotational levels of the excited states. Therefore, one can expect that luminescence spectrum will 

depend on excitation wavelength. This is indeed true for molecules in gas phase.  
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However, in the case of substances in condensed state (for instance, in solutions) it turned out that 

the same fluorescence emission spectrum is generally observed irrespective of the excitation 

wavelength. This behavior for emission spectrum in condensed states is generally known as 

Kashaôs rule, but it should be noted that independence of fluorescence quantum yield on excitation 

wavelength for molecules in condensed state was first reported by S.I. Vavilov.  

Explanation of Kashaôs rule is the following. Upon excitation into higher electronic and vibrational 

levels, the excess energy is quickly dissipated due to interactions with surrounding solvent 

molecules leaving the fluorophore in the lowest vibrational level of the first excited electronic state 

S1 (Fig. 4.15). This nonradiative process of energy dissipation is called internal conversion and its 

typical timescale is ~10-12 s, which is usually much shorter than lifetime t (typical value is ~10-9 s) 

of the first excited S1 state.  

When rapid internal conversion processes are over, the further deactivation processes originate 

from the lowest vibrational level of the excited state S1 . Therefore, emission predominantly occurs 

from the lowest vibrational level of the excited state S1 and fluorescence spectra are usually 

independent of the excitation wavelength. From the practical point of view, this allows to use wide 

spectral ranges for excitation and neglect spectral composition of the exciting light. 

Stokes-Lommel law. In 1852 G. Stokes formulated the rule stating that the luminescence light 

always has a longer wavelength in comparison with the light used for excitation. Although usually 

this statement is valid (see Fig. 4.15.), in many cases the Stokes rule does not work. The reason for 

this is partial overlap of absorption and luminescence spectra for many substances (Figure 4.16). 

 

 

Figure 4.16.  Absorption spectrum (1) and fluorescence spectra (2, 3) of rhodamine 6G in ethanol 

excited at 460 nm (lexc1) and 540 nm (lexc2) 
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According to the Stokesô rule only part of the emission spectrum, which is located at longer 

wavelengths (or lower frequencies) than the excitation light wavelength lex, could be observed. 

However, in many cases, we can observe the full spectrum of fluorescence, i.e. the Stokesô rule is 

violated. Part of the fluorescence spectrum within wavelengths range l<
ex
l is called anti-Stokes. 

In Fig. 4.16. anti-Stokes fluorescence of rhodamine 6G excited at =l
2ex

540 nm is observed in 

spectral range 500-530 nm. Appearance of anti-stokes fluorescence can be explained by presence 

of certain vibrational energy in molecules, that absorb photon of excitation light, i.e. absorption 

takes place from excited vibrational levels of the ground electronic state. Population of these 

vibrational levels at certain temperature can be estimated using Boltzmann distribution. Sum of 

vibrational energy of the molecule and energy of the absorbed photon makes possible emission of 

photons with higher energy than the excitation light, thus explaining anti-stokes part of the 

fluorescence spectrum. 

E. Lommel proposed the correction to the Stokesô rule: emission spectrum as a whole and its 

maximum are always shifted in comparison with the absorption and its maximum toward longer 

wavelengths (or lower frequencies). 

The shift between maxima of absorption and emission spectra is called Stokes shift. It is important 

to note that energy losses between excitation light and emission are observed universally for 

fluorescent molecules in solution. One common cause of the Stokes shift is the rapid decay to the 

lowest vibrational level of electronic S1 state due to internal conversion processes. Additionally, 

upon fluorescence emission fluorophores generally transit not to the lowest vibrational level of the 

ground S0 state but to higher vibrational levels, resulting in further loss of excitation energy by 

thermalization of the excess vibrational energy. In addition to these effects, fluorophores can 

display additional Stokes shifts due to solvent effects, excited-state reactions, etc. 

4. The mirror -image rule by Levshin. For a wide range of dye solutions, particularly for aromatic 

hydrocarbons in solvents of low polarity, one can observe manifestation of so-called mirror-image 

rule established by V.L. Levshin. According to this rule (Fig. 4.17) absorption and fluorescence 

spectra, depicted in frequency scale, are symmetric to each other with regards to the line passing 

through the intersection point of both spectra and perpendicular to the frequency axis, i.e., 

nfl + nabs = 2n0-0,      (4.34) 

where nabs is the frequency in the absorption spectrum, nfl is corresponding frequency of the 

emission spectrum, n0-0 is the frequency of the symmetry line, which has meaning of frequency of 

the purely electronic transition from u=0 vibrational level of the ground electronic state S0 to u¡=0 

vibrational level of the first excited electronic state S1. 
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Figure 4.17. An example of the mirror image rule for absorption and fluorescence spectra of 

anthracene. Spectra of anthracene in cyclohexane are shown in wavenumber scale 
l

=n 1~ . 

The generally symmetric nature of the absorption and fluorescence spectra is a result of the same 

transitions being involved in both absorption and emission, and the similar spacings between 

vibrational energy levels of S0 and S1 states. Usually, these energy levels are not significantly 

altered by the different electronic distributions of S0 and S1 states. In absorption spectrum of 

anthracene (Fig. 4.17.) one can see sharp distinct peaks related to population of vibrational levels 

in the molecule. These peaks are due to transitions from the lowest vibrational level of the ground 

S0 state to higher vibrational levels of the excited S1 state. Upon the deactivation of the excited 

electronic state the fluorophore can return to any of the ground state vibrational levels. If these 

vibrational energy levels have similar spacing in comparison to those in the S1 state then 

fluorescence emission spectrum shows the same pattern of peaks as the absorption spectrum. 

5. Luminescence depolarization. Luminescence depolarization can provide information on 

orientation of the emitting centers and their mobility during the timescale of luminescence decay. 

This method is more appropriate to study fluorescent molecules since timescales of fluorescence 

decay and rotational diffusion of these molecules in solutions are usually comparable (~ns range). 

Origin of anisotropy or polarization of fluorescence emitted by a molecule is related to a well-

defined spatial orientation of transition dipole moments (or quadrupole moments if dipole 

transition is forbidden) within molecular framework which are responsible for radiative transition. 

Therefore, excitation of dye molecules using polarized light can result in emission of the polarized 

fluorescence.  

Quantitatively fluorescence polarization is characterized by degree of polarization or anisotropy. 

Letôs consider that incident excitation light, linearly polarized in YZ plane, is directed along Y axis 

(Fig. 4.18). If we conduct measurements of fluorescence intensity polarized along XZ and XY 

planes at right angle to the direction of the exciting light propagation (i.e. along X axis, Fig. 4.18)), 

the degree of polarization P and anisotropy r respectively will be equal to 
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In equation 4.35 I|| and I  ̂are the intensities of fluorescence components linear-polarized in XZ and 

XY planes, respectively. 

Relations between P and r values are the following 
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Letôs assume that molecules of the luminescent substance are located in a solvent with high 

viscosity, which prevents their rotation during the time between light absorption and emission. 

Additionally, transition dipole moments mab between electronic states A and B for ensamble of the 

dye molecules are randomly oriented in space.  

Therefore, only molecules with non-zero value of the transition dipole moment mab component 

along Z axis will be able to absorb the linearly polarized light (Fig. 4.18), become excited, and then 

emit the fluorescence photon.  

In general, transition dipole moments for absorption and emission processes can be different and 

have non-identical orientation, for instance when electronic S0­S2 transition takes place during 

the absorption and S1­S0 ï during the emission.  

 

Figure 4.18. To the determination of the luminescence polarization degree 

Degree of luminescence polarization depends on angle a between transition dipole moments for 

absorption and emission. One can show that 
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Since the angle a can be in the range from 0  ̄to 90Á, the corresponding value of P is enclosed 

within range from 1/2 to ï1/3. Similar limiting values for fluorescence anisotropy r are equal to 0.4 

and -0.2, correspondingly. However, in fact these limiting values are rarely achieved due to various 

factors leading to depolarization of emission: rotational Brownian motion of molecules, energy 

transfer between molecules, intramolecular motions, etc. 

Equation (4.32) allows to explain why fluorescence anisotropy or polarization degree can be 

dependent on frequency of the exciting light. By changing frequency or wavelength of the 

excitation one may induce transitions to different excited electronic states (S1, S2, é), while 

emission due to Kashaôs rule occurs predominantly from the excited S1 state. Usually orientations 

of the transition dipoles for S0­S1, S0­S2, é transitions are not collinear, i.e. angles a could have 

different values resulting in different magnitudes of polarization degree. 

Besides the dependence on exciting light frequency, degree of polarization depends on excited state 

lifetime t, solvent viscosity h, temperature T and hydrodynamic volume V of the dye molecule. 

The following equation proposed by F. Perrin and V.L. Levshin relates polarization degree (or 

anisotropy) of fluorescence with abovementioned parameters: 
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where 
B

k  is the Boltzmann constant, P0 is the limiting value of the polarization degree determined 

by eq.(4.36) for the case of infinitely high viscosity ¤­h . 
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Figure 4.19. Spectra of Rhodamine 6G fluorescence in glycerol (1) and ethanol (2) as well as 

fluorescence anisotropies in glycerol (4) and ethanol (3) at room temperature 

 

 

Figure 4.20. Fluorescence spectrum and anisotropy for DMASEBT in ethanol at room temperature 

Figure 4.19. shows dependence of fluorescence anisotropy on emission wavelength for the popular 

dye rhodamine 6G dissolved in ethanol and glycerol. For glycerol with viscosity of ~1500 mPaĿs 

anisotropy of rhodamine 6G fluorescence has high value ( år 0.3) within the whole fluorescence 

spectrum; in contrast, in the low-viscous ethanol with h~1 mPaĿs the anisotropy is close to zero. It 

means that rotational diffusion of the excited Rhodamine 6G in ethanol due to Brownian motion 

occurs much faster than in glycerol and it is able to completely reorient ensamble of the 

photoexcited molecules by the time of photon emission and resulting in loss of fluorescence 

anisotropy. 

It should be mentioned that the anisotropy strongly depends on duration of fluorescence decay. Fig. 

4.20. shows fluorescence anisotropy for trans-2- [4- (dimethylamino) styryl] -3-ethyl-1,3-

benzothiazolium perchlorate (DMASEBT) in ethanol. Despite the low viscosity of the solvent, 

fluorescence anisotropy is close to the limiting value år 0.4 for DMASEBT molecule. This 

phenomenon can be easily understood if we take into account the fact that its fluorescence decay 

lifetime has very short value of ~ 50 ps. Indeed, using effective radius a=4,6 ¡ for DMASEBT 

molecule in accordance with Perrin-Levshin equation one can get år 0.38, which agrees well with 

experimental data. 

Time-resolved fluorescence spectroscopy  

The most important characteristics of fluorescence are the spectrum, the duration of its decay, 

quantum efficiency and anisotropy. Most practical applications of fluorescence are connected with 

the registration of emission spectra (the so-called steady-state fluorescence). However, the most 
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important progress in fluorescence spectroscopy is associated with using methods based on the 

measurement of decay duration (time-resolved fluorescent spectroscopy). The fluorescence (or in 

general photoluminescence) lifetime is characteristic property for each fluorescent or 

phosphorescent molecule and thus can be used to characterize a sample. It is, however, also 

influenced by the environment and its chemical composition. Additional processes like Fºrster 

Resonance Energy Transfer (FRET), quenching, charge transfer, solvation dynamics, or molecular 

rotation due to diffusion also have an effect on the decay kinetics. Lifetime changes can therefore 

be used to gain information about the local chemical environment or to follow reaction 

mechanisms. 

Methods of measurement of fluorescence decay duration 

There are two most common ways of measuring the fluorescence decay duration (Berezin and 

Achilefu 2010): 1) phase-modulation techniques using modulated laser radiation for the excitation 

(frequency-domain); 2) methods based on the study of the temporal response of the system after 

the excitation by a short light pulse (time-domain or pulse fluorometry). 

In the first case, one can use monochromatic radiation of laser sources, subjected to sinusoidal 

modulation (Gratton and Barbieri 1986; Hedstrom, Sedarous et al. 1988; Sipior, Carter et al. 1996; 

Vos, Strobbe et al. 1997). As a result of the fact that the fluorescence has a finite duration, the 

phase of the recorded signal response is shifted relative to the excitation one by a certain angle. 

Furthermore, the emission has a smaller modulation depth compared with the excitation light. As 

a result, by measuring the phase shift and the modulation depth (demodulation index) we calculate 

the fluorescence decay duration. The limit of time resolution (~0.1 ns) is determined by the 

maximum modulation frequency that usually does not exceed 10 GHz. The method of phase 

modulation fluorometry allows to register the fluorescence decay kinetics described by one or two 

exponentials. Using this technique to study more complicated cases of decay is difficult. 

Depending on operation principles the following methods are distinguished for time-domain 

fluorometry: time-correlated single-photon counting (TCSPC), stroboscopic (James, Siemiarczuk 

et al. 1992; Matthews, Summers et al. 2006), streak camera (Graf, Buehler et al. 1994; Becker 

2012), non-linear up-conversion (Mataga, Shibata et al. 2000; Peon and Zewail 2001). 

The TCSPC (O'Connor and Phillips 1984; Birch and Imhof 2002; Becker, Bergmann et al. 2004) 

method is the most widely used due to the large dynamic range of measurements and the possibility 

of studying the kinetics of luminescence of samples with low fluorescence quantum yield. In 

accordance with TCSPC method, in order to excite fluorescence we use a pulsed light source 

emitting short light pulses that are directed to the object under study. Due to the absorption, some 

fluorophore molecules transit to an excited state and then emit fluorescence. If the sample consists 

of molecules of the same type, in the simplest case, the function of fluorescence intensity decay 

may be represented by a decaying exponential 
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where the pre-exponential factor 0a  ï the intensity at the moment of time 0=t , t ï the duration of 

the fluorescence decay. If fluorescence is emitted by several types of non-interacting emitters, the 

number of which is n, then the function ()tf  is described by the sum of the n exponents 
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Sometimes, when fluorescent systems exhibit structural and microenvironment heterogeneity (for 

example, fluorescent probes embedded in biopolymers, fluorescent semiconductor nanocrystals, 

etc.), it is more suitable and convenient to use continuous distribution of the emitting centers on 

decay lifetime ()ta  (typically we use linear combination of distributions such as Gaussian, Lorentz, 

etc.). In this case function ()tf  can be represented by the following equation:   

     () tta= t
-

ñ de)t(f

t

.      (4.40) 

Then the expression will correspond to discrete representation of the distribution of emitting 

centers on lifetimes t. 

The main purpose of the pulse fluorometer is to measure the fluorescence decay curve and 

determine the function ()tf . 

The operating principle of TCSPC fluorometer 

Let's consider operating principle of a pulse fluorometer, based on the time-correlated single 

photon counting method(Maskevich, Stsiapura et al. 2013). Typical scheme is shown in Fig. 4.21. 

It consists of such elements as: a pulsed light source (Pulsed source), monochromators, sample 

compartment (Sample), where the sample (usually a cell with solution of the studied compound) is 

placed, photodetectors working in single photon counting mode (photomultiplier tubes, PMT or 

single-photon avalanche diodes, SPADs). 

Pulsed diode lasers delivering light pulses with picosecond duration are widely used in TCSPC 

instruments for excitation of the sample. They provide light pulses with highly stable temporal 

properties and variable repetition, however, at single wavelength only. Therefore, in order to be 

able to excite at different wavelengths one needs a set of diode lasers. Sometimes gas-discharge 

lamps are used as light sources although typical widths of generated light pulses are longer (subns- 

and ns- ranges).  

Simultaneously with the excitation light produced by the Pulsed Source a short electrical pulse 

(denoted as START pulse) is generated, which triggers time-to-amplitude converter (TAC). The 

excitation light is absorbed by sample molecules and fluorescence photons of a specific spectral 

range are collected by photodetector (usually PMT working in single photons counting mode). 

When single photon of fluorescence reaches the photodetector, this event is registered and an 

electrical signal is generated ï so-called STOP pulse. Intensity of the excitation light is chosen in 

such a way that only single photon of fluorescence is registered per single excitation pulse. TCSPC 
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method is based on repetitive measurements of time delays between START and STOP pulses (Fig. 

4.21), i.e. between the excitation time and the time of fluorescence photon arrival. One can show 

that histogram of these time delays corresponds to temporal kinetics of fluorescence decay for the 

studied dye compound. 

 

Figure 4.21. Scheme of typical TCSPC fluorometer 

Due to statistical nature of signal amplification in photodetector the electrical STOP pulses could 

have significant amplitude variations (sometimes amplitude of START pulses can be also affected). 

This leads to some uncertainty in time when the pulse arrives to TAC if triggering by constant 

discrimination threshold is employed (jitter effect, i.e. pulse arrival time is not measured correctly). 

To reduce this uncertainty, so-called constant fraction discriminators (CFD) are used, which 

produce standard pulses with sharp front edges, synchronized with the time when STOP (or 

START) pulse reaches specific fraction of the amplitude. 

Thus, signal from the PMT output goes to CFD and, after the conversion, to the input of time-to-

amplitude converter (TAC). TAC produces voltage of certain amplitude, proportional to the time 

interval between START and STOP pulses, which is analyzed by multichannel analyzer MCA. 

Usually CFD, TAC, MCA are integrated in a single circuit board that can be installed into extension 

slot of a computer. 

Time-to-amplitude converter (TAC, Fig.4.22.) is a critically important unit of TCSPC setup which 

is responsible for accurate measurement of time interval between START and STOP pulses. 

Simultaneously with the excitation light from laser (or other light source) the START pulse is 

generated which initiates charging of TAC capacitor (Fig. 4.22). Voltage on the TAC capacitor 

increases linearly in time until STOP signal is received indicating that fluorescence photon reached 

the photodetector. The voltage on the capacitor is directly proportional to the time interval between 

START and STOP signals and can be measured with an analog-to-digital converter (ADC). The 

resolution of such a system is in the range of 1 to 10 ps (J·zef 2004). Value from ADC is read by 

multi-channel analyzer (MCA) and count number for the channel, corresponding to voltage interval 
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of the data point, is increased by one. Then TAC capacitor is discharged during some time which 

is called ñdead timeò and cannot be used for measurements. If TAC does not receive STOP pulse 

during some specified time after the START pulse ï so-called TAC conversion timeï the 

measurement is ceased and the capacitor is discharged. 

Not more than one pulse from PMT can be registered during the TAC conversion time. Only the 

first photon arriving to the detector can be registered. Therefore one needs to ensure that not more 

than one photon of fluorescence could reach the detector per excitation pulse. This requirements 

can be satisfied if counting rate for STOP pulses is much less than for START pulses; usually it is 

supposed that STOP/START ratio of <5% is enough. 

If measurements of time intervals between START and STOP pulses are repeated many times one 

can obtain histogram of these time intervals which corresponds to fluorescence decay kinetics. 

Parameters of fluorescence decay law ()tf  can be determined by analysis of this histogram (see. 

The data analysis) 

 

Figure 4.22. Principle of TAC operation 

Compounds with monoexponential fluorescence decay, stable and known decay lifetimes so-called 

fluorescence lifetime standards can be used to determine and calibrate temporal resolution of 

TCSPC fluorometers. Parameters of some popular standards are given in Table 4.3. 

Table 4.3. Fluorescence Lifetime Standards  

Nanosecond 

Lifetime 

Standards 

Lifetime 

[ns] 

Conditions for 

Lifetime 

Measurement 

Excitation 

[nm] 

Emission 

[nm] 

Ref. 

 

NADH 0.40 0.1 M PB 

pH 7.4, 20 ÁC 

330-370 400-600 (Lakowicz 

2006) 

Stop 

Start Stop 

U1 
U2 

t 

 

t2 

t 
U(t) 

Start 

t1 t2 0 0 
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NATA 3.0 0.1 M PB 

pH 7.4, 20 ÁC 

275 310-400  

p-Terphenyl 1.05 Ethanol 280-320 310-412 

PPD 1.20 Ethanol 240-340 310-440 

PPO 1.40 Ethanol 280-350 330-480 

POPOP 1.35 Ethanol Abs. 280-390 370-540 

Dimethyl-

POPOP 

1.45 Ethanol 300-400 390-560 

2-Aminopurine    11.34 Water 290 380 

L-Tyrosine     3.27 Water 285 300 

Anthranilic 

Acid  

8.9 Water 290 400 

Indole  4.49 Water 290 360 

Fluorescein, 

dianion   

4.10 NaOH/Water 400 490-520 (Magde, 

Rojas et al. 

1999) 

PB = phosphate buffer  

NATA = N-Acetyl-L-tryptophanamide  

PPD = 1.5-diphenyl-1,3,4-oxadiazole  

PPO = 2.5-diphenyl-oxazole  

POPOP = 1, 4-bis(5-phenyloxazole-2-yl)benzene  

 

The data analysis 

It should be noted that the experimentally detected signal ()tF  is a convolution of the time profile 

of excitation pulse ()tL , the response function of registration system ()tH , and the fluorescence 

decay function ()tf  of the sample molecule: 

 () () () ()tHtLtftF ÃÃ= .    (4.41) 

Equation (4.36) is usually written in integral form: 

 () ()( )tdttftPtPtftF

t

¡¡-¡=Ã= ñ
0

)()( ,   (4.42) 
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where ()tP  is convolution of the excitation pulse and the response function of registration system, 

the so-called instrument response function (IRF) of fluorometer. When full width at half-medium 

(FWHM) of IRF function P(t) is much less than typical duration of the decay law function, one can 

neglect contribution from IRF and consider that F(t)º f(t). However in many situations this is not 

the case, temporal durations of P(t) and f(t) are comparable and it is necessary to apply 

deconvolution operation to determine kinetics parameters of the fluorescence decay law f(t).  

Thus, in order to get f(t) function one needs to register temporal dependence of experimental 

fluorescence decay curve F(t) and IRF function P(t). Recovery of f(t) function from convolution 

(4.37) in the presence of noise is regarded as ill-posed mathematical problem (Bakushinsky and 

Goncharsky 1989; Tikhonov, Leonov et al. 1995) and requires special methods for its treatment. 

The important feature of TCSPC method is the known noise statistics (number of counts in each 

channel has Poissonian distribution) of the collected experimental data ()itF  and P(ti). Information 

about the noise statistics can be explicitly taken into account in data analysis and while testing 

statistical hypotheses about functional form of ()tf .  

As it was mentioned, fluorescence decay law()tf  is often parametrized and represented as a linear 

combination of exponentials (Eq 4.37). In this case deconvolution of (eq. 4.42) and determination 

of parameters i0a  and it in Eq. 4.37 are usually carried out using iterative reconvolution method, 

variant of the nonlinear least squares method, (Johnson and Frasier 1985; Bevington and Robinson 

2003).  

Goodness of fit is estimated by 2c  criterion, standard deviation of weighted residuals, plots of 

weighted residuals and their autocorrelation function. Fig. 4.23. shows plots with fluorescence 

decay kinetics of PPO and tryptophan fitted by single and biexponential decay functions. 

 

Figure 4.23. Fluorescence decay (black curves) of (A) PPO in degassed ethanol and (B) Trp in 

phosphate buffer at pH 7.0 and the corresponding IRFs (dotted curves). The fitted decays (red 
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curves) and the weighted residuals are for (A) a single-exponential and (B) a 2 double-

exponential fit. The best-fit values for the decay times and  c2 ïvalues for each fit are noted. All 

measurements were done at 20ÁC with a time resolution of 64 ps. 

(https://www.picoquant.com/images/uploads/page/files/7354/appnote_tr_proteins.pdf)  

Usually not just one fluorescence decay curve is measured during an experiment but series of 

fluorescence decay curves at slightly different experimental conditions (e.g. at various 

wavelengths) are recorded. There is an approach referred to as global analysis (GA) (Beechem, 

Knutson et al. 1983; Beechem, Ameloot et al. 1985) that allows to analyze and fit all the recorded 

fluorescence decay curves simultaneously in the framework of the same model using the common 

parameters. Selection of a model that describes behavior of the fluorescing molecular system is 

equivalent to definition of relationships among the kinetics parameters for the individual decay 

curves. By treating entire set of data simultaneously, one can reduce total number of the fitting 

parameters, and thus significantly increase the reliability and statistical accuracy of results.  

Moreover using the GA method, one can test hypotheses about applicability of specific physical 

models to describe kinetics and behavior of the system under study. On the other hand, a priori 

information about the system under study, obtained by other methods (e.g. molecular modeling), 

can be explicitly used to select a suitable physical model and establish links and relationship among 

the parameters of the fluorescence kinetics. Thus, GA method allows to perform comprehensive 

analysis of time-resolved fluorescence, its spectral and kinetic properties while taking into account 

a priori information. This approach is particularly useful for studying objects with structural and 

dynamical heterogeneity like biological macromolecules and their complexes. 

To demonstrate capabilities of GA method, let's consider results of fluorescence decay kinetics 

for pyrene in liposomes (spherical vesicles with a membrane composed of lipid bilayer). Pyrene 

is a widely used fluorescent probe to study biological membranes, in particular their viscosity and 

heterogeneity. Emission spectrum of pyrene in liposomes from egg lecithin is shown in Fig. 4.24. 

The fluorescence spectrum of pyrene monomer, located in the range of 360-420 nm, is 

characterized by the pronounced vibrational structure. Solubility of pyrene (hydrocarbon 

molecule) in water is very low and the dye molecules are practically confined within the lipid 

bilayer of liposomes. Therefore, one can see a new structureless band with maximum at 460 nm, 

which normally appears in the emission spectrum at high concentrations of pyrene molecules in 

solution (above 10-4 M). Emergence of this band is attributed to formation of pyrene excimers. 

Excimer (or excited dimer) is a short-living dimeric molecule which is stable only in the excited 

state and is formed due to interaction of excited and non-excited monomer molecules. Since 

excimerization is a diffusion-controlled process, the ratio monomer / excimer, that can be 

measured for pyrene molecules, is sensitive to microviscosity and diffusion rate in the immediate 

https://www.picoquant.com/images/uploads/page/files/7354/appnote_tr_proteins.pdf
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environment of the probe, thus giving information about membrane viscosity and heterogeneity.

 

Figure 4.24. Spectral and kinetic data of pyrene fluorescence in liposomes. A ï steady-state 

spectrum of pyrene fluorescence. B - kinetics parameters of pyrene fluorescence obtained by global 

analysis. Parameters t1 and t2 are considered as common for all decay curves at different emission 

wavelengths. lexc = 337 nm 

Photophysical processes that are induced by photoexcitation of pyrene molecule can be 

approximately described using the following kinetic scheme: 

M + M

M + M* D*

I(t)

K =ɻ + ʈ1    1       1 K  =ɻ +ʈ2      2      2

K12

K21

, 

where D*, M, M* - pyrene excimer, pyrene monomer in the ground (non-excited) and the excited 

states, respectively. K1, K2 ï deactivation rate constants (Gi and Pi ï radiative and non-radiative rate 
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constants, respectively) for the excited states of pyrene monomer and excimer, K21, K12 ï rate 

constants for the formation and dissociation of excimer. 

Set of kinetic parameters K1, K2, K12, and K21 can be determined by analyzing fluorescence decay 

curves measured at different emission wavelengths. Assuming that fluorescence decay lifetimes t1 

and t2 are constant and common for all wavelengths within the emission spectrum range, other 

parameters of decay kinetics (a1(li), a2(li)) can be obtained (Fig. 4.24B). 

Moreover, we can reformulate task of the global analysis in such a way that the model parameters 

(K1, K2, K12 and K21) would be used as adjustable parameters, and not the parameters describing 

kinetics of fluorescence decay (ai, ti). Using GA we can directly obtain values of the rate constants: 

K1= 1.2Ö107 s-1, K2= 2.0Ö107 s-1, K21= 2.3Ö107 s-1, K12= 5Ö106 s-1. 

Often, when complex fluorescing systems are studied, e.g. biopolymers, fluorescent semiconductor 

nanocrystals, etc., it is difficult to select an appropriate model to describe fluorescence decay law 

()tf . Therefore, it is not always possible to set a priori functional form for ()tf  or ()ta . In this 

case, one can use mathematical methods to estimate the most probable solution for ()ta  distribution 

of the emitting centers on decay lifetimes (or decay rate constants), without any prior assumption 

about the functional form. One of these methods is based on maximum entropy method (MEM) 

(Brochon 1994; Steinbach, Ionescu et al. 2002), where the recovered distribution ()ta  is 

determined in process of maximization of functional Y(Livesey and Brochon 1987; Skilling 1989; 

Maskevich, Stsiapura et al. 2010): 

 ( )12
-cm-=Y S ,      (4.43) 

where S - entropy function, m -  additional variable parameter, c2 ï reduced chi-square functional. 

Parameter m adjusts contributions of entropy S and 
2
c  in functional Y value. For small m <<1 

entropy gives the main contribution, and the recovered distribution ()ta  approaches the prior 

model ()tm  (usually uniform lifetime distribution is used as the prior model). However, in this 

case one can see significant discrepancy between the calculated and experimental data. For large 

m>>1 there is good correspondence of calculated and experimental data, however, the recovered 

solution for ()ta  distribution is over-structured and often does not have physical meaning. The 

goal is to find the optimal value for m which allows you to simultaneously achieve two effects: 

to get the most "smooth" (i.e. the most probable) solution for ()ta  distribution with good 

correspondence of the calculated and experimental data. 

Fig. 4.25. represents results of MEM-analysis of fluorescence decay for thioflavin T complex with 

amyloid fibrils ï filamentous insoluble aggregates of proteins, which formation is related to several 

neurodegenerative disorders. Thioflavin T is a fluorescent probe widely used for detection of 

amyloid fibrils due to dramatic enhancement of its fluorescence intensity (and decay lifetime) upon 

binding to these aggregates. Lifetime distributions for Thioflavin T bound to amyloid fibrils at 
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various stages of their formation are shown. Lifetime distributions have bimodal character and ratio 

of amplitudes for the short- and the long-lived modes in ()ta  is increased by ~5 times during fibrils 

maturation. This ratio is a good indicator of the fibrils "maturity" and can be used to determine the 

stage of fibrillogenesis. 

 

  

Figure 4.25. Fluorescence lifetime distribution for thioflavin T bound to amyloid fibrils from 

insulin at different stages of fibrillogenesis 
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  Principles of optical microscopy 

 Introduction  

Term ñoptical microscopyò refers to the set of methods employing light (optical) microscopes for 

observation and study of small objects, which are invisible for the naked eye.  

Human eye represents the natural optical system able to perceive light, distinguish colors in so-

called visible range of electromagnetic waves spectrum (400ï800 nm) and which is characterized 

by specific spatial resolution, i.e. minimal distance that can be resolved between two point-like 

objects that are being observed. 

The eye receptors in the retina used for sensing color are the cone cells; another kind of 

photoreceptor cells ï the rod cells ï are used for distinguishing levels of intensity (but not the 

color). These cells are located on the retina inside of the eye. The front of the eye (see Figure 4.26), 

including the iris, the curved cornea, and the lens are respectively the mechanisms for admitting 

light and focusing it on the retina.  

 

 

Figure 4.26. Image formation in eye. (the figure has been modified from the source 

http://micro.magnet.fsu.edu/primer/anatomy/introduction.html)  

Increasing the solid angle under which an object is seen we increase image of the object on the 

retina. Therefore, moving the object closer to the eye results in increase of the image magnitude on 

the retina, which allows to see and resolve smaller details. However, range of the eye 

accommodation, i.e. adjustment of the crystalline lens element of the eye to alter the refractive 

power and bring objects under observation into sharp focus, is limited and normally ~25 cm is the 

minimal distance from the eye where vision is still clear. For an image to be seen clearly, it must 

spread on the retina at a sufficient visual angle. Unless the light falls on non-adjacent rows of retinal 

cells, we are unable to distinguish closely-lying details as being separate (resolved). Human eye 

can resolve two objects if they are located at angular distance ~1' (so-called angular resolving 

power), which corresponds to minimal separation of two neighboring cone cells in retina ~2.5 mm. 

http://micro.magnet.fsu.edu/primer/anatomy/introduction.html
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Therefore spatial resolution of the naked eye at ~25 cm distance, where two closely-lying objects 

are perceived as separate, is ~ 80ï100 mm. 

 Optical magnifications and microscopes  

In order to increase angle of the image projection on the retina and resolve smaller details one 

needs to use optical instruments like magnifying glass or microscope. 

Magnifying glass is the simplest optical system from a convex lens having focal length of 10·100 

mm. Linear magnification that can be achieved using magnifying glass is in the range of 2.5·25. 

One can significantly increase magnification of the object image using microscope. 

The first optical microscope was constructed in Netherlands by the 1620s. Spectacle-makers 

Zacharias Janssen, Cornelis Drebbel, and Hans Lippershey were mentioned among the likely 

inventors. The first successful application of optical microscope in scientific research was done by 

English scientist R. Hook (1665 ʛ.) who discovered cellular structure of animal and plant tissues. 

The important contribution came from Antonie von Leeuwenhoek who achieved up to 300 times 

magnification using a microscope of his construction (Figure 4.27) and discovered micro-

organisms. 

 

Figure 4.27. Construction of von Leeuwenhoek Microscope. (the image was taken from 

http://micro.magnet.fsu.edu/primer/anatomy/introduction.html)  

A microscope is a combination of two optical elements ï objective and ocular (or eyepiece) 

mounted at opposite ends of a tube, known as the body tube. Schematics of light path in typical 

microscope is shown in Fig. 4.28.  

 

http://micro.magnet.fsu.edu/primer/anatomy/introduction.html
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Figure 4.28. Schematics of light ray path in objective L1 and eyepiece L2 lenses of typical optical 

microscope. O1F1 and O2F2 - focal lengths of the objective and eyepiece lenses respectively. Object 

AB, real intermediate image A1B1 formed by the objective lens, and virtual image A2B2 formed by 

the eyepiece lens are shown. 

The investigated object AB is usually located at a distance little bit larger than focal length F1O1 

and objective L1 produces an intermediate image A1B1 which is real, inverted and with size larger 

than of the initial object AB. The intermediate image A1B1 is further magnified by the eyepiece to 

produce an image on the retina or camera. For visual inspection the eyepiece lens should be located 

from A1B1 position on a distance smaller than O2F2. When the microscope eyepiece is used for 

projection on screen or camera, it is necessary to position A1B1 on a distance from the eyepiece 

lens L2 larger than focal length O2F2 to get real (not virtual) image A2B2. 

 Magnification of a microscope 

One of the most important parameters of microscope is linear magnification which represents the 

ratio of the image size and the object size 

 
21

022
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M   (4.44) 

where l ï distance between rear focal point of the objective lens and front focal point of the eyepiece 

lens. Both objectives and eyepieces are classified in terms of their magnification. Objectives 

typically have magnifying powers that range from 1:1 (1³) to 100:1 (100³), with the most common 

powers being 10³, 20³, 40³, and 100³. In order to achieve high magnification values, microscope 

objectives should have small focal lengths of ~ 2ï5 mm. To manufacture such objectives and 

decrease effect of optical aberrations compound lenses, i.e. combination of lenses, are usually used 

(Fig. 4.29).  
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Figure 4.29. Objective and its internal structure (the image is taken from 

http://micro.magnet.fsu.edu/primer/anatomy/objectives.html)  

Most commonly used eyepieces have magnification values of 10³-15³. Total visual magnification 

of the microscope is derived by multiplying the magnification values of the objective and the 

eyepiece.  

The range of useful magnification for an objective/eyepiece combination is defined by the 

numerical aperture of the microscope optical system. There is a minimum magnification necessary 

for the detail present in an image to be resolved, and this value is usually rather arbitrarily set as 

500 times the numerical aperture (500³NA) and defined by the equation 

Useful Magnification M = 500 ·1000 Ĭ NA 

where NA is numerical aperture of the objective. Magnifications higher than this value will yield 

no further useful information or finer resolution of image detail, and will usually lead to image 

quality degradation. 

Depending on design and mutual arrangement of the objective and the sample stage all optical 

microscopes can be divided into two groups: 1) up-right microscopes and 2) inverted microscopes 

(Fig. 4.30). In upright microscopes objectives are located above the stage with a sample, while in 

inverted microscopes objectives are below the stage. 

http://micro.magnet.fsu.edu/primer/anatomy/objectives.html


160 

 

  

Upright microscope Inverted microscope 

Figure 4.30. Examples of upright and inverted microscopes 

 

 Resolution of optical microscope 

Resolution of any optical system including microscope can be limited either by aberration or by 

diffraction effects causing blurring of the image, i.e. the produced image is not anastigmatic. In the 

case of aberration-free optical system diffraction of light becomes the only factor that limits 

resolution, i.e. ability to distinguish two objects in a specimen as separate entities in an image. 

Diffraction comes from the wave nature of light and its effect is determined by the finite apertures 

of the optical elements. Therefore each point in the object plane does not correspond to a point in 

the image plane but to a ring-shape diffraction pattern, so-called Airy pattern.  

Let us consider imaging of a point light source by optical system and diffraction pattern produced 

by the objective aperture. About 86% of light intensity in this pattern is concentrated within the 

borders of the central maximum known as Airy disc and we may consider intensity distribution in 

Airy disc to be a so-called Point Spread Function (PSF), corresponding to representation of a point 

object in the image space. For the case of Fraunhofer diffraction by a circular aperture the angular 

size of Airy disk ű1 can be determined using the equation 

 r

l
j

61.0
1 =

 ,      (4.45) 
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where r ï aperture radius.  

Illustrations of diffraction patterns produced from two closely-lying point light sources are shown 

in Figure 4.31. Ability for separate observation of these objects via optical system can be estimated 

using Rayleigh criterion. 

Two point light sources of equal strength are regarded as just resolved when the principal 

diffraction maximum of one image coincides with the first minimum of the other. If the distance is 

greater, the two points are well resolved and if it is smaller, they are regarded as not resolved. 

 

Figure 4.31. Illustrations of diffraction patterns from two closely-lying point sources. Figures were 

modified from the image in M. Cagnet, M. Francon and J. C. Thrierr: Atlas of Optical Phenomena 

(Springer-Verlag, Berlin, Gºttingen, Heidelberg, 1962 

Airy diffraction patterns generated by light from two points passing through a circular aperture. 

Points far apart (a) or meeting the Rayleigh criterion (b) can be distinguished. Points closer than 

Rayleigh criterion (c) are difficult to distinguish. 

Since optical microscope is used for observation and study of small objects, its resolving power is 

characterized by minimal distance y1 between distinguishable objects in an image. For 

determination of microscope spatial resolution it is important to take into account two factors. First 

of all, since object is located close to the microscope objective, the light going from the object and 

focused in the image cannot be considered as a plane wave. Secondly, it is important to take into 

account coherence of light used in image formation. 

When two objects under observation are independent self-emitting light sources their radiation will 

not be coherent. If we observe objects irradiated by an external source of light, the light coming 

from the objects can be at least partially coherent depending on spatial and temporal coherence of 

the external light source. 

The shortest distance y1 between two self-emitting point objects on a specimen that can still be 

distinguished by the observer or camera system as separate entities (so-called lateral resolution) 

can be estimated with the following equation 
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where u1 ï one-half angular aperture of light going through the objective (Figure 4.32). Sometimes 

under resolving power of microscope the magnitude reciprocal to 
1y is used  
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.      (4.47) 

 

Figure 4.32. Angular aperture of the objective lens 

The angle u1 is related to the numerical aperture NA via the following equation 

 11sinunNA= . (4.48) 

Thus, combining eq. (4.47) and (4.48) one can define lateral resolution in the specimen plane RLateral 

according to Rayleigh criterion: 

 
NA

RLateral

l61.0
= . (4.49) 

Usually external light source is used in microscopes for specimen illumination and therefore light 

scattered by two point objects in the sample can be partially coherent. Treatment of this case and 

account for coherent properties of the scattered light on spatial resolution of microscope was first 

done by Abbe. Usually for practical reasons a full width at half maximum (FWHM) of the central 

spot of Airy disk (which is easier to measure) is used to estimate lateral resolution instead of Airy 

disc radius: 

 
NA

RLateral

l5.0
= . (4.50) 

Therefore, resolving power of microscope both for illuminated and self-emitting objects grows 

with decrease of light wavelength used for observation and increase of numerical aperture of 

objective. 

 Bright ïfield and darkfield microscopy  

Bright-field illumination method 
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Bright-field microscopy is the simplest method of a range of techniques used for illumination and 

visualization of samples. Bright -field illumination method in transmitted light  can be used to 

study transparent specimen that contains absorbing pigments. Bright-field observation is widely 

used for stained or naturally pigmented highly contrasted specimens (mineral sections, stained 

fixed sections of biological tissues, etc.) mounted on a glass microscope slide. In this case light 

passing through the specimen and its surroundings is collected to form an image against a bright 

background and contrast in the image is caused by absorbance (or scattering) of some part of the 

light transmitted by the specimen.  

Bright -field method in reflected light is used to visualize and study non-transparent reflective 

objects (metal surfaces, slabs of different materials) and widely applied in metallography, 

inspection of semiconductor wafers and liquid crystal boards. Specimen illumination in this case 

is performed from above through the objective which simultaneously plays the role of illumination 

condenser. Due to non-equality of reflective and light scattering properties at different points of 

the specimen surface one can get structural information from the image produced by the 

microscope.  

Darkfield microscopy is a special contrast technique where only the light diffracted or scattered 

from the specimen is used to form the image. Transmitted darkfield illumination  can be used to 

increase the visibility of transparent (non-absorbing) specimens that lack sufficient contrast for 

satisfactory observation and imaging by ordinary brightfield microscopy method.  

Usually this technique is used to create contrast in unstained transparent biological objects such as 

living cells or microorganisms. Darkfield illumination requires blocking out of the central light 

which ordinarily passes through and around the specimen, allowing only oblique rays to "strike" 

the specimen mounted on the microscope slide, and specimen illumination in this case is performed 

using a condenser of special construction ï so-called dark-field condenser. Several constructions 

of darkfield condensers (for observation in reflected and transmitted light) are shown in Fig. 4.33. 

 

Darkfield condenser for 

observation in reflected light 

 

Brightfield condenser Darkfield condenser 
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Figure 4.33. Constructions of darkfield condenser for specimens illumination and observation in 

reflected (left) and transmitted (right) light 

Light coming from the condenser forms a hollow cone and if rays do not change their direction 

while passing through a transparent specimen they cannot reach the objective and participate in 

image formation. Image is produced only by small fraction of rays that undergo scattering, 

reflection or diffraction in the specimen and therefore are going through the microscope objective. 

The specimen can then be seen bright on a black background (Figure 4.34), however it should be 

noted that only elements of specimen structure where light is diffracted, reflected, and/or refracted 

by optical discontinuities (such as the cell membrane, nucleus, and internal organelles) are 

visualized. 

 

 

 

Figure 4.34. Example of microscopic images of Mysis from crustacean group (a) and liquid 

crystalline DNA (b) with darkfield illumination. (Images were taken from 

https://upload.wikimedia.org/wikipedia/commons/thumb/c/c5/Mysis2kils.jpg/440px-

Mysis2kils.jpg and http://olympus.magnet.fsu.edu/primer/techniques/darkfieldgallery.html)  

 

 Polarised light microscopy  

Polarized light microscopy is employed to observe specimens containing (or comprised of) 

optically anisotropic elements using polarized light illumination. This technique is widely used in 

geology to study minerals in rock thin sections and can also be used to study many other specimens 

including both natural and industrial materials, composites, such as ceramics and polymers, and 

crystalline or highly ordered biological molecules such as DNA, polysaccharides, etc. 

https://upload.wikimedia.org/wikipedia/commons/thumb/c/c5/Mysis2kils.jpg/440px-Mysis2kils.jpg
https://upload.wikimedia.org/wikipedia/commons/thumb/c/c5/Mysis2kils.jpg/440px-Mysis2kils.jpg
http://olympus.magnet.fsu.edu/primer/techniques/darkfieldgallery.html
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Optical properties of anisotropic objects are dependent on the object orientation with respect to the 

incident light. Image contrast arises from the interaction of plane-polarized light with a birefringent 

specimen to produce two individual wave components (ordinary and extraordinary light waves) 

which propagate through the sample and then recombine after passing through the analyzer. 

Observation can be performed both in transmitted and reflected light. Polarized light microscopy 

is a contrast-enhancing technique that improves the quality of the image obtained with birefringent 

materials when compared to other methods such as darkfield and brightfield illumination (Figure 

4.35). 

This technique provides all the benefits of brightfield microscopy and offers additional 

information, which can be used to reveal data about the structure and composition of materials and 

properties of anisotropic micro-objects, which are invaluable for identification and diagnostic 

purposes. 

 

a 

 

b 

Figure 4.35. Representative images of aortic root sections stained for collagen using picrosirius red 

and visualized under bright field (a) or polarized light (b) illumination. Bright field images were 

used to define the area of plaque and collagen was quantified using the images taken under 

polarized light. Scale bars 500 ɛm. (Hiebert, Boivin et al. 2013) 

 

 Phase contrast microscopy 

Depending on optical properties of specimens studied under the optical microscope one can 

consider two limiting cases. In first case, specimens exhibit significant dependence of their 

transparent or reflective properties across XY-plane that is imaged. This kind of specimens ïso-

called amplitude objects - can be easily visualized in transmitted/reflected light and image contrast 

is achieved due to variation of absorbance or reflective properties at different points within the 

specimen.  
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From the other hand, a large spectrum of unstained biological specimens (e.g., live organisms or 

cell cultures) are virtually transparent when observed in the optical microscope under brightfield 

illumination and variation in their absorption and reflective properties within the imaging plane is 

too little to provide appreciable contrast. Propagation of light through this kind of specimens, 

referred to as phase objects, does not lead to change in light wave intensity but results in alteration 

of the light phase. Phase of the light diffracted by the specimen is usually retarded by approximately 

p/2 as compared to the undeviated direct light passing through or around the specimen unaffected. 

Therefore, due to variation of refractive properties (thickness, index of refraction, i.e. optical path 

length) of the specimen across the imaging plane one may expect that distribution of phases of the 

light wave passed through the specimen will be produced.  

In 1934 Dutch physicist Fritz Zernike proposed the method describing how this phase distribution 

can be optically translated into corresponding changes in light intensity and therefore utilized to 

produce image contrast. 

In phase contrast microscope configuration, the condenser aperture diaphragm is replaced by an 

annular ring that forms illumination in shape of a hollow cone similar to darkfield illumination 

technique (Fig. 4.36). These wavefronts enter the objective and an image of the annular ring is 

created in the rear focal plane where a phase ring is positioned. The phase ring adds a constant 

phase shift (usually p/2 or 3p/2) to the bright, direct light originating from the annular ring in the 

condenser and additionally attenuates its intensity. Wavefronts of the light diffracted by the 

specimen will not pass through the phase ring, meaning that they will not be attenuated or retarded. 

Then wavefronts of the undeviated (i.e. zero order diffraction light) and the diffracted light are 

recombined allowing them to interfere constructively or destructively and the image is formed by 

the eyepiece lens. Intensity attenuation of the direct (undeviated) light is needed to make 

amplitudes of the diffracted and the undeviated light comparable, thus improving the contrast.  

Application of phase contrast method dramatically enhances visibility of structural features of live 

unstained microorganisms or cell cultures and they are observed as dark objects in bright 

background (positive phase contrast) or light objects on dark background (negative phase contrast). 
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Figure 4.36. Phase contrast scheme 

 Interference microscopy  

Differential interference contrast (DIC) microscopy proposed by G. Nomarski has similarities with 

phase contrast technique and is widely employed for visualization and study of transparent 

specimens. Image contrast is produced by a beam-shearing interference system where the 

illumination light is split into two components which are spatially displaced (sheared) at the sample 

plane by a small distance comparable with Airy disk diameter, and recombined before observation. 

Polarizer and two Nomarski-modified Wollaston prisms are needed for implementation of this 

technique. In DIC microscopy gradients of optical path length in lateral direction of sample plane 

are primarily responsible for contrast. 

There is also another kind of interference microscopy referred to as quantitative interference 

microscopy which uses two separate light beams produced by a beamsplitter and having much 

greater lateral separation than the ones used in differential interference microscopy (DIC). One of 

the beams is sent through a specimen and the other goes aside and is used as a reference beam. 

Both beams travel through the same optical components and then are recombined to interfere. 

Magnitude of optical path length difference for the beams can be measured using a compensator 

with high accuracy.  

 Fluorescence microscopy  

Fluorescence microscopy is a special kind of optical microscopy which uses emission of certain 

compounds ï fluorophores in order to enhance image contrast. Term ñfluorophoreò denotes a 

substance (usually an organic dye molecule) that absorbs light of specific wavelength and 

effectively emits fluorescence at longer wavelengths in accordance with Stokes rule. Fluorescence 

microscopy uses fluorescence light emitted by a specimen for image formation and this technique 

is very popular to study materials and biological objects of different kind. 
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Normally biological objects has very weak fluorescence, therefore they are often stained using 

different highly-fluorescing organic dyes or inorganic nanoparticles (e.g. colloidal quantum dots 

CdSe/ZnS). High fluorescence quantum yield, photostability, and selectivity/specificity of 

binding to a biological object that is investigated are the most important criteria of fluorescent 

labels selection. Alexa Fluor dyes are frequently used as cell and tissue labels in fluorescence 

microscopy. 

Fluorescence properties of some organic dyes exhibit strong dependence on polarity, viscosity, 

pH, concentration of specific ions in their immediate microenvironment, and these fluorophores 

can be used to selectively visualize compartments or structural features of biological specimens 

such as membranes, organelles in fixed or live cells (Slav²k 2013). For example, fluorescent 

probes DAPI (4',6-diamidino-2-phenylindole) and Hoechst dyes are extensively used to stain DNA 

and RNA molecules (Fig. 4.37). Antibodies labeled with fluorescein isothiocyanate (FITC) and 

tetramethylrhodamine isothiocyanate (TRITC) play important role in selective labeling of 

biological objects. Actin fibers in mammalian cells are usually stained with phalloidin. Popular pH 

sensitive dyes are based on fluorescein (carboxyfruorescein, SNARF, BCECF) and pyranine 

(DHPDS).  

Fluorescent molecular rotors (Auramin O, thioflavin T, DCVJ, etc.) with strong dependence of 

their emission intensity on viscosity/rigidity of their microenvironment represent another 

example of environment sensitive dyes (Valeur 2001; Haidekker and Theodorakis 2007). In low 

viscous media their fluorescence intensity is extremely low, however binding to macromolecules 

or increase of solution viscosity result in significant growth of fluorescence quantum yield which 

makes them useful for detection of specific macromolecules or aggregates such as amyloid fibrils 

(Maskevich, Stsiapura et al. 2007; Stsiapura, Maskevich et al. 2008; Amdursky, Erez et al. 2012). 

Fluorescent proteins constitute an important class of fluorescent probes suitable for biological in 

vivo studies to monitor cellular processes in living systems using optical microscopy. Discovery 

of green fluorescent protein (GFP) from the Aequorea Victoria jellyfish in the early 1960s ï a 

natural protein that is able to fluoresce in visible range of spectrum - and rapid development of 

techniques to modify DNA sequences allowed scientists to genetically modify proteins and embed 

a fluorescent reporter in their structure. Application of fluorescent proteins has a tremendous 

potential for tracking of tagged biomolecules in living cells and development of biosensors. 
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Figure 4.37. Representative image of endothelial cells under the fluorescence microscope. Nuclei 

are stained blue with DAPI, microtubules are marked green by an antibody bound to FITC and 

actin filaments are labelled red with phalloidin bound to TRITC. The image was taken from demo 

slide of ImageJ program (public domain) (http://rsb.info.nih.gov/ij/images/FluorescentCells.jpg)  

Construction of a fluorescence microscope is shown in Figure 4.38. Usually fluorescence 

microscopes have epifluorescence design, i.e. the light source is mounted above (epi) the specimen 

and the excitation light passes through the microscope objective lens on its way towards the 

specimen. An excitation band-pass filter is located after the light source and selects a spectral 

range, corresponding to absorption band of the used fluorophores and suitable for specimen 

excitation. Excitation light is focused on the specimen by the objective lens and the same objective 

is used to capture fluorescence emission and direct it further to dichroic beam splitter, eyepiece 

lens and detector. Dichroic beam splitter (able to reflect excitation light and transmit fluorescence 

emission) and emission filter are used to ensure that scattered excitation light could not reach the 

detector.  

http://rsb.info.nih.gov/ij/images/FluorescentCells.jpg
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Figure 4.38. Construction of fluorescence microscope 

 

 Total internal reflection fluorescence microscopy, (TIRFM) 

Total internal reflection fluorescence microscopy provides invaluable tool for researcher to 

investigate processes on surfaces, interfaces, and in thin films. This technique employs effect of 

total internal reflection (TIR) to restrict the excitation and detection of fluorophores to a thin region 

of the specimen.  

TIR phenomenon can be observed for a light propagating from optically more dense medium with 

index of refraction n1 to a medium with lower refraction index n2 (n1 > n2) (Figure 4.39). For the 

light traveling through the interface between these two media the Snellôs law gives the relation 

between the incident j and refracted y angles. Magnitude of the incident angle is called critical 

j = jcr when the refraction angle reaches its maximal value y = p/2.  
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Figure 4.39. Propagation of light through the interface between two media having different indexes 

of refraction. Condition of total internal reflection 

When condition of TIR is satisfied, i.e. at incident angles equal or larger than jcr , light is reflected 

entirely back into the first medium, however a highly restricted electromagnetic field (evanescent 

field) adjacent to the interface is created in the lower-index medium. Its intensity drastically decays 

by exponential law with increase of penetration depth z into low refraction medium and depends 

on incident angle, vacuum wavelength l0, relative index of refraction n = n1/n2: 
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medium. When light is reflected on glass-air interface (n = 0.67) at j = 70̄  the penetration depth 

of the evanescent field is z0 å 86 nm.  

In a typical experimental setup, fluorophores located in the vicinity of the glass-liquid surface can 

be excited by the evanescent field, and the excitation of fluorophores is confined to a region that is 

about 100 nm in thickness. Because excitation of fluorophores in the bulk of the specimen is 

avoided, a much higher signal-to-noise ratio can be achieved compared to conventional schemes 

of illumination. This enhanced signal level makes it possible to detect single-molecule fluorescence 

by the TIRFM method. It is noteworthy, that optical section thickness provided by TIRFM method 

is ~10 times smaller than the one produced by scanning confocal fluorescence microscopy 

technique. 
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Figure 4.40. Scheme of TIRFM method 

 

 Confocal microscope 

Confocal microscopy is the optical imaging technique employing spatial filtering of light coming 

from a specimen (e.g. fluorescence emission or reflected light) to increase optical resolution and 

contrast of the image produced (Prasad, Semwogerere et al. 2007). It enables imaging at different 

depths along Z-coordinate within a thick specimen (a process known as optical sectioning) with 

following 3D- reconstruction of the specimen structure.  

Laser scanning confocal microscope employs two principal ideas: point by point illumination of 

the sample and rejection of out of-the-focus light.  

The image of the extended specimen is generated by scanning the laser beam across the specimen 

in X- and Y- directions. XY-scanning can be performed either by moving the specimen relative to 

the laser beam or by tilting pair of galvanic mirrors which direct the laser beam position with regard 

to the specimen surface. 

The main feature of the confocal microscope is the confocal aperture (pinhole) positioned in the 

plane conjugated with the imaging plane within the specimen. As a result, the detector registers 

only the light passing through the pinhole. The principle of a confocal microscope operation is 

shown in Fig. 4.41. The pinhole rejects the light originated from Z2 plane, and only the light coming 

from the focal plane Z1 of the specimen can be registered by the detector. Thus, all out-of-focus 

and off-axis light beams arriving from the sample are effectively blocked by the pinhole. 

Size of the confocal pinhole is usually adjusted to match size of the Airy disc. Selection of a smaller 

size for the pinhole will result in decrease of the signal-to-noise ratio, while at larger pinhole sizes 

out-of-focus light will be registered affecting spatial resolution. Airy unit (AU) is usually used for 

quantification of the pinhole diameter (compare with eq.(5)) 
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AU
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since AU can be considered as an ñoptical coordinateò unit for microscopic images in lateral 

direction. Pinhole sizes (PH) in mm and in AU are related by total magnification factor (M) of the 

optical system including objective lens  

 M
NA

MAUmPH
l

m
22.1

1)( =Ö= . (4.53) 

By moving the focused laser beam along a sample surface (XY-scan), an image of a thin optical 

layer, located in the focal plane Z1 within the specimen, can be obtained. By changing the position 

of the focal plane relative to the sample surface (Z - scan) one can get series of images (Z-stack) 

that can be used to reconstruct spatial 3D image of the sample (Figure 4.42). 

The resolution along Z axis is described by axial point spread function, which depends on the 

wavelength of light, refractive index n between the objective lens and the specimen, and numerical 

aperture NA. When pinhole size is set to 1AU, axial resolution is determined by 
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Sometimes confocal microscope can be combined with a spectrometer, which allows to analyze 

intensity and spectral properties of emitted fluorescence or Raman scattering with high spatial 

resolution (Figure 4.43).  

The scanning confocal microscopy technique has gained popularity due to relative ease with which 

high-quality images can be obtained from specimens prepared for conventional fluorescence 

microscopy. 

 

a 

 

 

b 

Figure 4.41. Schematics of scanning confocal microscope (a); image of fungi spore (Neurospora 

crassa ) by confocal microscope (b). Cell wall was stained with Calcofluor white (blue), 

cytoskeleton in green (GFP) and endomembranes in red (FM-64). Image was taken from 

http://www.selectscience.net/SSUserPhotos.aspx?imgID=22.  

http://www.selectscience.net/SSUserPhotos.aspx?imgID=22
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Figure 4.42. 3D image reconstruction of ZnO needles on silicon substrate using confocal 

microscope. Scale is 110³132³30 mm. (the image is taken from 

http://www.dragon.lv/exafs/confocal_microscopy.htm)   

 

  

Figure 4.43. Image of poly-Si squares with 5³5 mm sizes on silicon plate in reflected light with 

bright-field illumination (left) and spatial distribution of Raman peak intensity at 520 cm-1 (Si line) 

for the same sample measured by confocal microscope with spectrometer Nanofinder-S. (image is 

taken from http://solinstruments.com)   

 

 Fluorescence lifetime imaging microscopy 

Earlier we considered the microscopy methods where imaging relied on differences in absorption 

or reflection of light passing through a specimen or scattering from its surface, variation of 

refractive or fluorescent properties of specimens. An important characteristic of fluorescing 

objects, that also can be used for imaging, is the duration of the fluorescence decay. Typical 

http://www.dragon.lv/exafs/confocal_microscopy.htm
http://solinstruments.com/
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fluorescence lifetime changes in a range from a few picoseconds (10-12 s) to several tens of 

nanoseconds (10-9 s). 

Fluorescence Lifetime Imaging Microscopy (FLIM) produces an image based on the differences 

in the excited state decay rate from a fluorescent sample. Thus, FLIM is a fluorescence imaging 

technique where the contrast is based on the lifetime of individual fluorophores rather than their 

emission spectra. The fluorescence lifetime is defined as the average lifetime of molecules in the 

excited state. As the fluorescence lifetime does not depend on concentration, absorption by the 

sample, sample thickness, photo-bleaching and/or excitation intensity it is more reliable parameter 

than intensity based methods. At the same time, the fluorescence lifetime depends on a wealth of 

environmental parameters such as pH, ion or oxygen concentration, molecular binding or the 

proximity of energy acceptors making it the technique of choice for functional imaging of many 

kinds. For example, FLIM microscopy is widely used in biological research to visualize stained 

cells (Figure 4.44).  

 

Figure 4.44. FLIM-images of BPAE cells stained with Alexa 488 phalloidin (left) and Mito Tracker 

Red (right). Changes of fluorescence decay lifetime are represented with color. (image taken from 

http://www.becker-hickl.com)   

 Ultramicroscopy and super-resolution microscopy 

Despite the advantages of traditional optical microscopy, the technique is hampered due to the 

resolution limit set by the diffraction of light, which restricts the amount of information that can be 

captured with standard objectives. The condition (5) determines the minimal distance between two 

point-like objects which can still be visible as separate entities using optical microscope with a 

certain numerical aperture under illumination with a certain light wavelength. A particle of this or 

greater size can be observed without distortion of its real shape. Diffraction effects of light limit 

ability to resolve structural features of smaller particles.  

http://www.becker-hickl.com/
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However, as it was shown more than century back, an ordinary optical microscope can be used to 

detect presence of particles with even smaller size (e.g., colloidal particles) and study their position 

and movement when special method of observation is utilized. This technique is based on effect of 

light scattering by small particles (Tindall scattering) and principle of the method introduced by 

Zsigmondy in 1902 is shown in Figure 4.45.  

 

 

 

Figure 4.45. Principle of the ultramicroscope setup 

Illumination light is focused using objective O1 on solution inside the cuvette C with colloidal 

nanoparticles. The light is scattered by colloids and captured at right angle by the second objective 

O2 forming a diffractional pattern. Based on this pattern one can deduce about presence, position 

and motion of particles, however data about size and shape of the particles obtained with this 

method are not very reliable.  

Similar illumination mode as in the ultramicroscope is employed for Light sheet fluorescence 

microscopy technique, which features good optical sectioning capabilities and high speed. In 

contrast to epifluorescence microscopy only a thin slice (usually a few hundred nanometers to a 

few micrometers) of the sample is illuminated perpendicularly to the direction of observation. 

In the past ten years, a number of novel approaches have been employed to overcome the diffraction 

limit, including near-field scanning optical microscopy (NSOM), stimulated emission depletion 

microscopy (STED), stochastic optical reconstruction microscopy (STORM) and structured 

illumination microscopy (SIM ). These techniques have achieved improved lateral (x-y) resolution 

down to tens of nanometers, i.e. about order of magnitude lower than the diffraction limit.  
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 Scanning probe microscopy 

 Introduction  

Gerd Binnig and Heinrich Rohrer were awarded the Nobel Prize in physics in 1986, for inventing 

the scanning tunneling microscope (STM) (Binnig and Rohrer 1987). In contrast to conventional 

optical microscopes with resolution limited by diffraction effects, resolution of STM is determined 

by the size of the probe-sample interaction volume which can be very small when atomically sharp 

tips are utilized as probes. This invention led to the appearance of wide set of different scanning 

microscopes, defined today as scanning probe microscopy (SPM) that form images of surfaces 

using a physical probe (usually an ultimately sharp) that raster scans the specimen, i.e the probe is 

mechanically moved in close proximity (~nm) above the sample surface. A variety of different 

probes and detection modes can be used to generate a topological map of the surface, to detect 

and image some other physical characteristics of the specimen, or to modify them with atomic 

resolution. Conceptually principle of SPM raster scanning is similar to the mechanical stylus 

profilometer, but introduction of a feedback loop by G.Binning and H.Rohrer allows to reduce 

significantly force of probe-sample interaction necessary for stable scanning which has resulted 

in high lateral resolution. To understand how SPM works we should emphasize its main parts: 

XYZ-scanner, sample-probe detection system and feedback concept.  

 

 XYZ ï scanner 

The requirements for XYZ-scanner are as follows: scan range in three (XYZ) dimensions of the 

order of few tens of micrometers with resolution down to tenths of angstroms; high speed 

(resonance frequency up to 1 kHz), low thermal release. Piezoelectric transducer based on inverse 

piezoelectric effect satisfies all these requirements and typically used in SPM. Principle of its 

operation is shown in Fig.4.46- 4.48. Inverse piezoelectric effect means the change of the sizes of 

material after application of external electric field. So let us assume that we have a cube from 

piezoelectric material with two electrodes (top and bottom) as shown in Fig 4.46a. If voltage U is 

applied to these electrodes (Fig 4.46b) the cube is elongated in vertical direction. So changing 

applied voltage U we can easily change the vertical size of the cube. It is not necessary to have 

voltage electrodes placed along direction of elongation: piezoelectric material can be polarized in 

such a way that application of voltage to side electrodes can produce similar displacement (Fig 

4.46c).  
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Figure 4.46. Application of inverse piezoceramic effect for displacement. (a) Applied voltage is 

off, initial state. (b) Voltage is applied and piezoelement is moved in vertical direction. (c) 

 

It is not necessary to have displacement and applied electric field be collinear. When piezoceramics 

is appropriately polarized, then application of horizontal electric field (side pair of electrodes) can 

lead to vertical elongation. Dashes lines so initial dimensions before voltage was applied.  

To have three dimensional (XYZ) scanner we should use three cubes with orthogonal directions of 

elongations glued together in piezoelectric tripod, or, which is more convenient, use scanner based 

on piezoelectric tube (Fig 4.47). External electrode of piezoelectric tube is divided into four 

electrically isolated pads and voltage proportional to displacement in X, Y directions are applied 

to the corresponding pairs of electrodes (X, -X) and (Y, -Y). Voltage applied to one pair of 

electrodes (e.g. (X,-X)) leads to tube bending in that direction, i.e. probe mounted at the bottom of 

the tube will be moved in X and slightly in Z directions. Motion in Z direction is realized by 

application of voltage to the internal electrode. Procedure of raster scanning is as follows (Fig 

4.48). First saw-like voltage is applied to X electrodes pair and full range displacement in this 

direction is achieved; then one step voltage is applied to Y electrodes pair and scanner returns back 

in X-direction. Procedure is repeated until scanner reaches full range X,Y position. In raster 

scanning the motion along X axis is rather quick and this direction is named as direction of fast 

scanning, and respectively Y direction is named as direction of slow scanning. Although X and Y 

directions in the isotropic sample are equivalent, due to raster scanning procedure the directions of 

slow and fast scanning differ and it should be taking into account while analyzing acquired data. 



180 

 

 

Figure 4.47. Piezoelectric scanner on the base of piezoelectric tube  

Outer electrode is divided on four electrically isolated parts, to which voltages proportional to 

displacements in +X, -X, +Y, and -Y directions. Voltage proportional to displacement in Z 

direction is applied to inner electrode. Sharp scanning tip (or cantilever) is connected to the bottom 

part of the tube. Upper part of the tube is fixed. During the scanning application of the voltage to 

the opposite side electrodes lead to tube bending in appropriate direction, which is equivalent to 

the horizontal displacement in XY plane. Z-voltage leads to elongation tube in Z-direction.  

 

 

Figure 4.48. Principe of scanning probe imaging ï raster scanning 

 

Piezoelectric scanner moves tip along shown line while feedback system control tip-sample 

distance. Two horizontal directions are defined as fast and slow scanning axis 

 

 Sample ï probe detection system  

The construction of sample-probe detection system will be considered on the example of atomic 

force microscope (AFM). In AFM the force acting between probe and sample is used for detection 

probe-sample interaction. The dependence of force between probe and sample on their separation 

can be approximated as a gradient of Lennard-Jones potential and schematically is shown in Fig 

4.49. Initially, when there is no direct contact between the tip and the sample, the decrease of the 
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separation gives rise to the appearance of an attractive force. When the tip is approached further to 

the surface repulsive forces become dominant and determine resistance of material to the mutual 

penetration.  

Two sharp parts of this curve denoted as "attractive" and "repulsive" can be used for selection of 

a set point in AFM operation. Operation with a set point within a range where attractive forces 

dominate (due to van der Waals force) means that the probe is far from the surface and this 

operation mode is named as "non-contact". Non-contact mode is very sensitive to the sample and 

probe surfaces state which results in practical inability of its application in ambient conditions 

besides ultra high vacuum environment. This non-contact mode should not be confused with 

"Tapping modeÈ" explained below. Contact mode is due to sample rigidity and is widely used. 

 

Figure 4.49. Sample ï tip interaction. Two parts of dependency (repulsive and attractive) can be 

used for stabilization of tip-sample position 

To have possibility to measure a force between the probe (very sharp tip) and sample surface we 

should mount this probe on a small plate named cantilever. When the probe tip is brought into 

proximity of a specimen surface, arising forces due to the interaction with a specimen should lead 

to cantilever bending and using measured displacement and cantilever spring constant this force 

can be calculated according to Hooke's law. The cantilever side opposite to the tip is reflective and 

the bending can be quantified by deflection of the laser beam (Fig.4.50) measured with four quad 

photo-detector. The construction of the photo-detector allows to measure both vertical and 

horizontal deflections of the cantilever where the latter deflection appears due to cantilever torsion 

with friction force.  
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Figure 4.50. Beam deflector principle 

The elastic parameters of cantilever are characterized via its geometrical parameters: beam width 

w, length l and thickness t. Height of tip h typically is about 10 mkm. Deflection of cantilever is 

measured via four-quadrant photodetector which output signal depends on displacement of laser 

spot after reflection from bend cantilever. 

So the entire construction of AFM should look as follows (Fig. 4.51). A sample is mounted on 

XYZ-scanner, a force between probe and sample is measured with displacement detector and 

passed to the control electronics which should stabilize its value during XY-scanning by sample 

displacement in Z direction. 

 

Figure 4.51. Principe of AFM imaging. Sample is mounted on the top of piezoelectric tube XYZ-

scanner  

Displacement of cantilever under tip-sample interaction is measured with displacement detector. 

Control electronics stabilize tip-sample interaction and realize communication with computer. 
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 Feedback concept  

Now let us consider the function of control electronics in detail (Fig 4.52). Signal from the 

displacement detector is compared with a reference force value ("set point"). If their difference is 

zero then everything is OK. But if the difference signal (error "U(t)") is not equal to zero then we 

apply voltage to Z direction to reduce the difference signal to zero. The required function can be 

realized using proportional-integral-difference (PID) regulator according to its transfer function  

,    (4.55) 

where KP, KI, KD ï are coefficients of proportional, integral and derivative control. U(t) ï input 

error signal. 

The selection of KP, KI, KD coefficients should provide the stability of the feedback loop (absence 

of self generation) together with maximal performance (speed of scanning). 

 

Figure 4.52. Feedback loop for SPM measurements  

Signal from displacement sensor is compared with reference force. Their difference ("error") is 

applied to the input of PID-regulator. Output of PID-regulator is applied to Z-electrode of 

piezoscanner to stabilize tip-sample interaction and stored in the computer as topography signal 

"Z(t)". The parameters of PID-regulator should be selected to provide stabilization with maximal 

feedback performance. 

(a)  (b)  



184 

 

Figure 4.53. a) Standard AFM tip (Nanosensors, PointProbeÈ Plus) and b) a special AFM tip 

optimized for top visibility (Nanosensors, Advanced Tip at the End of the Cantilever). The pointed 

cantilever as well as the angle of the tip apex towards the front increase the exposure of the apex 

towards the focused laser light and reduce shadowing effects. Scale bar 10 um. Images from 

Nanosensors (http://www.nanosensors.com).   

 

 AFM probes and AFM imaging  

The sharpness of the probe is a key factor affecting lateral resolution. In earlier days AFM probes 

were prepared manually from a specially bent etched tungsten wire. This process required special 

training and reproducibility of probes was quite low. Nowadays all commercial AFM probes are 

prepared by silicon etching techniques from semiconductor industry and their images are shown in 

Fig 4.53. Curvature radius of the tip can be as low as few nm, but typically for ambient conditions 

of measurements it can be evaluated as 20-50 nm. For special requirements (combined optical 

measurements) tip can be curved in a special way (Fig 4.53b) to prevent cantilever shadow effect 

during light illumination. 

To enhance sensitivity of AFM (and reduce noise level) the cantilever can be introduced to the 

forced oscillations with amplitude up to hundred nm. Let us consider this process in detail. 

Cantilever can be represented as a mass m mounted to the spring with stiffness k. Probe ïsample 

distance is z, the amplitude of cantilever oscillations is Zd(t) (Fig 4.54). 

 

 

 

Figure 4.54. Mechanical model of the dynamic tip-sample interaction 

The cantilever is represented as mass m on the spring with stiffness k. Tip-sample separation 

distance is z. An external oscillating force is applied to the cantilever resulting in its oscillation 

with amplitude Zd(t). 

When probe-sample force is F then spring is elongated and . In dynamic mode 

cantilever is introduced to the forced oscillation by additional piezodriver and 

http://www.nanosensors.com/
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. So equation of probe motion can be written as

, where  and , Q - quality factor. 

In the case F=0 (probe is far from the surface)  and 

. 

Their graphic dependencies are shown in Fig 4.55. If probe is approaching the sample interaction 

force F can be expanded as a series , which results in the shift of resonance 

frequency  (Fig 3.12.9) and according to the equations  and 

. 

For typical cantilever with fr = 80kHz, k=1 N/m, Q = 100, interaction force of F = 0.2pN leads to 

ȹf/f  = 1.5*10-5 and ȹű = 0.150.  

Dynamic mode of operation was patented by Digital Instruments as "Tapping Modeò (Tapping 

Mode È is a trademark of Digital Instruments, USA), so many other AFM manufactures cannot 

use this term and have to introduce other terms as "semicontact", "non-contact", etc. 

 

Figure 4.55. Amplitude-frequency and phase-frequency dependences in mechanical model of the 

dynamic tip-sample interaction. Tip-sample interaction lead to change of resonance frequency, 

which can be detected as change of amplitude of the forced oscillations or their phase  

The sensitivity of static and dynamical modes from thermodynamic parameters was evaluated in 

(Albrecht, Gr¿tter et al. 1991) as   and  ,  
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where B-bandpass , fscan ï frequency of fast scanning, Npixel ï number of 

pixels per line, T ï temperature, kB - Boltzman constant 

For typical cantilever with f0=100 kHz, Q=100, k=1 N/m, fscan=0.1 Hz, Npixel=100, A=10 nm 

,   

An example of AFM imaging is given in Fig 4.56 as topographic image (a) and cross-section along 

the line AB (b). The measurements of high temperature superconductor La2ŭ Srŭ Cu O4 film with 

50 nm thickness were done at ambient conditions in static contact mode.  

 

Figure 4.56. (a) AFM image of high temperature superconductor La2ŭ Srŭ Cu O4 film. Half-cell 

steps (height 6.6A) area shown on topography cross section along line AB (b) 

 Magnetic force measurements  

Method of interleave scanning was developed to measure long range forces (magnetic, electric, 

etc). It was named as "Lift ModeÈ" method and registered by Digital Instruments. Principe of the 

lift mode is explained in the following example of magnetic force measurements (MFM) (Fig 4.57) 

ï between magnetic sample and magnetic probe. 
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Figure 4.57. Principe of MFM imaging ï "Lift Mode È". Two paths scanning. During the first scan 

the surface profile is recorded. At the second scan magnetic tip is elevated over the sample at 

constant height and tip-sample interaction is measured. This two paths method is generally used in 

all cases when long-range forces should be separated from short-range ones.  

In this case each scanning line is scanned twice. During the first scan the probe is brought into the 

contact with a sample and profile of the surface along the scan line is recorded. During the second 

scan along the same line the separation between the probe and the surface is maintained at some 

constant value using data from the previously recorded surface profile. During this second scan the 

feedback is off and the probe-sample interaction force is recorded.  

To evaluate magnitude of force appeared between probe and sample during magnetic force 

measurements let us use a scheme shown in Fig 4.58. Probe and surface are represented as two 

magnetic volumes with magnetization M along connection line, z - probe-sample distance. 

 

Figure 4.58. Model of magnetic interaction during magnetic force measurements. Two spheres 

with magnetic moment M are at the distance Z. 

Magnetic materials typically used for MFM tip preparation are some alloys on the base of cobalt 

or iron, so their magnetic moment M= 106A/m; volume V=103 nm3; z=30 nm. 

Interaction force F is calculated from dipole approximation , which gives 

magnetic field distribution as . If , then 
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. That gives  and . It means that 

observation of magnetic contrast is quite realistic both in static and in dynamic mode. 

To understand magnetic contrast during MFM measurements let us consider two extreme domain 

configurations in the sample. The direction of magnetization of the probe is perpendicular to the 

sample surface. If magnetic domains are in-plane (Fig 4.59), then maximal gradient of the sample 

magnetic field is along the inter domains boundary and magnetic contrast is observed only at the 

domain boundaries. 

 

Figure 4.59. MFM imaging of in-plane magnetic domains. Magnetic contract is observed only at 

the domain boundaries; its sign depends on direction of neighbor domain magnetization. 

For out-of-plane magnetic configuration of the sample (Fig 4.60.) at the domain boundaries we 

should observe the change of the sign of magnetic contrast. But entire magnetic domain gives 

approximately the same value of magnetic contrast; opposite domains give different sign. 

 

Figure 4.60. MFM imaging of out-of-plane magnetic domains. Magnetic contract is observed for 

total sample surface. 

The examples of MFM imaging are given in Fig 4.61 and Fig 4.62. 
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(a)  (b)  

Figure 4.61. MFM images a) HDD WDC 1270 with capacity of 270.4MB; b) Diskette 1.44 Mb 

3.5". Contact mode. 

 

Figure 4.62. MFM images of (Au 5nm)/(Co dCo)/(Au 5nm) trilayer; dCo=1.6nm (a), dCo=25nm (b). 

In AFM images sample surface is flat. Tapping mode. 

 

 Electric force microscopy 

Electric force microscopy (EFM, or Kelvin mode) utilizes similar to MFM setup for measurements 

of electric domains in specimens. It is also based on two-pass interleave technique ï Lift Mode 

(Fig 4.63). During the first scan the sample surface profile is recorded, and during the second scan 

the distribution of electric field (or potential) along to the surface is obtained. In contrast to MFM 

measurements, for EFM measurements it is very easy to modulate tip-sample interaction during 

the second scan by applying small voltage Vac between the conductive tip and sample. In such 

situation the applied voltage to the tip Vtip is ; where Vdc - static voltage. 

Cantilever response (AFM feedback in this case is off) should modulate tip-sample distance in 

harmonic way as . If we consider tip-sample as capacitor, then force of 

interaction is . And first harmonic of the interaction force 

. So if we introduces feedback loop which should stabilize F1ɤ as 0 

with application of constant potential Vdc between tip and sample, then Vdc=Vsurface under condition 

F1ɤ=0. The realization scheme of EFM is shown in Fig 4.64. In addition to AFM stabilization loop 
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"AFM-part" explained above, the "EFM-part" consisting of comparator, lock-in detector and PID-

regulator is added. And it operates during the second pass scan. 

 

Figure 4.63. Principe of electrostatic force microscope (EFM). EFM measures electric field 

gradient distribution above the sample surface, through measuring local electrostatic interaction 

between a conductive tip and a sample using Lift Mode È method.  

 

Figure 4.64. Kelvin probe microscopy measuring scheme. Typical part for AFM measurements 

"AFM-part" is extended with additional "EFM-part". External generator G applied additional 

voltage between tip-sample resulting in appearance of oscillating component of tip-sample force. 

After detection with lock-in amplifier PID-regulator provides dc-voltage equals to the local surface 

potential. 

The example of EFM imaging is given in Fig 4.65. During first part of the experiment ferroelectric 

film was polarized by application of different voltages to the tip while it is scanned along horizontal 

lines with 1 mkm length. After polarization the same tip was used to detect induced electric charge 

(or potential) distribution. 
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Figure 4.65. (a) Topography and FM-EFM (b) images of a ferroelectric film with electrical bits 

written onto it. The four bits were written with a metal-coated AFM tip at +3,-3,+2, and -2volts 

from top to bottom. The images were captured with the same tip, moments after polarizing the 

central region. Carrying +1V, the tip failed to polarize this ferroelectric film. 2ɛm scans (adapted 

from Application note "Electric Force Microscopy, Surface Potential Imaging, and Surface Electric 

Modification with the Atomic Force Microscope (AFM)", Veeco Instruments Inc, 2004, 

http://www.veeco.com).  

 

 Scanning near-field optical microscopy 

Scanning near-field optical microscopy (SNOM) represents a variety of scanning probe 

microscopy techniques, which combines high spatial resolution with sensitivity and spectroscopic 

capabilities inherent to optical methods of detection. In contrast to ordinary optical microscopy, 

which resolution is limited by diffraction of light, it relies on imaging in so-called near-field regime 

when distances between probe and object are much smaller than wavelength l of the light.  

Two main approaches (Fig. 4.66) to optical near-field microscopy exist: (i) aperture type SNOM 

and (ii) apertureless techniques. In the first case, a subwavelength size aperture on a scanning tip 

is used as an optical probe. This is usually an opening in a metal coating of either an optical fiber 

tip or of a cantilever. Excitation light is focused through the aperture resulting in evanescent 

electromagnetic field formation on the other side of the aperture at distances Z<10 nm close to its 

surface (near-field range). When a sample is scanned at a small distance below the aperture, the 

optical resolution of transmitted or reflected light is limited, in general, only by the diameter of the 

aperture and lateral resolution of 20 nm has been demonstrated (D¿rig, Pohl et al. 1986).  

Typical setup of aperture type SNOM is shown in Fig. 4.67. Specially etched optical fiber, which 

tip is playing the role of a subwavelength aperture, is used for sample excitation. Usually a tuning 

fork attached to the probe fiber is used to control spatial separation between the fiber tip and sample 

surface. Lateral oscillations of the probe tip at a mechanical resonance frequency are induced, and 

as the oscillating tip approaches the sample, forces between the tip and sample damp the amplitude 

of the tip oscillation. Feedback signal from the tuning fork is used to maintain constant distance 

between the probe and the sample surface by PZT. NSOM images are generated by scanning the 

http://www.veeco.com/
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fiber tip over the sample in a two-dimensional raster pattern and collecting the emitted/scattered 

radiation in the optical far-field by a detector. 

 

Figure 4.66. Principle of NSOM: Can be simply modeled by the electromagnetic interaction of two 

very closely positioned nano-objects, which represent a probe and sample. Aperture-type (a) and 

tip enhanced (b) SNOM principles. 

 

Figure 4.67. Aperture type SNOM. Specially etched optical fiber is used as a probe. It is glued to 

the side of the tuning fork which lateral oscillations can be excited. Probe-sample interaction is 

controlled through the resonant frequency shift of tuning fork owing to lateral oscillations damping. 

Scattered light is collected with microscope objective, filtered and analyzed. 

 

 Apertureless techniques  

Apertureless (or tip-assisted) techniques are based on the near-field optical phenomena as well, but 

do not require passing the light through an aperture (Fig. 4.66). A nano-antenna (a specially 

prepared metal-coated AFM probe) is excited by laser light tightly focused at its apex. Under 

specific conditions, the nano-antenna can localize and enhance the excitation electromagnetic field 
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and/or sample optical response in very close proximity to its apex. Thus, tip of the nano-antenna 

effectively works as a localized ñnano-emitterò or ñnano-scattererò of light. When scanning the 

sample with respect to this nano-antenna, the obtained map of optical response (Raman or Rayleigh 

scattering, fluorescence, etc.) from the sample has lateral resolution which is determined by size of 

the electromagnetic field localization at the nano-antenna tip. 

One of the most promising types of tip-assisted optical imaging techniques is Tip-Enhanced Raman 

Scattering (TERS or ñnano-Ramanò) where special nano-antenna with sharp metal tip is used to 

locally enhance the Raman scattering signal from a sample (Fig. 4.68). Fig. 4.69 shows 

enhancement of Raman spectra for carbon nanowire in proximity to the metal tip. Raman spectra 

provide structural information about chemical species and TERS can be used for identification of 

chemical substances and their distribution onto the sample surface.  

 

Figure 4.68. Apertureless type TERS. Specially inclined etched noble metal tip is approached to 

the sample. Spot around tip is illuminated with excitation laser and scattered light is collected with 

microscope objective. 

 

 

Figure 4.69. (a) AFM topography image of the carbon nanowire used for the TERS experiments in 

this study. (b) Tip-enhanced Raman spectroscopy on the nanowire. Blue spectrum: tip retracted, 

red spectrum: tip approached; enhancement of some lines are shown numerically. (from application 
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note "Tip-Enhanced Raman Spectroscopy (TERS) for Chemical Imaging at the Nanoscale" of 

Witec, http://www.witec.de).  
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 Magnetometry 

Magnetometry is the technique of measuring and mapping patterns of magnetism in different 

materials. Magnetometry measures perturbations in the ambient magnetic field caused by contrasts 

in magnetic susceptibility, i.e. the ability of substance to take on an induced magnetism caused by 

its immersion in the magnetic field. 

The result of magnetometry analysis is the integral magnetic moment (or its projection on the 

direction of the external magnetic field) of the studied object in the external magnetic field. The 

pattern of the distribution of magnetic moments in the object can be obtained using a number of 

methods, such as magnetic force microscopy, neutron diffraction methods with polarized neutrons, 

etc. The unit of magnetic moment in the SI system is 1 ɸĿm2. In the Gaussian system of units (as 

well as CGSM) which is the most common and convenient in magnetometric studies, the unit of 

magnetic moment is usually denoted as emu (electromagnetic unit of the magnetic moment). The 

ratio 1 emu = 10-3 ɸĿm2 gives the relation between units of these two systems, that is the value of 

unit magnetic moment, the Bohr magneton, corresponding to the "quantum" of the magnetic 

moment of the electron being 1 ɛB = eĿǩ/2me = 9.27Ŀ10-24 ɸĿm2 = 9.27Ŀ10-21 emu (ǩ is the Planck-

Dirac constant, e is the elementary electric charge, me is the mass of the electron). Strength H of 

magnetic field applied to the studied object is measured in A/m (SI) or Oersteds (Oe in CGSM). 

The results of magnetometry are the unique origin of information describing properties of modern 

materials, including nanostructured, where "direct" observation of the studied objects, 

nanostructures, is often problematic because of their small size. Analysis of magnetic properties of 

such materials allows "feeling" their structural peculiarities and analyzing indirectly atoms 

ordering inside material (crystalline ordering, nanoparticles size and distribution in composite 

materials, etc.). 

 

 Methods of magnetometry studies 

The commonly used methods of magnetometry can be divided into two groups, "force" methods 

that measure force acting on magnetized sample in a variable magnetic field, and "induction" 

methods that measure the voltage induced by changing magnetic flux (for example, when removing 

a sample from a coil, or when the magnetized sample vibrates near the coil). The first group of 

techniques includes such methods as torque magnetometry and alternating gradient magnetometry 

(AGM) which is based on measuring the force induced by the gradient of a magnetic field. The 

sensitivity of AGM-magnetometry is rather high and close to 10-8 emu. The principle of the AGM 

magnetometer acting described in [1] is shown in Figure 4.70. During the measurement, the sample 

is cut into 3 mm x 3 mm, mounted on a non-magnetic probe (or at the end of a fiber) and suspended 

in the gap between a pair of the magnet poles and coupled AC field coils. The magnet poles provide 

a strong field to magnetize the sample in the measuring directions. The alternating gradient field 

coils exert a periodic force on the sample and deflect the sample with the magnitude proportional 

to the moment of the sample. The deflection of the probe is measured by a piezoelectric sensor 
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attached to the probe. When the AC field is tuned at the mechanical resonant frequency of the 

probe, the deflection of the probe is amplified (vibration amplitude increases). Therefore, the 

hysteresis loop of the sample can be obtained by detecting the corresponding piezoelectric voltage 

signal from the piezoelectric sensor [1]. 

 

Figure 4.70. Schematic image of AGM magnetometer  

The second group of magnetometry techniques includes vibrating sample magnetometry (VSM) 

and SQUID magnetometry. VSM (or Foner magnetometer) is the prevalent instrument to measure 

the basic magnetic properties of materials as a function of magnetic field, temperature and time. 

VSM is so named because the sample physically vibrates, typically at frequencies between 50 to 

100 Hz. The idea of the method is based on the flux change in a coil when a magnetized sample is 

vibrated near it. The sample, commonly a small disk, is attached to the end of a nonmagnetic rod, 

the other end of which is fixed to a mechanical vibrator (Figure 4.71). The movement of the sample 

in the applied magnetic field alters the magnetic flux through the pick-up coils, which causes an 

induction voltage in the coils according to Faradayôs law of magnetic induction. The induction 

voltage is proportional to the sample's magnetic moment. The small alternating magnetic flux is 

amplified, usually with a lock-in amplifier which is sensitive only to signals at the vibration 

frequency. The apparatus is calibrated with a specimen of known magnetic moment. The sensitivity 

of this method is usually about 10-6 emu, but it can reach even 10-8 emu. 
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Figure 4.71. Schematic image of VSM magnetometer 

SQUID (super-conducting quantum interference device) magnetometry is based on the Josephson 

junction effect, i.e. on the tunneling of superconducting electrons across a very narrow insulating 

gap, called a Josephson junction, between two superconductors (Figure 4.72). SQUID 

magnetometer utilizes the quantum properties of closed superconducting circuits and works 

basically as a converter of flux-to-voltage with high sensitivity. As the sample passes through the 

SQUID pick-up coils, the magnetic flux through the superconducting loop changes due to this 

movement. A changing magnetic flux through the ring generates a voltage and a current in the ring, 

according to Faradayôs Law. The voltage of the junctions oscillates with a period equal to the 

quantum flux, i.e. each voltage step corresponds to the passage of a single flux quantum across the 

boundary of the ring, so that the change of the magnetic flux can be calculated by counting the 

number of oscillations and converted back to moment. Since a superconducting Josephson device 

requires low-temperature operation, it is usually used in conjunction with a superconducting 

solenoid. SQUID measurements over a range of fields and temperatures are time consuming. The 

sensitivity of SQUID is usually up to 10-8 emu. 

 

Figure 4.72. Schematic image of the operating principle of SQUID flux sensor 

Magnetic force microscopy (MFM), a variation of conventional atomic force microscopy, is 

commonly used to detect the magnetic structure of materials. Schematic image of operating 

principle of magnetic force microscope [1, 2] is presented in Figure 4.73. The measurement process 

includes two stages. In the first pass, topographical data is taken in the tapping mode. The tip is 

then raised to a certain scan height in the second pass with a constant separation between the tip 

and sample surface. During the second pass, the long-range magnetic forces are detected which 

shift the resonance frequency of the cantilever and produce the magnetic image. The short-range 

Van der Waals forces vanish and thus the influence of topography can be minimized in the second 

pass. Therefore both the topography and the magnetic image can be obtained simultaneously for 

the same area. The tip is coated with a thin layer of magnetic material, which experiences a 

measurable force when it enters the field gradient where a domain wall meets the sample surface. 

The force acting on the tip can be measured optically, by the deflection of the cantilever holding 

the tip, or from the change in amplitude of the cantilever motion when set into resonant oscillation 
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[1]. MFM requires minimal surface preparation, and works on both conducting and insulating 

materials. The MFM offers the prospect of observing magnetic structures at extremely high 

resolution. 

 

Figure 4.73. Schematic image of operating principle of magnetic force microscope 

 

 Measuring and interpretation of magnetization curves 

The most common source of information about magnetic properties of the studied object is so-

called magnetization curves presenting the dependence of magnetic moment ɛ on the external 

magnetic field H. Magnetization M is the magnetic moment of a unit volume of the material. The 

procedure for obtaining these dependences assumes the initial magnetization of the object at the 

maximal magnetic field Hmax. Further, the magnetic field decreases gradually to zero, after which 

a magnetic field in the opposite direction is applied to the sample, gradually reaching -Hmax. The 

registration of the magnetic moments corresponding to different values of applied field H allows 

obtaining the magnetization curve schematically shown in the Figure 4.74. 

 

Figure 4.74. Typical magnetization curve ʄ(ʅ) 

It should be noted that magnetization curves of magnetic materials exhibit often hysteresis due to 

the irreversibility of their magnetization reversal. Hysteresis is characterized by a mismatch of the 

descending (from Hmax to -Hmax) and ascending (from -Hmax to Hmax) branches of M(H) 
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dependences, as it is shown in Figure 4.74. The registration of the complete magnetization curve 

(in two directions of H variation) makes it possible to determine the so-called coercive field HC ï 

negative magnetic field leading to zero magnetization. It is important to mention that initial 

saturation of magnetization is a necessary condition for determination of HC and recording the 

complete magnetization curve. Saturation of the sample magnetization is achieved in the case of 

aligning the magnetic moments of all its structural elements (atoms, ions) in one direction of the 

external field. The magnetization thus reaches the maximal value MS. Otherwise, if Hmax is 

insufficient for saturation of the studied sample, so-called minor hysteresis loops are detected, the 

field leading to zero magnetization obtained from these curves being not equal to HC value. In 

addition to HC value, saturation magnetization MS and the remanent magnetization Mr can be 

determined from the magnetization curves (see Figure 4.74). The latter parameter is the value of 

magnetization characterizing the sample after decreasing the external field down to zero. For 

magnetization curves possessing hysteresis, the squareness S = Mr/MS of the loops is one more 

important parameter. 

Magnetization curves M(H) can be measured (i) at different temperatures for investigation of 

temperature effects in materials (phase transitions, thermal fluctuations of magnetic moments, 

superparamagnetic effects in nanoobjects, etc.), and (ii ) for different spatial orientations of the 

external magnetic field with respect to the sample to study the effects of magnetic anisotropy. 

 

 Analysis of temperature dependences of magnetization  

Changes in the studied object temperature can provide significant modification of magnetization 

curves shape. Both HC and M values of the sample can be modified. Measurement of temperature 

dependences of magnetization M(T) allows determination of temperature corresponding second-

order phase transition in material, e.g. from ferromagnetic to the paramagnetic state (Curie 

temperature), which is characterized by a decrease in the magnetization down to zero with 

temperature increase. In addition, the objects studied by modern materials science often possess a 

small size (nanometers and even sub-nanometers) and, as a consequence, are characterized by a 

much more diverse magnetic effects and states, as compared with corresponding bulk materials. 

For example, the effect of superparamagnetism (SP) is typical for magnetic nanoobjects with linear 

size less than 10 nm. This effect originates from thermal fluctuations of magnetic moments in the 

objects with the energy exceeding energy of their magnetic anisotropy. Analysis of nanoobjects 

magnetic state can be performed by measuring and analyzing their temperature dependences of 

magnetization (or magnetic moment) in field cold and zero-field cold modes (FC and ZFC, 

respectively), i.e. measured after cooling in zero magnetic field (ZFC) and in small but non-zero 

magnetic field HFC (FC). Typical FC and ZFC curves are shown in Figure 4.75. 
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a                                                                b 

Figure 4.75. Temperature dependences ʄ(ʊ) of superparamagnetic nanoobjects measured in ZFC 

(1) and FC (2) modes (ʘ) as well as typical shape of their magnetization curve ʄ(ʅ) in SP state (at 

ʊ > Tɺ) (b) 

They demonstrate the shape characteristic for particles in the SP state which possess dispersion in 

size. When cooling to low temperature without external field, disordering in the directions of 

magnetic moments originating from random orientation of the magnetic axes in a system of non-

interacting nanoparticles keeps fixed (blocked). This leads to a zero value of total magnetization 

of the system. When the sample is heated in a small magnetic field (ZFC curve), its magnetization 

increases as a result of unblocking the magnetic moments of the particles and aligning them in the 

direction of the applied magnetic field. Peak of ZFC curve occurs due to the particles thermal 

energy kBT increase with T and its reaching the value of magnetic anisotropy energy ȹEa. The 

temperature corresponding to maximal value of sample magnetization (peak of ZFC curve) defines 

blocking temperature TB. Further increase in T providing domination of thermal energy over the 

anisotropy energy Ea leads to a transition of nanoparticles from nonequilibrium "blocked" state into 

SP state. It should be noted that magnetic granules with different sizes become SP at different 

temperatures. In this case, blocking temperature TB determines the temperature of transition to the 

SP state for smaller particles, whereas particles of maximal size transit into SP state at the 

temperature corresponding coincidence of FC and ZFC curves (the so-called bifurcation 

temperature Tbr). One can see from the Figure 4.75 that the magnetic moments of majority particles 

are unblocked already at 250 K, but the weak splitting between FC and ZFC curves remains up to 

340 K. Thus, the difference between these curves in the temperature region of TB > T > Tbr is 

associated with the dispersion of magnetic granules in size. 

Nonzero magnetization of the material cooled in a magnetic field down to low temperatures (FC 

curve in Fig. 4.75) is explained by the fact that magnetic moments of the granules are fixed with T 

decrease, some of them being aligned in the direction of the applied field. Above TB, magnetization 

curve M(H) of SP nanoobjects demonstrates characteristic ñS-typeò shape unsaturated over a wide 

range of fields accompanied with smooth and slow saturation, as well as zero ʅʉ value (Fig. 4.75b). 
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ʊɺ value allows determination of SP granules size. In the simplest case, SP relaxation (or system 

thermal stability) in zero magnetic field can be described by Neel relation:  
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where t is relaxation time, t0 is characteristic time, ȹɽʘ = ʂV is the energy barrier between two 

energy levels of system with minimal energy depending on magnetic anisotropy of studied system, 

ʂ ï constant of magnetic anisotropy, ʊ ï temperature.  

Relaxation of magnetization of single particle through the energy barrier ȹɽʘ in ʅ field is described 

by relaxation time Ű. Taking into account the magnetization reversal by the coherent rotation 

mechanism and random direction of granules magnetic moments, one can obtain [3] 
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where ʅ0 is the external field eliminating energy barrier. As ʊɺ being the temperature at which 

energy barrier is comparable with thermal energy, one can obtain the next relation from (1) for 

typical characteristic time of t0 =10-9 s  

                                                25 ( ) ( )B B ak T H E HºD .                                                       (4.58) 

Extrapolation of ʊɺ(H) in zero field  leads to 

                                                 25 (0)B Bk T KVº .                                                          (4.59) 

Basing on the value of K constant for nanoparticles in studied materials and estimated TB value 

from M(T) dependences, it is possible to calculate the volume of magnetic particle. It should also 

be taken into account that K value of nano-sized particles is probably several orders of magnitude 

higher than for a bulk material due to the significant contribution of surface anisotropy [1, 3]. For 

example, for iron nanoparticles K ~ 106 J/m3, whereas K = 4.8Ŀ104 J/m3 for bulk Ŭ-Fe [1, 3]. The 

volume of particles estimated by this method gives information on the size of SP granules, because 

exactly these granules participate in the peak of the ZFC curve formation. 

One more way to determine the size of SP nanoobjects basing on the results of magnetometry is to 

approximate their magnetization curves in SP state, i.e. for any T > TB, with Langevin functions 

coth( ) 1L a a= - . This function describes magnetization of paramagnetic material [4] and is 

applicable to the description of particles in a SP state, since there is no magnetic interaction between 

them. For SP particles  
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where 
SM Vm= presents magnetic moment of nanoobject with V volume, MS is saturation 

magnetization, ʅ is the external magnetic field.  

Assuming spherical shape of nanoparticles and log-normal distribution of their sizes  

( )
2

2

ln ln1
( ) exp

2(ln )2 ln

D D
f D

sp s

è ø-
é ù=
é ù
ê ú

,                                              (4.61) 

where D  is mean value, s is dispersion in values, then the resulting magnetization can be 

presented as 
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where 25activ BV k T K=  is the size of maximal particle in SP state. This relation describe the share 

of M(H) presented in Figure 4.75b. 

 

 Magnetic anisotropy and angular dependences of magnetic parameters  

SP state characterizes nanoobjects only in a narrow size range (about several nanometers or less), 

which, moreover, do not exhibit magnetic interaction. Nanoobjects of a larger size, as well as 

continuous media characterized by magnetic ordering, exhibit thermally stable configurations of 

magnetic moments. Such materials generally demonstrate diverse magnetic parameters in different 

directions, i.e. they have a preferential direction for their magnetic properties realization (one or 

several), such as axis of easy magnetization. The dependence of materials magnetic properties on 

chosen direction indicates the presence of magnetic anisotropy. The most common type of 

magnetic anisotropy is uniaxial anisotropy, when only one easy-magnetization axis is characteristic 

for material (magnetic system). The origin of magnetic anisotropy of materials is in their crystalline 

anisotropy, shape anisotropy, magnetostriction, surface effects, exchange interaction, etc. 

Occurrence of magnetic anisotropy in material influences on the shape of its magnetization curves 

that varies significantly in different spatial orientations. The anisotropy axis dictates preferential 

direction for magnetic moments in the sample in the absence of external magnetic field. For small 

rotations of magnetization vector (magnetic moment) away from an easy direction, the anisotropy 

of the system acts like a magnetic field trying to hold it parallel to the axis. This field is called the 

anisotropy field and denoted as Ha. The anisotropy field is parallel to the easy direction and of a 

magnitude such that for small angular deviations from the easy axis (small angle ɗ) it exerts the 

same torque L = ʅʘĿʄSĿsinɗ on MS as the anisotropy itself [1]. The physical meaning of the 

anisotropy field providing the way for its calculation from magnetometry data implies the 

magnitude of the field necessary to magnetize the system in the direction of its hard axis, i.e. at 90Á 

to its easy axis [1]. Anisotropy constant K is the main parameter characterizing magnitude of 
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magnetic anisotropy. It corresponds to energy barrier to be overcome by magnetic moment for 

orientation along the direction corresponding to the energy minimum. 

Typical set of magnetization curves for a system with uniaxial magnetic anisotropy obtained at 

different angles Ŭ to the axis of its easy magnetization is shown in Fig. 4.76. The shape of these 

curves is given by Eq. (8) 

0)(2sin
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sin =-Ö+Ö aqqh                                                     (4.63) 

where h = H/Ha is the external magnetic field normalized by anisotropy field value, ɗ is the angle 

between magnetic moment orientation and the external field ʅ.  

This equation was obtained by Stoner and Wohlfarth [5] for a system with uniaxial magnetic 

anisotropy originating from shape anisotropy (for elongated ellipsoid, see Fig. 4.76). Its 

magnetization reversal in the external magnetic field is supposed to occur by coherent rotation of 

magnetic moments. Coherent rotation implies keeping parallel orientation of the magnetic 

moments of all components of the system (atoms, ions) permanently during the magnetization 

reversal. The energy minimum condition dE/dɗ = 0 determines the equilibrium position of the 

magnetic moment in the external field, where E is the density of magnetic energy described by 

relation between two components, magnetic anisotropy energy and the energy of magnetic body in 

the external field, KĀsin(ɗïŬ) ï MSĿHĿcosɗ.  

 

Figure 4.76. Normalized magnetization curves ʄ/MS(h) of the system with uniaxial magnetic 

anisotropy obtained at different angles with respect to its easy magnetization axis accompanied 

with schematic illustration of uniaxial system under external field 

The legitimacy of the equation (8) is extended both for different types of uniaxial magnetic 

anisotropy (crystalline, stress anisotropy, etc.) [1], as well as for various magnetoanisotropic 

systems. It is shown that magnetic moments rotation is typical fragment of any magnetization 

reversal process occurring by various mechanisms. Additionally, coherent rotation is the simplest 

mechanism for model representation. It is appropriate for any orientations Ŭ of external magnetic 

field with respect to easy magnetization axis of the system, in contrast to incoherent rotation 

mechanisms that cannot be realized for Ŭ > 45Ü. Being an ideal model representation that cannot be 
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completely realized for real objects, the coherent rotation mechanism however shows a good 

agreement with the experimental magnetometry data within the approximation of the 

magnetization curves of real anisotropic systems. 

Application of the Stoner-Wohlfarth model for approximation of magnetization curves of 

magnetoanisotropic systems allows not only verification of magnetization reversal mechanism, but 

also determination the magnetic anisotropy field Ha and corresponding anisotropy constant 

ʂ = (ʅʘĿMS)/2. One more parameter that can be determined from the approximation is the angle Ŭ 

characterizing orientation of easy magnetization axis of the system with respect to the direction of 

the applied magnetic field H. Mentioned parameters allow us to characterize magnitude and 

direction of the magnetic anisotropy of studied system. 

The orientations corresponding to Ŭ = 0 and Ŭ = 90Á, i.e. axes of easy and hard magnetization, are 

the most important for determining the parameters characterizing magnetic anisotropy. The field 

ʅʘ of an ideal system with uniaxial anisotropy equals to the coercive field ʅʉ of ʄ(ʅ) curve 

measured at Ŭ = 0Á and to the saturation field of ʄ(ʅ) curve measured at Ŭ = 90Á. The latter follows 

from the definition of the anisotropy field as a field necessary for magnetizing the system in the 

direction of its hard axis. It offers the simplest way for ʅʘ estimation from the shape of the 

magnetization curve measured strictly along the hard axis of the system. 

It should be noted that real systems often demonstrate several types of magnetic anisotropy 

simultaneously. For instance, the shape of object (as a film or elongated nanostructure) induces 

shape anisotropy that reduces or intensifies the "internal" anisotropy of the object due to its crystal 

structure, internal tension and deformation, magnetostriction effects, etc. Shape anisotropy arises 

in the object with a specific ratio of its sizes in different direction, i.e. at least one of its three sizes 

is finite (cylinder, film, sphere, etc.), due to the presence of free magnetic poles at the object 

surfaces, when magnetized in the external field. As a consequence, demagnetizing field Hd oriented 

oppositely to the magnetization vector MS (magnetic moment) appears. Thus, the resulting field 

that influence on the magnetic moment of such an object (namely, spins inside the object) in an 

external field H is the difference between the absolute values of the external and demagnetizing 

fields H ï Hd. In other words, object is magnetized at lower extent in an external magnetic field H 

than the value of this field assumes in the direction where demagnetization is present, i.e. in which 

the size of object is finite. The "degree of un-infinity" of an object is determined by its 

demagnetizing factors N in different directions. For example, a thin film has a zero demagnetizing 

factor (and, correspondingly, shows a zero demagnetizing field) in the film plane, whereas N = 4  ́

(and Hd = 4 Ŀ́MS) along its normal. 

Magnetization reversal of the system demonstrating several types of magnetic anisotropy is 

governed by "effective" magnetic anisotropy that is determined by the competition between them. 

Therefore, anisotropy field defined as the saturation field of magnetization curve in hard axis 

corresponds to the effective parameter ʅeff, the field of "effective" magnetic anisotropy. The 

magnitude of effective magnetic anisotropy constant Keff that determines magnetization reversal 

process depends both on the magnitude and mutual orientation of different components of magnetic 
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anisotropy detected in the studied sample [1]. The simplest way to determine the parameter K of a 

system with uniaxial magnetic anisotropy from the results of magnetometry is based on estimating 

the area between the magnetization curves measured in hard and easy axes, regardless of the fact, 

whether the system is reversed under the action of single magnetic anisotropy or the resultant of 

several components. According to this method, the area bounded by ʄ(ʅ) curves measured at Ŭ = 0 

and Ŭ = 90Á in the first quadrant is calculated. Strictly, this calculation can be carried out according 

to 

ññ -=
SS M
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M
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eff
HdMHdMK

_0_0

,                                                         (4.64) 

where the first integral corresponds to the hard axis (in), and the second integral describes the easy 

axis (out). Schematically, interpretation of the method is shown in Fig. 4.77. 

 

Figure 4.77. Magnetization curves ʄ(ʅ) of the system with uniaxial magnetic anisotropy obtained 

along its hard axis (in) and easy axis (out), as well as the square bounded by these curves (hatching) 

estimated for ʂ calculation 

One more important method for determination of magnetization reversal mechanisms in magnetic 

systems, as well as for estimation of parameters characterizing their magnetic anisotropy, is to 

measure the angular dependences of the coercive field. The ʅʉ values can be obtained from 

corresponding magnetization curves measured at different Ŭ angles to easy magnetization axis of 

the system (Fig. 4.76). Typical examples of ʅʉ(Ŭ) dependences corresponding to different 

magnetization reversal mechanisms are shown in Fig. 4.78. 

According to the Stoner-Wohlfarth theory described above which is based on the assumption of 

non-interacting magnetically isolated grains, coercivity is defined by equations [5-7] 

  
233232

)sin(cos)0(/)(
-

+= aaa CC HH
  
for Ŭ Ò 45Ü , 

aaa sincos)0(/)( Ö=CC HH
                    

for 45Ü < Ŭ Ò 90Ü.                                       (4.65) 
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These relations set the shape of ʅʉ(Ŭ) curve corresponding to coherent rotation mechanism and 

presented in Figure 4.78. 

 

Figure 4.78. Theoretical angular dependences ʅʉ(Ŭ) corresponding to magnetization reversal 

according to Stoner-Wohlfahrt (coherent rotation) and Kondorski (domain walls motion) models 

The dependence of ʅʉ on the orientation of external magnetic field ʅ for ideal multidomain system 

is described in the frame of Kondorski model [8, 9] by the relation 

aa cos/)0()( CC HH = ,                                                        (4.66) 

where ʅʉ(0) is the coercive field measured along its easy magnetization axis. It should be noted 

that in the real systems the Kondorski mechanism is not observed in the whole range of Ŭ angles. 

As a rule, it is replaced by the mechanism of coherent rotation of magnetic moments described by 

Stoner and Wohlfarth [5] at the angles close to hard magnetization axis (Ŭ ~ 90Á). The coercive 

field is then reduced to zero along the axis of hard magnetization. Such a "modification" of the 

Kondorski mechanism by an additional contribution of coherent rotation can be described by the 

relation [10] 
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= ,                                   (4.67) 

where parameter 
zNx

NNNy /)( +=  determines the relation between intrinsic magnetic 

anisotropy of system and demagnetizing effects originating from magnetostatic energy, Nx and Nz 

are demagnetizing factors of the system (here, for the film) in two orthogonal directions, and 

NN = ʅʘ/MS is formal parameter similar to demagnetizing factor that characterizes other type of 

anisotropy than magnetostatic (shape). Estimation of NN value from approximation of ʅʉ(Ŭ) 

dependence of the system that demonstrates magnetization reversal mainly by domain walls motion 

allows determining its anisotropy field from NN = ʅʘ/MS relation. 






















































































































































































































































































































































































